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* * * First Change * * *

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version13 (13)}

DEFINITIONS

===== Skipped. =====
Codec ::= OCTET STRING (SIZE (1..4))


-- The internal structure is defined as follows:


-- octet 1
Coded as Codec Identification code in 3GPP TS 26.103


-- octets 2,3,4
Parameters for the Codec as defined in 3GPP TS


--


26.103, if available, length depending on the codec

GERAN-Classmark ::= OCTET STRING (SIZE (2..87))


-- Octets are coded according the GERAN Classmark information element in 3GPP TS 48.008

SelectedGSM-Algorithm ::= OCTET STRING (SIZE (1))


-- internal structure is coded as Algorithm identifier octet from Chosen Encryption


-- Algorithm defined in 3GPP TS 48.008


-- A node shall mark only the selected GSM algorithm

SendEndSignal-Arg ::= [3] SEQUENCE {


an-APDU

AccessNetworkSignalInfo,

extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

SendEndSignal-Res ::= SEQUENCE {


extensionContainer
[0]
ExtensionContainer 
OPTIONAL,


...}

RNCId ::= OCTET STRING (SIZE (7))


-- The internal structure is defined as follows:


-- octet 1 bits 4321
Mobile Country Code 1st digit


--         bits 8765
Mobile Country Code 2nd digit


-- octet 2 bits 4321
Mobile Country Code 3rd digit


--         bits 8765
Mobile Network Code 3rd digit


--


or filler (1111) for 2 digit MNCs


-- octet 3 bits 4321
Mobile Network Code 1st digit


--         bits 8765
Mobile Network Code 2nd digit


-- octets 4 and 5
Location Area Code according to 3GPP TS 24.008


-- octets 6 and 7
RNC Id or Extended RNC Id value according to

--


3GPP TS 25.413

RelocationNumberList ::= SEQUENCE SIZE (1..maxNumOfRelocationNumber) OF





RelocationNumber

MulticallBearerInfo ::= INTEGER (1..maxNumOfRelocationNumber)

RelocationNumber ::= SEQUENCE {


handoverNumber
ISDN-AddressString,


rab-Id

RAB-Id,


-- RAB Identity is needed to relate the calls with the radio access bearers. 


...}

RAB-Id ::= INTEGER (1..maxNrOfRABs)

maxNrOfRABs INTEGER ::= 255

maxNumOfRelocationNumber  INTEGER ::= 7
RadioResourceInformation ::= OCTET STRING (SIZE (3..13))


-- Octets are coded according the Channel Type information element in 3GPP TS 48.008

===== Skipped. =====
CancelVcsgLocationRes ::= SEQUENCE {

extensionContainer
ExtensionContainer
OPTIONAL,


... }

.#END
* * * End of Changes * * *
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