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* * * First Change * * * *

5.18
Generic image attributes
The MRFC and the MRFP may support the generic image attributes to negotiate the image size for sending and receiving video as required by 3GPP TS 26.114 [23]. 

If the MRFP and the MRFC support the negotiation of the image size and the MRFC receives an SDP offer with the media-level SDP image attribute(s) "a=imageattr", as defined in IETF RFC 6236 [28], and if the received image sizes are supported by the MRFP then the MRFC shall:
-
include the generic image attribute parameter when seizing or modifying resources in the MRFP; and
-
include the SDP image attribute "a=imageattr" indicating the supported image sizes in the SDP answer on the Mr interface.
NOTE 1:
The image attribute may be used within the SDP capability negotiation framework and its use is then specified using the "a=acap" parameter. 

NOTE 2:
The MRFC not supporting the negotiation of the image size will ignore received generic image attributes and will return the SDP answer without any associated generic image attribute.

When sending the SDP body with image attribute(s) on the Mr interface the MRFC shall include in the "a=imageattr":

-
"recv" keyword and corresponding image sizes which the MRFP supports in the receiving direction; and
-
"send" keyword and corresponding image sizes which the MRFP supports in the sending direction.

If the MRFP and the MRFC support the negotiation of the image size and the MRFC sends an SDP offer for subsequent call leg in a conference, the MRFC should include the SDP image attribute(s) "a=imageattr", with image sizes as supported by the MRFP and negotiated at other call legs in the session. 

If the MRFC receives an SDP answer containing the SDP image attribute "a=imageattr", it shall modify resources in the MRFP if needed by indicating the supported image sizes within the generic image attribute parameter. 
If the MRFC supports the negotiation of the image size and if the MRFC sends on the Mr interface the SDP body (offer or answer) it shall adjust the image sizes to be the same for the call legs in the session.
If the MRFP does not support the negotiation of the image size the MRFC shall send on the Mr interface the SDP body (offer or answer) without any image attribute "a=imageattr".
If the MRFP is configured with different image sizes at interconnected terminations, then it shall adjust the frame sizes accordingly when forwarding video media streams and use the image size as described in 3GPP TS 26.114 [23] when sending and receiving media. 
NOTE 3:
The relation between the negotiated image sizes and CVO are specified in 3GPP TS 26.114 [23].
* * * End of Changes * * * *

