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	600
	C4-132211
	TEI8
	Allocation of Diameter codes for 32.299
	29.230
	0372
	
	F
	Rel-8
	8.19.3
	

	600
	C4-132212
	TEI8
	Allocation of Diameter codes for 32.299
	29.230
	0373
	
	A
	Rel-9
	8.19.3
	

	600
	C4-132213
	TEI10
	Allocation of Diameter codes for 32.299
	29.230
	0374
	
	F
	Rel-10
	8.19.3
	

	600
	C4-132214
	TEI11
	Allocation of Diameter codes for 32.299
	29.230
	0375
	1
	F
	Rel-11
	8.19.3
	

	600
	C4-132215
	TEI12
	Allocation of Diameter codes for 32.299
	29.230
	0376
	1
	F
	Rel-12
	8.19.3
	

	601
	C4-132144
	TEI8
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	29.109
	0089
	1
	F
	Rel-8
	8.19.2
	

	601
	C4-132145
	TEI9
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	29.109
	0090
	1
	F
	Rel-9
	8.19.2
	

	601
	C4-132146
	TEI9
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	29.109
	0091
	1
	A
	Rel-10
	8.19.2
	

	601
	C4-132147
	TEI9
	Lack of element definitions and wrong references for Zn and Zpn based on Web Services
	29.109
	0092
	2
	A
	Rel-11
	8.19.2
	

	602
	C4-131710
	SAES
	EAP-Payload optional in DEA command
	29.273
	0348
	
	A
	Rel-9
	8.19.1
	

	602
	C4-131711
	SAES
	EAP-Payload optional in DEA command
	29.273
	0349
	
	A
	Rel-10
	8.19.1
	

	602
	C4-131712
	SAES
	EAP-Payload optional in DEA command
	29.273
	0350
	
	A
	Rel-11
	8.19.1
	

	602
	C4-131713
	SAES
	EAP-Payload optional in DEA command
	29.273
	0351
	
	A
	Rel-12
	8.19.1
	

	602
	C4-131761
	SAES
	EAP-Payload optional in DEA command
	29.273
	0347
	1
	F
	Rel-8
	8.19.1
	

	603
	C4-131944
	TEI8
	Updating IMEI URN draft reference
	23.003
	0366
	
	F
	Rel-8
	8.18
	

	603
	C4-131945
	TEI8
	Updating IMEI URN draft reference
	23.003
	0367
	
	A
	Rel-9
	8.18
	

	603
	C4-131946
	TEI8
	Updating IMEI URN draft reference
	23.003
	0368
	
	A
	Rel-10
	8.18
	

	603
	C4-131947
	TEI8
	Updating IMEI URN draft reference
	23.003
	0369
	
	A
	Rel-11
	8.18
	

	603
	C4-131948
	TEI8
	Updating IMEI URN draft reference
	23.003
	0370
	
	A
	Rel-12
	8.18
	

	604
	C4-131864
	TEI10
	Inconsistent IE type value between 8.98 and 8.1
	29.274
	1381
	1
	F
	Rel-10
	8.16
	

	604
	C4-132220
	TEI10
	Correction on Trace information
	29.274
	1388
	1
	F
	Rel-10
	8.16
	

	604
	C4-132221
	TEI10
	Correction on Trace information
	29.274
	1389
	1
	A
	Rel-11
	8.16
	

	604
	C4-132222
	TEI10
	Correction on Trace information
	29.274
	1390
	1
	A
	Rel-12
	8.16
	

	605
	C4-132230
	TEI11
	Allocation of Diameter codes for 29.212
	29.230
	0377
	
	F
	Rel-11
	7.29.5
	

	605
	C4-132231
	TEI11
	Allocation of Diameter codes for 29.212
	29.230
	0378
	
	A
	Rel-12
	7.29.5
	

	605
	C4-132286
	TEI11
	Command Code Value correction for TER/TEA
	29.230
	0379
	1
	F
	Rel-11
	7.29.5
	

	606
	C4-131680
	BBAI_BBI-CT
	IMSI for BBF in trusted S2c case
	29.273
	0340
	
	F
	Rel-11
	7.8
	

	606
	C4-131681
	BBAI_BBI-CT
	IMSI for BBF in trusted S2c case
	29.273
	0341
	
	A
	Rel-12
	7.8
	

	607
	C4-132260
	eNR_EPC
	Error handling when the PCC rule is removed due to the S-GW restoration support
	23.007
	0270
	2
	F
	Rel-11
	7.3
	

	607
	C4-132261
	eNR_EPC
	Error handling when the PCC rule is removed due to the S-GW restoration support
	23.007
	0271
	2
	A
	Rel-12
	7.3
	

	608
	C4-131905
	TEI11
	Removal of the IMS service level trace feature
	23.008
	0406
	
	F
	Rel-11
	7.29.4
	

	608
	C4-132119
	TEI11
	Removal of the IMS service level trace feature
	29.228
	0608
	1
	F
	Rel-11
	7.29.4
	

	608
	C4-132120
	TEI11
	Removal of the IMS service level trace feature
	29.328
	0481
	1
	F
	Rel-11
	7.29.4
	

	609
	C4-131982
	TEI11
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	23.007
	0264
	2
	F
	Rel-11
	7.29.3
	

	609
	C4-131983
	TEI11
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	23.007
	0265
	2
	A
	Rel-12
	7.29.3
	

	609
	C4-132204
	TEI11
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	29.275
	0284
	3
	F
	Rel-11
	7.29.3
	

	609
	C4-132205
	TEI11
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	29.275
	0285
	3
	A
	Rel-12
	7.29.3
	

	609
	C4-132206
	TEI11
	Correction of reference to Update Notifications for Proxy Mobile IPv6
	23.380
	0047
	1
	F
	Rel-11
	7.29.3
	

	610
	C4-132124
	TEI11
	Update of Homogeneous Support of IMS Voice Over PS Sessions
	29.002
	1168
	1
	F
	Rel-11
	7.29.2
	

	610
	C4-132125
	TEI11
	Update of Homogeneous Support of IMS Voice Over PS Sessions
	29.002
	1169
	1
	A
	Rel-12
	7.29.2
	

	611
	C4-131762
	TEI11
	Addtion of S6aS6d-Indicator in NOR
	29.272
	0527
	1
	F
	Rel-11
	7.29.1
	

	611
	C4-131763
	TEI12
	Addtion of S6aS6d-Indicator in NOR
	29.272
	0528
	1
	F
	Rel-12
	7.29.1
	

	612
	C4-132108
	TEI10
	NSWO Cases via non 3GPP access network
	29.273
	0359
	1
	F
	Rel-10
	8.19.1
	

	613
	C4-131880
	TEI11
	ULI reporting in the Create Session Request message
	29.274
	1386
	2
	F
	Rel-11
	7.22
	

	613
	C4-131881
	TEI11
	ULI reporting in the Create Session Request message
	29.274
	1387
	2
	A
	Rel-12
	7.22
	

	614
	C4-131795
	TEI11
	T-ADS Information Retrieval for Gn/Gp-SGSN
	29.328
	0478
	3
	F
	Rel-11
	7.21
	

	614
	C4-131796
	TEI11
	T-ADS Information Retrieval for Gn/Gp-SGSN
	29.328
	0479
	3
	A
	Rel-12
	7.21
	

	614
	C4-132148
	TEI11
	Parameter Mapping for S6aS6d-Indicator in NOR
	29.305
	0049
	4
	F
	Rel-11
	7.21
	

	614
	C4-132149
	TEI11
	Parameter Mapping for S6aS6d-Indicator in NOR
	29.305
	0050
	4
	A
	Rel-12
	7.21
	

	615
	C4-132201
	NWK-PL2IMS-CT
	TimeZone retrieval from a Gn/Gp-SGSN
	29.002
	1170
	1
	F
	Rel-11
	7.20
	

	615
	C4-132202
	NWK-PL2IMS-CT
	TimeZone retrieval from a Gn/Gp-SGSN
	29.002
	1171
	1
	A
	Rel-12
	7.20
	

	616
	C4-131848
	SaMOG_WLAN- CN
	VPLMN trust relationship indicator
	29.273
	0344
	1
	F
	Rel-11
	7.15
	

	616
	C4-131849
	SaMOG_WLAN- CN
	VPLMN trust relationship indicator
	29.273
	0345
	1
	A
	Rel-12
	7.15
	

	616
	C4-132107
	SaMOG_WLAN- CN
	EPC Access Authorization
	29.273
	0356
	1
	A
	Rel-12
	7.15
	

	616
	C4-132109
	SaMOG_WLAN- CN
	NSWO via the trusted WLAN
	29.273
	0342
	4
	F
	Rel-11
	7.15
	

	616
	C4-132110
	SaMOG_WLAN- CN
	NSWO via the trusted WLAN
	29.273
	0343
	3
	A
	Rel-12
	7.15
	

	616
	C4-132266
	SaMOG_WLAN- CN
	EPC Access Authorization
	29.273
	0355
	2
	F
	Rel-11
	7.15
	

	617
	C4-132010
	SIMTC-Reach
	MME Initiated Removal of MME Registration for SMS
	29.002
	1166
	
	F
	Rel-11
	7.13.2
	

	617
	C4-132011
	SIMTC-Reach
	MME Initiated Removal of MME Registration for SMS
	29.002
	1167
	
	A
	Rel-12
	7.13.2
	

	617
	C4-132012
	SIMTC-Reach
	Parameter Mapping for MME Initiated Removal of MME Registration for SMS
	29.305
	0054
	
	F
	Rel-11
	7.13.2
	

	617
	C4-132013
	SIMTC-Reach
	Parameter Mapping for MME Initiated Removal of MME Registration for SMS
	29.305
	0055
	
	A
	Rel-12
	7.13.2
	

	617
	C4-132122
	SIMTC-Reach
	MME Initiated Removal of MME Registration for SMS
	29.272
	0532
	1
	F
	Rel-11
	7.13.2
	

	617
	C4-132123
	SIMTC-Reach
	MME Initiated Removal of MME Registration for SMS
	29.272
	0533
	1
	A
	Rel-12
	7.13.2
	

	618
	C4-132157
	TEI11
	SMSC Usage Restriction in Roaming
	23.088
	0006
	1
	F
	Rel-11
	7
	

	619
	C4-131805
	CVO-CT
	Correction of CVO description
	23.333
	0067
	1
	F
	Rel-12
	6.9
	

	619
	C4-131806
	CVO-CT
	Correction of CVO description
	23.334
	0037
	1
	F
	Rel-12
	6.9
	

	619
	C4-131884
	CVO-CT
	CVO handling in MRF
	23.333
	0063
	2
	F
	Rel-12
	6.9
	

	620
	C4-131560
	LIMONET-SIPTO
	Correction on the occurrence of LHN ID with NSAPI
	29.060
	0965
	
	F
	Rel-12
	6.8
	

	620
	C4-131844
	LIMONET-SIPTO
	SGW selection for SIPTO at the Local Home Network
	29.303
	0071
	1
	B
	Rel-12
	6.8
	

	621
	C4-131585
	eMBMS_Rest
	M3AP path recovery
	23.007
	0259
	
	B
	Rel-12
	6.7
	

	621
	C4-131886
	eMBMS_Rest
	S4-SGSN procedure upon RNC and Iu path failure
	23.007
	0261
	2
	B
	Rel-12
	6.7
	

	621
	C4-132253
	eMBMS_Rest
	Non-transient SGmb path failure
	23.007
	0266
	2
	B
	Rel-12
	6.7
	

	621
	C4-132255
	eMBMS_Rest
	Detection of peer MBMS node restart and SGmb path failure/recovery
	23.007
	0267
	2
	B
	Rel-12
	6.7
	

	621
	C4-132270
	eMBMS_Rest
	Non-transient SGi-mb path failure
	23.007
	0268
	2
	B
	Rel-12
	6.7
	

	622
	C4-131851
	REP_WMD
	eNodeB Response Indication
	29.168
	0044
	2
	B
	Rel-12
	6.6
	

	622
	C4-131852
	REP-WMD, TEI12
	Correction of references to clauses
	29.168
	0045
	1
	F
	Rel-12
	6.6
	

	622
	C4-132180
	REP_WMD
	Unsuccessful Outcome
	29.168
	0048
	1
	F
	Rel-12
	6.6
	

	622
	C4-132264
	REP_WMD
	Restoration of warning message delivery upon eNB failure/restart
	23.007
	0258
	6
	B
	Rel-12
	6.6
	

	623
	C4-132130
	Dia-SGSN_SMS
	Alert Service Center sent over S6c
	29.272
	0529
	1
	F
	Rel-12
	6.3
	

	623
	C4-132132
	Dia-SGSN_SMS
	S6c support for HSS and SMS Router
	29.305
	0051
	1
	F
	Rel-12
	6.3
	

	623
	C4-132133
	Dia_SGSN_SMS
	Drawings about IWF description for Gdd support
	29.305
	0056
	1
	B
	Rel-12
	6.3
	

	624
	C4-131753
	Dia_SGSN_GMLC
	Combined MME/SGSN indicating the support for optimized LCS procedure
	29.272
	0523
	1
	B
	Rel-12
	6.2
	

	624
	C4-131755
	Dia_SGSN_GMLC
	New AVP for optimized LCS procedure
	29.230
	0369
	
	B
	Rel-12
	6.2
	

	624
	C4-131789
	Dia_SGSN_GMLC
	Clarification on Description of Features for LCS
	29.272
	0526
	1
	F
	Rel-12
	6.2
	

	624
	C4-131790
	Dia_SGSN_GMLC
	HSS and GMLC indicating the support for optimized LCS procedure
	29.173
	0015
	2
	B
	Rel-12
	6.2
	

	624
	C4-131949
	Dia_SGSN_GMLC
	Optimized LCS procedure between GMLC and combined MME/SGSN
	29.172
	0023
	3
	B
	Rel-12
	6.2
	

	625
	C4-131758
	TEI12
	Addition of a reference to TS 23.018 for MTRF optimal routing
	29.002
	1162
	1
	B
	Rel-12
	6.15.5
	

	625
	C4-131759
	TEI12
	Removal of Editor's Notes for Single-shot SM
	29.002
	1163
	1
	F
	Rel-12
	6.15.5
	

	625
	C4-131764
	TEI12
	Addtion of Serving Node Type Indicator in MAP_ReadyforSM
	29.002
	1165
	1
	F
	Rel-12
	7.29.2
	

	626
	C4-131598
	TEI12
	MM Context IE in Identification Response
	29.274
	1375
	
	F
	Rel-12
	6.15.3
	

	626
	C4-131617
	TEI12
	Resolving ambiguity of SGSN Number IE encoding
	29.060
	0969
	
	F
	Rel-12
	6.15.3
	

	626
	C4-131833
	TEI12
	Cause "GTP Resources Unavailable" handling at the SGSN
	23.007
	0256
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-131837
	TEI12
	Delete Session Request/Response
	29.274
	1382
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-131838
	TEI12
	Correction the ULI for RAI IE
	29.274
	1383
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-131839
	TEI12
	Correct the Message Type value reserved for S101
	29.274
	1384
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-131840
	TEI12
	Unification of the abbreviation LBI
	29.274
	1385
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-131856
	TEI12
	Correct BSSGP Cause value
	29.060
	0968
	1
	F
	Rel-12
	7.22
	

	626
	C4-131857
	TEI12
	Correct Presence requirement for Conditional IE
	29.274
	1378
	1
	F
	Rel-12
	7.22
	

	626
	C4-131891
	TEI12
	Reporting the RAN/NAS release cause during bearer release procedures
	29.274
	1374
	3
	B
	Rel-12
	6.15.3
	23.401-2623

	626
	C4-132187
	TEI12
	Variable length parameters in GTPv2 IEs
	29.274
	1391
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132188
	TEI12
	Removing APN-AMBR from Modify Bearer Response
	29.274
	1392
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132189
	TEI12
	Clarification on encoding of bit rates when converting bits per second received over Diameter interfaces to kilo bits per second over GTPv2
	29.274
	1393
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132190
	TEI12
	Clarification on encoding of bit rates when converting bits per second received over Diameter interfaces to kilo bits per second over GTPv1
	29.060
	0970
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132191
	TEI12
	Cleanup the Editors note
	29.277
	0029
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132193
	TEI12
	Cause IE condition in the Delete Session Request
	29.274
	1397
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132194
	TEI12
	Cause IE condition in the Delete PDP Context Request
	29.060
	0971
	1
	F
	Rel-12
	6.15.3
	

	626
	C4-132224
	TEI12
	PGW IP Addresses in Initial Messages
	29.274
	1405
	1
	F
	Rel-12
	8.16
	

	626
	C4-132247
	TEI12
	Correct the value of the Selection Mode IE
	29.274
	1396
	2
	F
	Rel-12
	6.15.3
	

	626
	C4-132249
	TEI12
	PGW and SGW Charging alignment in downlink
	29.274
	1406
	2
	B
	Rel-12
	6.15.3
	23.401-2598

	626
	C4-132262
	TEI12
	Core Network Operator selection origin
	29.274
	1376
	4
	F
	Rel-12
	6.15.3
	23.060-1819

	626
	C4-132263
	TEI12
	Core Network Operator selection origin
	29.060
	0966
	4
	F
	Rel-12
	6.15.3
	23.060-1819

	626
	C4-132280
	TEI12
	S1-U eNodeB F-TEID in Create Bearer Response
	29.274
	1398
	2
	F
	Rel-12
	6.15.3
	

	626
	C4-132285
	TEI12
	SS code used in the Paging message
	29.274
	1400
	2
	F
	Rel-12
	7.22
	

	627
	C4-131720
	TEI12
	Annex D alignment with .xsd file
	29.328
	0480
	
	F
	Rel-12
	6.15.7
	

	627
	C4-131757
	TEI12
	Session-Priority AVP
	29.229
	0263
	1
	C
	Rel-12
	6.15.7
	

	627
	C4-132153
	TEI12
	Cx Charging Information Download
	29.228
	0607
	5
	F
	Rel-12
	6.15.7
	

	628
	C4-131841
	TEI12
	Clarification on the encoding of Transparent Container 
	29.280
	0063
	1
	F
	Rel-12
	6.15.8
	

	629
	C4-131603
	TEI12
	E-UTRAN to 3GPP2 1xCS SRVCC emergency handover
	29.277
	0028
	
	F
	Rel-12
	6.15.6
	

	630
	C4-131747
	TEI12
	High priority mobile terminated calls
	23.067
	0020
	3
	F
	Rel-12
	6.15.4
	

	631
	C4-132113
	TEI12
	Adding E-SMLC provided Cell info and Cell Portion
	29.171
	0025
	1
	B
	Rel-12
	6.15.21
	

	631
	C4-132114
	TEI12
	Adding E-SMLC provided Cell info and Cell Portion
	29.172
	0024
	1
	B
	Rel-12
	6.15.21
	

	631
	C4-132115
	TEI12
	New AVPs for SLg on Cell-Info and Cell-Portion
	29.230
	0370
	1
	B
	Rel-12
	6.15.21
	

	632
	C4-132112
	TEI12
	Purge clarification
	29.272
	0530
	1
	F
	Rel-12
	6.15.20
	

	633
	C4-132199
	eSaMOG_St3
	PGW update on SWx
	29.273
	0353
	1
	F
	Rel-12
	6.15.19
	

	633
	C4-132210
	eSaMOG_St3
	Clarification on how to use PCO and APCO on the S2a PMIP interface
	29.275
	0287
	1
	B
	Rel-12
	6.15.19
	23.402-1188

	633
	C4-132250
	eSaMOG_St3
	Support HO indication on the S2a GTP interface
	29.274
	1394
	2
	B
	Rel-12
	6.15.19
	

	633
	C4-132284
	eSaMOG_St3
	3GPP Access to TWAN Handover procedures without optimization
	29.275
	0286
	2
	B
	Rel-12
	6.15.19
	23.402-1188

	634
	C4-132234
	SON-NM-MUPPET
	Multi-Vendor eNB Plug and Play
	23.003
	0365
	3
	B
	Rel-12
	6.15.17
	

	635
	C4-132197
	TEI12
	HRPD Sector ID IE
	29.276
	0064
	1
	F
	Rel-12
	6.15.16
	

	636
	C4-131807
	SIS_CT
	Usage of generic image attributes
	23.333
	0064
	1
	F
	Rel-12
	6.10
	

	636
	C4-131808
	SIS_CT
	Usage of generic image attributes
	23.334
	0035
	1
	F
	Rel-12
	6.10
	

	636
	C4-131809
	SIS_CT
	Correction of Image Size description
	23.333
	0068
	1
	F
	Rel-12
	6.10
	

	636
	C4-131810
	SIS_CT
	Correction of Image Size description
	23.334
	0038
	1
	F
	Rel-12
	6.10
	

	636
	C4-131811
	SIS_CT
	No indication of generic image attributes in Mp
	29.333
	0070
	1
	F
	Rel-12
	6.10
	

	636
	C4-131812
	SIS_CT
	No indication of generic image attributes in Iq
	29.334
	0049
	1
	F
	Rel-12
	6.10
	

	637
	C4-131836
	TEI12
	Clarification on mobility options for APN congestion control over S2a PMIP
	29.275
	0283
	1
	B
	Rel-12
	6.15.2
	

	638
	C4-132137
	SMSMI-CT
	New AVPs for SMS for IMS UE without MSISDN in TS 29.338
	29.230
	0371
	
	B
	Rel-12
	6.15.14
	

	638
	C4-132154
	SMSMI-CT
	Diameter based protocols with SMS for IMS UE without MSISDN
	29.338
	0009
	3
	B
	Rel-12
	6.15.13
	

	638
	C4-132155
	SMSMI-CT
	IWFs with SMS for IMS UE without MSISDN
	29.305
	0052
	2
	B
	Rel-12
	6.15.13
	

	639
	C4-132246
	TEI12
	SGSN CAMEL Subscription Indication
	29.230
	0380
	
	F
	Rel-12
	6.15.12
	

	639
	C4-132281
	TEI12
	SGSN CAMEL Subscription Indication
	29.272
	0531
	3
	F
	Rel-12
	6.15.12
	

	640
	C4-131674
	TEI12
	Clarification on Trust Relationship Indicator
	29.273
	0338
	
	F
	Rel-12
	6.15.11
	

	640
	C4-131708
	TEI12
	Clarification of M-bit handling
	29.273
	0346
	
	F
	Rel-12
	6.15.11
	

	640
	C4-131760
	TEI12
	MIP6-Agent-Info over the S6b interface
	29.273
	0339
	1
	F
	Rel-12
	6.15.11
	

	640
	C4-132127
	TEI12
	reflective QoS for BBF convergence
	29.273
	0354
	1
	B
	Rel-12
	6.15.11
	

	641
	C4-131842
	TEI12
	GERAN Iu Mode
	23.231
	0046
	1
	F
	Rel-12
	6.15.10
	

	641
	C4-132000
	TEI12
	GERAN Iu Mode
	23.284
	0045
	
	F
	Rel-12
	6.15.10
	

	642
	C4-132116
	TEI12
	Call Forwarding Options
	23.082
	0018
	1
	F
	Rel-12
	6.15.22
	

	643
	C4-132131
	TEI12
	Forwarding of Diameter based SRI for SMS 
	29.305
	0053
	1
	F
	Rel-12
	6.3
	

	644
	C4-131765
	TEI12
	SMS in MME
	29.272
	0525
	1
	F
	Rel-12
	7.13.3
	



