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	Reason for change:
	According to the current description of the service request procedure in TS 29.118, if the UE is in IDLE mode, the MME shall page the UE after the reception of an SGsAP-PAGING-REQUEST message. Two types of Paging message to the UE:

(1) In case of MT CS call, the MME will set the CN domain to “CS”; and
(2) In case of MT SMS delivery, the MME will set the CN domain to “PS”.
Upon receipf of Paging message with CN domain setting to “CS”, the UE should response Extended Service Request (for CSFB). Upon receipf of Paging message with CN domain setting to “PS”, the UE should response Service Request to setup the NAS signalling connection. 
So both Extended Service Request and Service Request can trigger the MME response a SGs service request to the VLR.

	
	

	Summary of change:
	The Extended Service Request is added to general description in subclause 5.12.1 for triggering the SGs service request procedure
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***** Next change *****
5.12.1
General description

After the reception of an SGsAP-PAGING-REQUEST message from the VLR, the MME will use this procedure to indicate to the VLR that a NAS signalling connection exists between the UE and the MME. The procedure can be invoked, by the MME, either upon reception of a Service Request message or Extended Service Request message from the UE or directly after receiving the SGsAP-PAGING-REQUEST message from the VLR, based on the UE’s EMM mode.
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