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· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TS 23.221: "Architectural requirements".
[4]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
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3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[5a]
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[6]
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3GPP TS 24.292: "IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3".
[17]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".
[18]
RFC 5626: "Managing Client-Initiated Connections in the Session Initiation Protocol (SIP)".
[19]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1".
[20]
3GPP TS 24.623: "Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services".
[21]
3GPP TS 24.238: "Session Initiation Protocol (SIP) based user configuration;Stage 3".
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5.42
/<X>/PS_domain_IMS_SS_control_preference
The PS_domain_IMS_SS_control_preference provides a means to define the method for which Supplementary Services as defined by 3GPP TS 22.173 [19] are controlled by the UE when SS setting control is to be invoked over the PS domain.
-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get, Replace
-
Values: 0, 1
0 – Indicates that the IMS SS setting control for services defined by 3GPP TS 22.173 [19] is to be invoked using XCAP/Ut as defined by 3GPP TS 24.623 [20]
1 – Indicates that the IMS SS setting control for services defined by 3GPP TS 22.173 [19] is to be invoked using SIP-based user configuration as defined by 3GPP TS 24.238 [21]
NOTE:
The usage of other methods for controlling the IMS SS setting control are out of the scope of this parameter.
The UE uses the information stored in the PS_domain_IMS_SS_control_preference leaf either when the SS_domain_setting leaf is set to "0", or when SS_domain_setting is set to "2" and the domain currently used for voice services is the PS domain.
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