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Annex A: List of contribution documents
	Tdoc
	Type
	Title
	Source
	'Decision'

	C4-140001
	Agenda
	Agenda
	CT4 Chairman
	Noted

	C4-140002
	Agenda
	Detailed agenda & time plan for CT4#64: status at document deadline
	CT4 Chairman
	Noted

	C4-140003
	Agenda
	Detailed agenda & time plan for CT4#64: status on eve of meeting
	CT4 Chairman
	Noted

	C4-140004
	DAD
	Proposed allocation of documents to agenda items for CT4#64: status at document deadline
	CT4 Chairman
	Noted

	C4-140005
	DAD
	Proposed allocation of documents to agenda items for CT4#64: status on eve of meeting
	CT4 Chairman
	Noted

	C4-140006
	Discussion
	CT4 Aspects of the Workplan
	CT4 Chairman
	Revised in C4-140422

	C4-140007
	Report
	CT#62 & SA&62 Status Report
	CT4 Chairman
	Noted

	C4-140008
	Report
	CT4#63 meeting report for approval
	MCC
	Approved

	C4-140009
	LS in
	Reply LS on MO scenarios for the new P-CSCF restoration mechanism
	TSG CT WG1
	Noted

	C4-140010
	LS in
	ALT-C for indication of IPv4 and IPv6 addresses in SDP
	TSG CT WG1
	Noted

	C4-140011
	LS in
	LS on Registration of new TS 29.212 AVP codes in TS 29.230
	TSG CT WG3
	Noted

	C4-140012
	LS in
	Reply LS on support for user location age or timestamp
	TSG CT WG3
	Noted

	C4-140013
	LS in
	New version of ES 283 035
	ETS NTECH
	Noted

	C4-140014
	LS in
	Reply LS to 3GPP CT4 on FQDNs to support Multi vendor Plug and Play (MvPnP) feature
	GSMA IREG Packet #69
	Noted

	C4-140015
	LS in
	Reply LS on SMS Barring
	TSG SA WG1
	Noted

	C4-140016
	LS in
	LS on Charging aspects for Network Sharing (MOCN GWCN)
	TSG SA WG2
	Noted

	C4-140017
	LS in
	LS on End-to-end fixed-mobile interworking
	TSG SA WG4
	Noted

	C4-140018
	LS in
	Reply LS to CT on Removal of OAM8-Trace from Rel-11
	TSG SA WG5
	Noted

	C4-140019
	P-CR
	Remove FFS items in solution B
	NEC
	Revised in C4-140239

	C4-140020
	CR
	Add new rejection cause value to the DDN Acknowledge message
	NEC
	Merged into 0357

	C4-140021
	CR
	Add new rejection cause value to the DDN Acknowledge message
	NEC
	Merged into 0358

	C4-140022
	Discussion
	MTCe Small Data and Device Triggering Enhancements (MTCe-SDDTE)
	Huawei, HiSilicon
	Noted

	C4-140023
	WID
	WID for CT aspects of Small Data and Device Triggering Enhancements
	Huawei, HiSilicon
	Revised in C4-140209

	C4-140024
	CR
	Storage of RAN assistant data in MME
	Huawei
	Revised in C4-140213

	C4-140025
	CR
	Protocol enhancements for the support of device recall and replace procedure
	Huawei, Intel
	Revised in C4-140214

	C4-140026
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Revised in C4-140361

	C4-140027
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Revised in C4-140362

	C4-140028
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Revised in C4-140363

	C4-140029
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Revised in C4-140364

	C4-140030
	CR
	Update the reference of Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Revised in C4-140365

	C4-140031
	CR
	Update the reference of IETF sipcore-keep to RFC 6223
	Huawei
	Revised in C4-140244

	C4-140032
	CR
	Update the reference of IETF draft sipcore-keep to RFC 6223
	Huawei
	Revised in C4-140245

	C4-140033
	CR
	Update the reference of IETF sipcore-keep to RFC 6223
	Huawei
	Revised in C4-140246

	C4-140034
	P-CR
	Extension to solution D
	Ericsson
	Revised in C4-140204

	C4-140035
	P-CR
	Conclusions
	Ericsson
	Revised in C4-140257

	C4-140036
	CR
	Protocol enhancements for the support of recall of a message
	Huawei
	Postponed

	C4-140037
	CR
	Protocol enhancements for the support of device replace procedure
	Huawei
	Revised in C4-140217

	C4-140038
	CR
	Protocol enhancements for the support of support of device recall and replace procedure
	Huawei
	Postponed

	C4-140039
	P-CR
	Pseudo-CR on Handling of optional parameters within load/overload control info
	NSN
	Revised in C4-140296

	C4-140040
	CR
	F-TEID Interface Type 8
	NSN
	Revised in C4-140294

	C4-140041
	CR
	S12, S4-U, S1-U F-TEID values
	NSN
	Revised in C4-140295

	C4-140042
	CR
	Triggered messages
	NSN
	Revised in C4-140328

	C4-140043
	CR
	TEID values for UE/IMSI granularity messages over S5/S8
	NSN
	Withdrawn

	C4-140044
	CR
	F-Container editorial error
	NSN
	Revised in C4-140329

	C4-140045
	CR
	OAM sub-domain
	NSN, NTT DOCOMO
	Revised in C4-140238

	C4-140046
	CR
	CSG Membership Indication values
	NSN
	Rejected

	C4-140047
	CR
	CSG Membership Indication values
	NSN
	Rejected

	C4-140048
	CR
	CSG Membership Indication values
	NSN
	Rejected

	C4-140049
	CR
	CSG Membership Indication values
	NSN
	Revised in C4-140289

	C4-140050
	CR
	CSG Membership Indication values
	NSN
	Rejected

	C4-140051
	CR
	CSG Membership Indication values
	NSN
	Rejected

	C4-140052
	CR
	CSG Membership Indication values
	NSN
	Rejected

	C4-140053
	CR
	CSG Membership Indication values
	NSN
	Revised in C4-140290

	C4-140054
	CR
	eNB Restart Indication
	one2many, T-Mobile, Alcatel-Lucent
	Revised in C4-140309

	C4-140055
	CR
	Restart Counter increase after path failure recovery
	one2many
	Revised in C4-140281

	C4-140056
	Discussion
	Discussion on SGs and Sv path failure
	Ericsson
	Noted

	C4-140057
	P-CR
	Granularity of the Load Metric
	Ericsson
	Revised in C4-140206

	C4-140058
	P-CR
	Granularity of the Overload-Reduction-Metric
	Ericsson
	Revised in C4-140207

	C4-140059
	CR
	Dummy IMSI in Resume Notification
	Ericsson 
	Revised in C4-140330

	C4-140060
	CR
	Sender F-TEID in Delete Session Request message
	Ericsson 
	Revised in C4-140331

	C4-140061
	CR
	RFSP Index encoding during inter SGSN mobility procedure
	Ericsson
	Revised in C4-140291

	C4-140062
	CR
	RFSP Index encoding during inter SGSN mobility procedure
	Ericsson
	Revised in C4-140292

	C4-140063
	CR
	RFSP Index encoding during inter SGSN mobility procedure
	Ericsson
	Revised in C4-140293

	C4-140064
	P-CR
	TCP interworking in the MGW (4.4.4)
	Alcatel-Lucent
	Revised in C4-140282

	C4-140065
	P-CR
	Media awareness at MGW for FoIP media security
	Alcatel-Lucent
	Revised in C4-140311

	C4-140066
	P-CR
	3GPP ITU-T H.248 requirements gap analysis
	Alcatel-Lucent
	Revised in C4-140347

	C4-140067
	Discussion
	Discussion on usage of PCO and APCO for trusted WLAN access
	ZTE
	Noted

	C4-140068
	CR
	Clarification usage of PCO and APCO on the S2a GTP interface
	ZTE
	Merged into 0303

	C4-140069
	CR
	Clarification on usage of APCO on the S2a PMIP interface
	ZTE
	Revised in C4-140304

	C4-140070
	WID
	CT aspects of Core Network Overload User Location Information reporting improvements
	Alcatel-Lucent
	Revised in C4-140210

	C4-140071
	INFO
	Progress of the CT4 Study on eMediasec
	Alcatel-Lucent
	Noted

	C4-140072
	P-CR
	TLS client/server role assignment for BFCP
	Alcatel-Lucent
	Revised in C4-140283

	C4-140073
	P-CR
	TLS protocol profile
	Alcatel-Lucent
	Agreed

	C4-140074
	P-CR
	Start of TCP connection establishment
	Alcatel-Lucent
	Revised in C4-140284

	C4-140075
	P-CR
	L3/L4 NAT traversal support
	Alcatel-Lucent
	Revised in C4-140285

	C4-140076
	CR
	PWS Restart Indication parameters
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, one2many
	Revised in C4-140418

	C4-140077
	INFO
	Progress of eMBMS restoration work item
	Alcatel-Lucent
	Noted

	C4-140078
	P-CR
	Overload control on S2a/S2b
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Revised in C4-140298

	C4-140079
	LS out
	LS on APN congestion control for WLAN access
	Alcatel-Lucent
	Revised in C4-140300

	C4-140080
	P-CR
	Applicability of overload control to S3/S10/S16
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Agreed

	C4-140081
	P-CR
	Interaction with Downlink Data Notification Throttling
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Agreed

	C4-140082
	P-CR
	Evaluation of overload control enforcement
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Revised in C4-140301

	C4-140083
	P-CR
	Inclusion of (over)load information
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Revised in C4-140302

	C4-140084
	CR
	TWAN-ID reporting extensions for NPLI for TWAN access
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Revised in C4-140319

	C4-140085
	CR
	TWAN-ID contents extensions for NPLI for TWAN access
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Revised in C4-140320

	C4-140086
	CR
	TWAN Operator Name
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Revised in C4-140321

	C4-140087
	CR
	PLMN ID communicated to the HPLMN in network sharing
	Alcatel-Lucent, TeliaSonera
	Revised in C4-140332

	C4-140088
	CR
	PLMN ID communicated to the HPLMN in network sharing
	Alcatel-Lucent, TeliaSonera
	Revised in C4-140333

	C4-140089
	LS out
	Reply LS on Charging aspects for Network Sharing (MOCN GWCN)
	Alcatel-Lucent
	Revised in C4-140334

	C4-140090
	CR
	Reporting change of UE presence in Presence Reporting Area
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Withdrawn

	C4-140091
	CR
	ULI change reporting when the UE is in 'CONNECTED' state
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Withdrawn

	C4-140092
	Discussion
	Issue on distinguishing HRPD optimized HO or non-optimized HO
	NEC
	Noted

	C4-140093
	CR
	Add new HO indication flag
	NEC
	Revised in C4-140184

	C4-140094
	CR
	Add new HO indication flag
	NEC
	Revised in C4-140185

	C4-140095
	P-CR
	Pseudo-CR on MO scenarios for the new P-CSCF restoration mechanism
	NTT DOCOMO, NTC
	Withdrawn

	C4-140096
	CR
	Update of working procedures with GSMA
	NTT DOCOMO
	Merged into 0045

	C4-140097
	CR
	MS Info Change Notification
	ZTE
	Agreed

	C4-140098
	P-CR
	Merging of Sol-E and Sol-B
	Huawei
	Revised in C4-140240

	C4-140099
	P-CR
	Skeleton of the TR
	Huawei
	Revised in C4-140230

	C4-140100
	P-CR
	Scope of the TR
	Huawei
	Revised in C4-140231

	C4-140101
	P-CR
	Use Cases for Subscriber Data Sharing
	Huawei
	Revised in C4-140232

	C4-140102
	P-CR
	Existing Mechnisms for Subscriber Data Sharing
	Huawei
	Revised in C4-140233

	C4-140103
	CR
	Notification of UE SRVCC Capability Update
	Huawei
	Agreed

	C4-140104
	CR
	Notification of UE SRVCC Capability Update
	Huawei
	Withdrawn

	C4-140105
	CR
	Clarification on Current Location Retrieved
	Huawei
	Revised in C4-140234

	C4-140106
	CR
	Clarification on Current-Location-Retrieved and Age-of-Location-Information
	Huawei
	Revised in C4-140242

	C4-140107
	CR
	Removal of RFSP in DSR
	Huawei
	Postponed

	C4-140108
	CR
	Removal of RFSP in DSR
	Huawei
	Postponed

	C4-140109
	CR
	Parameter Mapping for Removal of RFSP in DSR
	Huawei
	Postponed

	C4-140110
	CR
	Addition of SGSN CAMEL Capability to SupportedFeatures
	Huawei
	Revised in C4-140243

	C4-140111
	CR
	S12 RNC F-TEID in the update bearer response
	Huawei
	Merged into 0336

	C4-140112
	CR
	Extension of ANI to convey other types of location information
	Huawei, China Telecom, Cisco, Alcatel-Lucent
	Revised in C4-140324

	C4-140113
	CR
	Providing the NAI in MAG Initiated PDN Connection Deletion procedure
	China Telecom, Huawei, Cisco, Alcatel-Lucent
	Revised in C4-140325

	C4-140114
	CR
	Trusted WLAN mode indication
	Huawei
	Revised in C4-140303

	C4-140115
	CR
	Trusted WLAN mode indication
	Huawei
	Revised in C4-140307

	C4-140116
	CR
	Incorrect Diameter commands
	Huawei
	Agreed

	C4-140117
	CR
	Correct the PCRF procedure during the SGW restoration
	Huawei
	Revised in C4-140350

	C4-140118
	CR
	Correct the PCRF procedure during the SGW restoration
	Huawei
	Revised in C4-140351

	C4-140119
	CR
	SGW behaviour upon GTP Error indication
	Huawei
	Revised in C4-140322

	C4-140120
	CR
	SGW behaviour upon GTP Error indication
	Huawei
	Revised in C4-140323

	C4-140121
	Discussion
	Path failure in S5 interface
	Huawei
	Noted

	C4-140122
	CR
	PGW ID in the PGW Downlink Triggering Notification
	Huawei
	Revised in C4-140354

	C4-140123
	CR
	PGW ID in the PGW Downlink Triggering Notification
	Huawei
	Revised in C4-140355

	C4-140124
	CR
	Condition for sending APN Inf
	Huawei
	Rejected

	C4-140125
	CR
	Condition for sending APN Inf
	Huawei
	Revised in C4-140223

	C4-140126
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco
	Revised in C4-140367

	C4-140127
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco
	Revised in C4-140368

	C4-140128
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco
	Revised in C4-140369

	C4-140129
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco
	Revised in C4-140370

	C4-140130
	CR
	Temporarily rejected due to mobility procedure in progress
	Huawei
	Revised in C4-140357

	C4-140131
	CR
	Temporarily rejected due to mobility procedure in progress
	Huawei
	Revised in C4-140358

	C4-140132
	CR
	Delete PCC Rule after P-CSCF Failure
	Huawei
	Withdrawn

	C4-140133
	P-CR
	Maximum number of Load/Overload control IE instances
	Cisco
	Revised in C4-140208

	C4-140134
	P-CR
	Various aspects of APN level load control
	Cisco
	Revised in C4-140315

	C4-140135
	P-CR
	Interaction between load control and information received from DNS
	Cisco, Huawei
	Revised in C4-140316

	C4-140136
	P-CR
	Interaction between Overload control and APN back-off timer mechanism
	Cisco
	Revised in C4-140317

	C4-140137
	P-CR
	Issues with partial support of the feature in the network
	Cisco
	Revised in C4-140341

	C4-140138
	P-CR
	Discovery of the support of the feature
	Cisco, VerizonKaikki kolme
	Revised in C4-140342

	C4-140139
	P-CR
	Implicit overload control mechanism
	Cisco
	Agreed

	C4-140140
	INFO
	Progress of the GTP-C Overload Control Mechanism workitem
	Cisco
	Revised in C4-140343

	C4-140141
	CR
	Mechanism to determine if the UE is served by the MME and SGSN parts of the same combined MME/SGSN
	Cisco
	Revised in C4-140241

	C4-140142
	CR
	Handling of "GTP Resources Unavailable" cause in S4-SGSN
	Cisco
	Revised in C4-140339

	C4-140143
	CR
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	Cisco, Huawei
	Revised in C4-140221

	C4-140144
	CR
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	Cisco, Huawei
	Revised in C4-140222

	C4-140145
	CR
	Bearer context in Update Bearer Response when DTF is set
	Cisco
	Revised in C4-140336

	C4-140146
	CR
	Bearer context in Update Bearer Response when DTF is set
	Cisco
	Revised in C4-140337

	C4-140147
	P-CR
	Non 3GPP access HSS based solution
	Alcatel-Lucent
	Revised in C4-140258

	C4-140148
	P-CR
	Double IMS registration solution
	Alcatel-Lucent
	Revised in C4-140266

	C4-140149
	LS out
	UE Capability indicating the support of P-CSCF restoration
	Alcatel-Lucent
	Revised in C4-140305

	C4-140150
	P-CR
	Review of the IETF Diameter overload solution
	Alcatel-Lucent
	Revised in C4-140228

	C4-140151
	CR
	Introduction of device trigger recall/replace functions
	Intel Corporation
	Withdrawn

	C4-140152
	Discussion
	Application awareness of IMS-AGW in case of (D)TLS-based media security
	Alcatel-Lucent
	Revised in C4-140203

	C4-140153
	P-CR
	Annex C "MSRP Interworking Function": terminology updates
	Alcatel-Lucent
	Revised in C4-140312

	C4-140154
	CR
	Clarification to Notif-Eff
	NSN
	Revised in C4-140235

	C4-140155
	CR
	Retrieval of Network Provided Location Information via HSS
	Ericsson
	Revised in C4-140326

	C4-140156
	CR
	Call-Barring-Info AVP
	Ericsson
	Agreed

	C4-140157
	CR
	Replacement of IETF WLAN AVPs
	Ericsson, Alcatel-Lucent
	Revised in C4-140224

	C4-140158
	CR
	Replacement of IETF WLAN AVPs
	Ericsson, Alcatel-Lucent
	Revised in C4-140225

	C4-140159
	CR
	Definition of WLAN-related AVPs
	Ericsson, Alcatel-Lucent
	Revised in C4-140226

	C4-140160
	CR
	Definition of WLAN-related AVPs
	Ericsson, Alcatel-Lucent
	Revised in C4-140227

	C4-140161
	CR
	Error mapping for "Data Missing"
	Ericsson
	Revised in C4-140259

	C4-140162
	CR
	Error mapping for "Data Missing"
	Ericsson
	Withdrawn

	C4-140163
	CR
	Call barring services with the SMS in MME option
	
	Revised in C4-140252

	C4-140164
	CR
	Multiple notifications due to the Update-Eff feature 
	
	Revised in C4-140260

	C4-140165
	CR
	E-SMLC provided Cell info and Cell Portion
	
	Revised in C4-140251

	C4-140166
	CR
	Alignment of IE name for CVO
	Ericsson
	Agreed

	C4-140167
	CR
	Clarification on CVO handling
	Ericsson
	Revised in C4-140287

	C4-140168
	CR
	Clarification on SIS handling
	Ericsson
	Revised in C4-140289

	C4-140169
	Discussion
	Discussion: Support of IPv4/IPv6 interworking
	Ericsson
	Noted

	C4-140170
	CR
	RAT Type correction
	NSN
	Agreed

	C4-140171
	CR
	Access Network Identifier clarification
	NSN
	Revised in C4-140327

	C4-140172
	P-CR
	P-CR on Iq Requirements for End-to-end security for TCP-based media using TLS
	NSN
	Revised in C4-140313

	C4-140173
	P-CR
	P-CR on Ix requirements for e2e security
	NSN
	Revised in C4-140345

	C4-140174
	P-CR
	P-CR on Mp requirements for e2e security
	NSN
	Revised in C4-140346

	C4-140175
	Discussion
	Proximity-based Services (ProSe) stage 2 status
	Qualcomm Incorporated
	Noted

	C4-140176
	WID
	New WID on CT aspects of Proximity-based Services (ProSe)
	Qualcomm Incorporated
	Revised in C4-140215

	C4-140177
	Discussion
	Discussion on the behaviour of HSS in Authentication Procedures for roaming subscribe
	China Mobile
	Noted

	C4-140178
	CR
	Definition of SIP URI based on IMEI for use in P-Preferred-Identity header field
	Qualcomm Incorporated/Subra
	Withdrawn

	C4-140179
	CR
	Suppression of Announcement Indication over Sh
	Huawei
	Revised in C4-140236

	C4-140180
	CR
	Suppression of Announcement Indication over Sh
	Huawei
	Revised in C4-140237

	C4-140181
	CR
	Retrival of TWAN-Id over Sh
	China Telecom, Huawei
	Revised in C4-140219

	C4-140182
	CR
	Retrival of TWAN-Id over Sh
	China Telecom, Huawei
	Revised in C4-140220

	C4-140183
	CR
	STa Authentication for Trusted WLAN access
	ZTE, Ericsson
	Revised in C4-140297

	C4-140184
	CR
	Add new HO indication flag
	NEC
	Postponed

	C4-140185
	CR
	Add new HO indication flag
	NEC
	Postponed

	C4-140186
	P-CR
	Variant reusing PCO based P-CSCF restoration
	Alcatel-Lucent
	Revised in C4-140306

	C4-140187
	Discussion
	Discussion paper: Possible work item to add procedures for ICE support to H.248 profiles
	NSN
	Noted

	C4-140188
	WID
	ICE impacts on IMS H.248 profiles
	NSN
	Revised in C4-140212

	C4-140189
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Revised in C4-140247

	C4-140190
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Revised in C4-140248

	C4-140191
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Revised in C4-140249

	C4-140192
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Revised in C4-140250

	C4-140193
	Discussion
	Voice centric UE registration requirements
	Ericsson
	Revised in C4-140201

	C4-140194
	CR
	Updating IMEI URN draft reference
	BlackBerry
	Agreed

	C4-140195
	CR
	Updating IMEI URN draft reference
	BlackBerry
	Agreed

	C4-140196
	CR
	Updating IMEI URN draft reference
	BlackBerry
	Agreed

	C4-140197
	CR
	Updating IMEI URN draft reference
	BlackBerry
	Agreed

	C4-140198
	CR
	Updating IMEI URN draft reference
	BlackBerry
	Agreed

	C4-140199
	CR
	Missing SGs-MME-Identity AVP in the ULR
	Orange
	Agreed

	C4-140200
	CR
	TEL URI Format for Unavailable User Identity
	Orange
	Revised in C4-140265

	C4-140201
	Discussion
	Voice centric UE registration requirements
	Ericsson
	Noted

	C4-140202
	CR
	Implementation error of "Apply Serving Network on S2a for eHRPD access" C4-131878.
	MCC, ZTE, Ericsson
	Agreed

	C4-140203
	Discussion
	Application awareness of IMS-AGW in case of (D)TLS-based media security
	Alcatel-Lucent
	Noted

	C4-140204
	P-CR
	Extension to solution D
	Ericsson
	Revised in C4-140253

	C4-140205
	LS out
	LS on MO scenarios for the new P-CSCF restoration mechanism
	NTT Docomo
	Revised in C4-140256

	C4-140206
	P-CR
	Granularity of the Load Metric
	Ericsson
	Agreed

	C4-140207
	P-CR
	Granularity of the Overload-Reduction-Metric
	Ericsson
	Agreed

	C4-140208
	P-CR
	Maximum number of Load/Overload control IE instances
	Cisco
	Revised in C4-140314

	C4-140209
	WID
	WID for CT aspects of Small Data and Device Triggering Enhancements
	Huawei, HiSilicon
	Agreed

	C4-140210
	WID
	CT aspects of Core Network Overload User Location Information reporting improvements
	Alcatel-Lucent
	Revised in C4-140391

	C4-140211
	WID
	New WID for Support of ALT-C attribute
	Orange
	Revised in C4-140218

	C4-140212
	WID
	ICE impacts on IMS H.248 profiles
	NSN
	Agreed

	C4-140213
	CR
	Storage of RAN assistant data in MME
	Huawei, NEC, Alcatel-Lucent
	Revised in C4-140271

	C4-140214
	CR
	Protocol enhancements for the support of device recall and replace procedure
	Huawei, Intel
	Revised in C4-140272

	C4-140215
	WID
	New WID on CT aspects of Proximity-based Services (ProSe)
	Qualcomm Incorporated
	Revised in C4-140394

	C4-140216
	LS out
	LS on Protocol enhancements for the support of recall of a message
	Huawei
	Revised in C4-140273

	C4-140217
	CR
	Protocol enhancements for the support of device replace procedure
	Huawei
	Revised in C4-140274

	C4-140218
	WID
	New WID for Support of ALT-C attribute
	Orange
	Revised in C4-140404

	C4-140219
	CR
	Retrieval of TWAN-Id over Sh
	China Telecom, Huawei
	Postponed

	C4-140220
	CR
	Retrieval of TWAN-Id over Sh
	China Telecom, Huawei
	Postponed

	C4-140221
	CR
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	Cisco, Huawei
	Agreed

	C4-140222
	CR
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	Cisco, Huawei
	Agreed

	C4-140223
	CR
	Condition for sending APN Information
	Huawei
	Agreed

	C4-140224
	CR
	Replacement of IETF WLAN AVPs
	Ericsson, Alcatel-Lucent
	Agreed

	C4-140225
	CR
	Replacement of IETF WLAN AVPs
	Ericsson, Alcatel-Lucent
	Agreed

	C4-140226
	CR
	Definition of WLAN-related AVPs
	Ericsson, Alcatel-Lucent
	Agreed

	C4-140227
	CR
	Definition of WLAN-related AVPs
	Ericsson, Alcatel-Lucent
	Agreed

	C4-140228
	P-CR
	Review of the IETF Diameter overload solution
	Alcatel-Lucent
	Revised in C4-140398

	C4-140229
	P-CR
	Pseudo-CR on IETF Diameter overload solution open points
	Alcatel-Lucent
	Revised in C4-140399

	C4-140230
	P-CR
	Skeleton of the TR
	Huawei
	Revised in C4-140261

	C4-140231
	P-CR
	Scope of the TR
	Huawei
	Agreed

	C4-140232
	P-CR
	Use Cases for Subscriber Data Sharing
	Huawei
	Revised in C4-140262

	C4-140233
	P-CR
	Existing Mechnisms for Subscriber Data Sharing
	Huawei
	Revised in C4-140263

	C4-140234
	CR
	Clarification on Current Location Retrieved
	Huawei
	Agreed

	C4-140235
	CR
	Clarification to Notif-Eff
	NSN
	Agreed

	C4-140236
	CR
	Suppression of Announcement Indication over Sh
	Huawei
	Revised in C4-140275

	C4-140237
	CR
	Suppression of Announcement Indication over Sh
	Huawei
	Withdrawn

	C4-140238
	CR
	OAM sub-domain
	NSN, NTT DOCOMO
	Revised in C4-140264

	C4-140239
	P-CR
	Remove FFS items in solution B
	NEC
	Revised in C4-140267

	C4-140240
	P-CR
	Merging of Sol-E and Sol-B
	Huawei
	Revised in C4-140269

	C4-140241
	CR
	Mechanism to determine if the UE is served by the MME and SGSN parts of the same combined MME/SGSN
	Cisco
	Revised in C4-140277

	C4-140242
	CR
	Clarification on Current-Location-Retrieved and Age-of-Location-Information
	Huawei
	Revised in C4-140276

	C4-140243
	CR
	Addition of SGSN CAMEL Capability to SupportedFeatures
	Huawei
	Agreed

	C4-140244
	CR
	Update the reference of IETF sipcore-keep to RFC 6223
	Huawei
	Agreed

	C4-140245
	CR
	Update the reference of IETF draft sipcore-keep to RFC 6223
	Huawei
	Agreed

	C4-140246
	CR
	Update the reference of IETF sipcore-keep to RFC 6223
	Huawei
	Agreed

	C4-140247
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Agreed

	C4-140248
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Agreed

	C4-140249
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Agreed

	C4-140250
	CR
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	Ericsson 
	Agreed

	C4-140251
	CR
	E-SMLC provided Cell info and Cell Portion
	
	Revised in C4-140278

	C4-140252
	CR
	Call barring services with the SMS in MME option
	
	Agreed

	C4-140253
	P-CR
	Extension to solution D
	Ericsson
	Agreed

	C4-140254
	P-CR
	Variant reusing PCO based P-CSCF restoration
	Alcatel-Lucent
	Agreed

	C4-140255
	LS out
	UE Capability indicating the support of P-CSCF restoration
	Alcatel-Lucent
	Revised in C4-140270

	C4-140256
	LS out
	LS on Voice centric UE registration requirements
	NTT Docomo
	Approved

	C4-140257
	P-CR
	Conclusions
	Ericsson
	Revised in C4-140268

	C4-140258
	P-CR
	Non 3GPP access HSS based solution
	Alcatel-Lucent
	Revised in C4-140279

	C4-140259
	CR
	Error mapping for "Data Missing"
	Ericsson
	Revised in C4-140402

	C4-140260
	CR
	Multiple notifications due to the Update-Eff feature 
	
	Agreed

	C4-140261
	P-CR
	Skeleton of the TR
	Huawei
	Agreed

	C4-140262
	P-CR
	Use Cases for Subscriber Data Sharing
	Huawei
	Revised in C4-140410

	C4-140263
	P-CR
	Existing Mechnisms for Subscriber Data Sharing
	Huawei
	Revised in C4-140280

	C4-140264
	CR
	OAM sub-domain
	NSN, NTT DOCOMO
	Agreed

	C4-140265
	CR
	TEL URI Format for Unavailable User Identity
	Orange
	Postponed

	C4-140266
	P-CR
	Double IMS registration solution
	Alcatel-Lucent
	Agreed

	C4-140267
	P-CR
	Remove FFS items in solution B
	NEC
	Revised in C4-140407

	C4-140268
	P-CR
	Conclusions
	Ericsson
	Agreed

	C4-140269
	P-CR
	Merging of Sol-E and Sol-B
	Huawei
	Revised in C4-140408

	C4-140270
	LS out
	UE Capability indicating the support of P-CSCF restoration
	Alcatel-Lucent
	Approved

	C4-140271
	CR
	Storage of RAN assistant data in MME
	Huawei, NEC, Alcatel-Lucent
	Agreed

	C4-140272
	CR
	Protocol enhancements for the support of device recall and replace procedure
	Huawei, Intel
	Revised in C4-140412

	C4-140273
	LS out
	LS on Protocol enhancements for the support of recall of a message
	Huawei
	Revised in C4-140421

	C4-140274
	CR
	Protocol enhancements for the support of device replace procedure
	Huawei
	Agreed

	C4-140275
	CR
	Suppression of Announcement Indication over Sh
	Huawei
	Agreed

	C4-140276
	CR
	Clarification on Current-Location-Retrieved and Age-of-Location-Information
	Huawei
	Agreed

	C4-140277
	CR
	Mechanism to determine if the UE is served by the MME and SGSN parts of the same combined MME/SGSN
	Cisco
	Revised in C4-140403

	C4-140278
	CR
	E-SMLC provided Cell info and Cell Portion
	
	Agreed

	C4-140279
	P-CR
	Non 3GPP access HSS based solution
	Alcatel-Lucent
	Agreed

	C4-140280
	P-CR
	Existing Mechnisms for Subscriber Data Sharing
	Huawei
	Agreed

	C4-140281
	CR
	Restart Counter increase after path failure recovery
	one2many
	Postponed

	C4-140282
	P-CR
	TCP interworking in the MGW (4.4.4)
	Alcatel-Lucent
	Agreed

	C4-140283
	P-CR
	TLS client/server role assignment for BFCP
	Alcatel-Lucent
	Postponed

	C4-140284
	P-CR
	Start of TCP connection establishment
	Alcatel-Lucent
	Agreed

	C4-140285
	P-CR
	L3/L4 NAT traversal support
	Alcatel-Lucent
	Agreed

	C4-140286
	LS out
	LS out
	Alcatel-Lucent
	Revised in C4-140349

	C4-140287
	CR
	Clarification on CVO handling
	Ericsson
	Agreed

	C4-140288
	CR
	Clarification on SIS handling
	Ericsson
	Agreed

	C4-140289
	CR
	CSG Membership Indication values
	NSN
	Revised in C4-140386

	C4-140290
	CR
	CSG Membership Indication values
	NSN
	Revised in C4-140387

	C4-140291
	CR
	RFSP Index encoding during inter SGSN mobility procedure
	Ericsson
	Agreed

	C4-140292
	CR
	RFSP Index encoding during inter SGSN mobility procedure
	Ericsson
	Agreed

	C4-140293
	CR
	RFSP Index encoding during inter SGSN mobility procedure
	Ericsson
	Agreed

	C4-140294
	CR
	F-TEID Interface Type 8
	NSN
	Agreed

	C4-140295
	CR
	S12, S4-U, S1-U F-TEID values
	NSN
	Revised in C4-140377

	C4-140296
	P-CR
	Pseudo-CR on Handling of optional parameters within load/overload control info
	NSN
	Revised in C4-140372

	C4-140297
	CR
	STa Authentication for Trusted WLAN access
	ZTE, Ericsson, NSN, Alcatel-Lucent
	Revised in C4-140308

	C4-140298
	P-CR
	Overload control on S2a/S2b
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Agreed

	C4-140299
	WID
	Web Real Time Communication (WebRTC) Access to IMS
	China Mobile
	Revised in C4-140338

	C4-140300
	LS out
	LS on Overload Control for WLAN accesses
	Alcatel-Lucent
	Revised in C4-140373

	C4-140301
	P-CR
	Evaluation of overload control enforcement
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Agreed

	C4-140302
	P-CR
	Inclusion of (over)load information
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Revised in C4-140374

	C4-140303
	CR
	Trusted WLAN mode indication
	Huawei, ZTE
	Revised in C4-140392

	C4-140304
	CR
	Clarification on usage of APCO on the S2a PMIP interface
	ZTE
	Agreed

	C4-140305
	LS out
	UE Capability indicating the support of P-CSCF restoration
	Alcatel-Lucent
	Revised in C4-140255

	C4-140306
	P-CR
	Variant reusing PCO based P-CSCF restoration
	Alcatel-Lucent
	Revised in C4-140254

	C4-140307
	CR
	Trusted WLAN mode indication
	Huawei
	Revised in C4-140393

	C4-140308
	CR
	STa Authentication for Trusted WLAN access
	ZTE, Ericsson, NSN, Alcatel-Lucent
	Postponed

	C4-140309
	CR
	eNB Restart Indication
	one2many, T-Mobile, Alcatel-Lucent
	Revised in C4-140371

	C4-140310
	CR
	New AVP for the support of combined MME/SGSN
	Cisco
	Agreed

	C4-140311
	P-CR
	Media awareness at MGW for FoIP media security
	Alcatel-Lucent
	Agreed

	C4-140312
	P-CR
	Annex C "MSRP Interworking Function": terminology updates
	Alcatel-Lucent
	Agreed

	C4-140313
	P-CR
	P-CR on Iq Requirements for End-to-end security for TCP-based media using TLS
	NSN
	Agreed

	C4-140314
	P-CR
	Maximum number of Load/Overload control IE instances
	Cisco
	Revised in C4-140375

	C4-140315
	P-CR
	Various aspects of APN level load control
	Cisco, Verizon
	Agreed

	C4-140316
	P-CR
	Interaction between load control and information received from DNS
	Cisco, Huawei, Verizon
	Revised in C4-140376

	C4-140317
	P-CR
	Interaction between Overload control and APN back-off timer mechanism
	Cisco
	Revised in C4-140405

	C4-140318
	CR
	TWAN location retrieval in Update Bearer Request
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Agreed

	C4-140319
	CR
	TWAN-ID reporting extensions for NPLI for TWAN access
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Agreed

	C4-140320
	CR
	TWAN-ID contents extensions for NPLI for TWAN access
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Agreed

	C4-140321
	CR
	TWAN Operator Name
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	Agreed

	C4-140322
	CR
	SGW behaviour upon GTP Error indication
	Huawei
	Revised in C4-140352

	C4-140323
	CR
	SGW behaviour upon GTP Error indication
	Huawei
	Revised in C4-140353

	C4-140324
	CR
	Extension of ANI to convey other types of location information
	Huawei, China Telecom, Cisco, Alcatel-Lucent
	Agreed

	C4-140325
	CR
	Providing the NAI in MAG Initiated PDN Connection Deletion procedure
	China Telecom, Huawei, Cisco, Alcatel-Lucent
	Agreed

	C4-140326
	CR
	Retrieval of Network Provided Location Information via HSS
	Ericsson, Alcatel-Lucent
	Agreed

	C4-140327
	CR
	Access Network Identifier clarification
	NSN
	Agreed

	C4-140328
	CR
	Triggered messages
	NSN
	Revised in C4-140378

	C4-140329
	CR
	F-Container editorial error
	NSN
	Revised in C4-140419

	C4-140330
	CR
	Dummy IMSI in Resume Notification
	Ericsson 
	Agreed

	C4-140331
	CR
	Sender F-TEID in Delete Session Request message
	Ericsson 
	Revised in C4-140379

	C4-140332
	CR
	PLMN ID communicated to the HPLMN in network sharing
	Alcatel-Lucent, TeliaSonera
	Agreed

	C4-140333
	CR
	PLMN ID communicated to the HPLMN in network sharing
	Alcatel-Lucent, TeliaSonera
	Revised in C4-140380

	C4-140334
	LS out
	Reply LS on Charging aspects for Network Sharing (MOCN GWCN)
	Alcatel-Lucent
	Revised in C4-140381

	C4-140335
	WID
	Revised WID on IMS-based Telepresence (Stage 3)
	Huawei
	Revised in C4-140366

	C4-140336
	CR
	Bearer context in Update Bearer Response when DTF is set
	Cisco, Huawei
	Revised in C4-140384

	C4-140337
	CR
	Bearer context in Update Bearer Response when DTF is set
	Cisco
	Revised in C4-140385

	C4-140338
	WID
	Web Real Time Communication (WebRTC) Access to IMS
	China Mobile
	Revised in C4-140340

	C4-140339
	CR
	Handling of "GTP Resources Unavailable" cause in S4-SGSN
	Cisco
	Revised in C4-140382

	C4-140340
	WID
	Web Real Time Communication (WebRTC) Access to IMS
	China Mobile
	Endorsed

	C4-140341
	P-CR
	Issues with partial support of the feature in the network
	Cisco
	Agreed

	C4-140342
	P-CR
	Discovery of the support of the feature
	Cisco, VerizonKaikki kolme
	Agreed

	C4-140343
	INFO
	Progress of the GTP-C Overload Control Mechanism workitem
	Cisco
	Revised in C4-140406

	C4-140344
	3GPP TS
	TR 29.807 v0.4.0
	Cisco
	Agreed

	C4-140345
	P-CR
	P-CR on Ix requirements for e2e security
	NSN
	Agreed

	C4-140346
	P-CR
	P-CR on Mp requirements for e2e security
	NSN
	Revised in C4-140389

	C4-140347
	P-CR
	3GPP ITU-T H.248 requirements gap analysis
	Alcatel-Lucent
	Agreed

	C4-140348
	3GPP TR
	TR 29.828 v1.1.0
	Alcatel-Lucent
	Agreed

	C4-140349
	LS out
	LS out
	Alcatel-Lucent
	Revised in C4-140390

	C4-140350
	CR
	Correct the PCRF procedure during the SGW restoration
	Huawei
	Agreed

	C4-140351
	CR
	Correct the PCRF procedure during the SGW restoration
	Huawei
	Agreed

	C4-140352
	CR
	SGW behaviour upon GTP Error indication
	Huawei
	Agreed

	C4-140353
	CR
	SGW behaviour upon GTP Error indication
	Huawei
	Agreed

	C4-140354
	CR
	PGW ID in the PGW Downlink Triggering Notification
	Huawei
	Postponed

	C4-140355
	CR
	PGW ID in the PGW Downlink Triggering Notification
	Huawei
	Postponed

	C4-140356
	CR
	Add Trusted WLAN Mode Indication IE
	Huawei
	Revised in C4-140416

	C4-140357
	CR
	Temporarily rejected due to mobility procedure in progress
	Huawei, NEC
	Agreed

	C4-140358
	CR
	Temporarily rejected due to mobility procedure in progress
	Huawei, NEC
	Agreed

	C4-140359
	WID
	IMS Signalling Activated Trace
	Vodafone
	Revised in C4-140397

	C4-140360
	LS out
	LS on HRPD to LTE Optimized HO
	NEC
	Revised in C4-140388

	C4-140361
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Agreed

	C4-140362
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Agreed

	C4-140363
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Agreed

	C4-140364
	CR
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Agreed

	C4-140365
	CR
	Update the reference of Update Notifications for Proxy Mobile IPv6 to RFC 7077
	Huawei
	Agreed

	C4-140366
	WID
	Revised WID on IMS-based Telepresence (Stage 3)
	Huawei
	Endorsed

	C4-140367
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco, Ericsson
	Agreed

	C4-140368
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco, Ericsson
	Agreed

	C4-140369
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco, Ericsson
	Agreed

	C4-140370
	CR
	Update the ULI Timestamp IE format
	Huawei, Cisco
	Agreed

	C4-140371
	CR
	eNB Restart Indication
	one2many, T-Mobile, Alcatel-Lucent, Huawei
	Revised in C4-140417

	C4-140372
	P-CR
	Pseudo-CR on Handling of optional parameters within load/overload control info
	NSN, Cisco, Verizon
	Revised in C4-140401

	C4-140373
	LS out
	LS on Overload Control for WLAN accesses
	Alcatel-Lucent
	Approved

	C4-140374
	P-CR
	Inclusion of (over)load information
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Veri
	Agreed

	C4-140375
	P-CR
	Maximum number of Load/Overload control IE instances
	Cisco
	Agreed

	C4-140376
	P-CR
	Interaction between load control and information received from DNS
	Cisco, Huawei
	Agreed

	C4-140377
	CR
	S12, S4-U, S1-U F-TEID values
	NSN
	Agreed

	C4-140378
	CR
	Triggered messages
	NSN
	Agreed

	C4-140379
	CR
	Sender F-TEID in Delete Session Request message
	Ericsson 
	Agreed

	C4-140380
	CR
	PLMN ID communicated to the HPLMN in network sharing
	Alcatel-Lucent, TeliaSonera
	Agreed

	C4-140381
	LS out
	Reply LS on Charging aspects for Network Sharing (MOCN GWCN)
	Alcatel-Lucent
	Approved

	C4-140382
	CR
	Handling of "GTP Resources Unavailable" cause in S4-SGSN
	Cisco
	Agreed

	C4-140383
	CR
	Multiple notifications due to the Update-Eff feature
	Alcatel-Lucent
	Withdrawn

	C4-140384
	CR
	Bearer context in Update Bearer Response when DTF is set
	Cisco, Huawei
	Agreed

	C4-140385
	CR
	Bearer context in Update Bearer Response when DTF is set
	Cisco
	Agreed

	C4-140386
	CR
	CSG Membership Indication values
	NSN
	Agreed

	C4-140387
	CR
	CSG Membership Indication values
	NSN
	Agreed

	C4-140388
	LS out
	LS on HRPD to LTE Optimized HO
	NEC
	Approved

	C4-140389
	P-CR
	P-CR on Mp requirements for e2e security
	NSN
	Agreed

	C4-140390
	LS out
	LS on Changing the TCP setup direction for NAT traversal
	Alcatel-Lucent
	Approved

	C4-140391
	WID
	CT aspects of Core Network Overload User Location Information reporting improvements
	Alcatel-Lucent
	Revised in C4-140396

	C4-140392
	CR
	Trusted WLAN mode indication
	Huawei, ZTE
	Revised in C4-140414

	C4-140393
	CR
	Trusted WLAN mode indication
	Huawei
	Revised in C4-140395

	C4-140394
	WID
	New WID on CT aspects of Proximity-based Services (ProSe)
	Qualcomm Incorporated
	Endorsed

	C4-140395
	CR
	Trusted WLAN mode indication
	Huawei
	Revised in C4-140415

	C4-140396
	WID
	CT aspects of Core Network Overload User Location Information reporting improvements
	Alcatel-Lucent
	Agreed

	C4-140397
	WID
	IMS Signalling Activated Trace
	Vodafone
	Endorsed

	C4-140398
	P-CR
	Review of the IETF Diameter overload solution
	Alcatel-Lucent
	Agreed

	C4-140399
	Discussion
	Diameter ocerload solution open points
	Alcatel-Lucent
	Noted

	C4-140400
	3GPP TR
	TR 29.809 v0.5.0
	Orange
	Agreed

	C4-140401
	P-CR
	Pseudo-CR on Handling of optional parameters within load/overload control info
	NSN, Cisco, Verizon
	Agreed

	C4-140402
	CR
	Error mapping for "Data Missing"
	Ericsson
	Agreed

	C4-140403
	CR
	Mechanism to determine if the UE is served by the MME and SGSN parts of the same combined MME/SGSN
	Cisco
	Agreed

	C4-140404
	WID
	New WID for Support of ALT-C attribute
	Orange
	Agreed

	C4-140405
	P-CR
	Interaction between Overload control and APN back-off timer mechanism
	Cisco
	Agreed

	C4-140406
	INFO
	Progress of the GTP-C Overload Control Mechanism workitem
	Cisco
	Noted

	C4-140407
	P-CR
	Remove FFS items in solution B
	NEC
	Agreed

	C4-140408
	P-CR
	Merging of Sol-E and Sol-B
	Huawei
	Agreed

	C4-140409
	3GPP TR
	TR 29.806 v1.1.0
	Ericsson
	Agreed

	C4-140410
	P-CR
	Use Cases for Subscriber Data Sharing
	Huawei
	Agreed

	C4-140411
	3GPP TR
	29.854 v0.1.0
	Huawei
	Agreed

	C4-140412
	P-CR
	Protocol enhancements for the support of device recall and replace procedure
	Huawei, Intel
	Agreed

	C4-140413
	CR
	Storage of RAN assistant data in MME
	Huawei, NEC, Alcatel-Lucent
	Withdrawn

	C4-140414
	CR
	Trusted WLAN mode indication
	Huawei, ZTE
	Agreed

	C4-140415
	CR
	Trusted WLAN mode indication
	Huawei
	Agreed

	C4-140416
	CR
	Add Trusted WLAN Mode Indication IE
	Huawei
	Agreed

	C4-140417
	CR
	eNB Restart Indication
	one2many, T-Mobile, Alcatel-Lucent, Huawei
	Agreed

	C4-140418
	CR
	PWS Restart Indication parameters
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, one2many, Huawei
	Agreed

	C4-140419
	CR
	F-Container definition correction
	NSN
	Agreed

	C4-140420
	LS out
	IETF Diameter overload solution
	Orange
	Approved

	C4-140421
	LS out
	LS on Protocol enhancements for the support of recall of a message
	Huawei
	Approved

	C4-140422
	Discussion
	CT4 Aspects of the Workplan
	CT4 Chairman
	Noted

	C4-140423
	Information
	Output documents
	CT4 Chairman
	Noted
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	CR
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	15
	C4-140247
	TEI8
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	29.109
	0093
	1
	F
	Rel-8
	8.19
	

	15
	C4-140248
	TEI8
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	29.109
	0094
	1
	A
	Rel-9
	8.19
	

	15
	C4-140249
	TEI8
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	29.109
	0095
	1
	A
	Rel-10
	8.19
	

	15
	C4-140250
	TEI8
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	29.109
	0096
	1
	A
	Rel-11
	8.19
	

	16
	C4-140194
	TEI8
	Updating IMEI URN draft reference
	23.003
	0375
	
	F
	Rel-8
	8.18
	

	16
	C4-140195
	TEI8
	Updating IMEI URN draft reference
	23.003
	0376
	
	A
	Rel-9
	8.18
	

	16
	C4-140196
	TEI8
	Updating IMEI URN draft reference
	23.003
	0377
	
	A
	Rel-10
	8.18
	

	16
	C4-140197
	TEI8
	Updating IMEI URN draft reference
	23.003
	0378
	
	A
	Rel-11
	8.18
	

	16
	C4-140198
	TEI8
	Updating IMEI URN draft reference
	23.003
	0379
	
	A
	Rel-12
	8.18
	

	17
	C4-140244
	eIMS_RP
	Update the reference of IETF sipcore-keep to RFC 6223
	23.380
	0049
	1
	F
	Rel-9
	8.18
	

	17
	C4-140245
	eIMS_RP
	Update the reference of IETF draft sipcore-keep to RFC 6223
	23.380
	0050
	1
	A
	Rel-10
	8.18
	

	17
	C4-140246
	eIMS_RP
	Update the reference of IETF sipcore-keep to RFC 6223
	23.380
	0051
	1
	A
	Rel-11
	8.18
	

	18
	C4-140291
	TEI10
	RFSP Index encoding during inter SGSN mobility procedure
	29.060
	0976
	1
	F
	Rel-10
	8.16
	

	18
	C4-140292
	TEI10
	RFSP Index encoding during inter SGSN mobility procedure
	29.060
	0977
	1
	A
	Rel-11
	8.16
	

	18
	C4-140293
	TEI10
	RFSP Index encoding during inter SGSN mobility procedure
	29.060
	0978
	1
	A
	Rel-12
	8.16
	

	19
	C4-140350
	eNR_EPC
	Correct the PCRF procedure during the SGW restoration
	23.007
	0276
	1
	F
	Rel-11
	7.3
	

	19
	C4-140351
	eNR_EPC
	Correct the PCRF procedure during the SGW restoration
	23.007
	0277
	1
	A
	Rel-12
	7.3
	

	19
	C4-140352
	eNR_EPC
	SGW behaviour upon GTP Error indication
	23.007
	0262
	7
	F
	Rel-11
	7.3
	

	19
	C4-140353
	eNR_EPC
	SGW behaviour upon GTP Error indication
	23.007
	0263
	6
	A
	Rel-12
	7.3
	

	20
	C4-140361
	TEI11
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	23.007
	0272
	1
	F
	Rel-11
	7.29.1
	

	20
	C4-140362
	TEI11
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	23.007
	0273
	1
	A
	Rel-12
	7.29.1
	

	20
	C4-140363
	TEI11
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	29.275
	0288
	1
	F
	Rel-11
	7.29.1
	

	20
	C4-140364
	TEI11
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	29.275
	0289
	1
	A
	Rel-12
	7.29.1
	

	20
	C4-140365
	TEI11
	Update the reference of Update Notifications for Proxy Mobile IPv6 to RFC 7077
	23.380
	0048
	1
	F
	Rel-11
	7.29.1
	

	20
	C4-140402
	TEI11
	Error mapping for "Data Missing"
	29.010
	0136
	2
	F
	Rel-11
	7.29.2
	

	21
	C4-140357
	TEI11
	Temporarily rejected due to mobility procedure in progress
	29.274
	1432
	1
	F
	Rel-11
	7.22
	

	21
	C4-140358
	TEI11
	Temporarily rejected due to mobility procedure in progress
	29.274
	1433
	1
	A
	Rel-12
	7.22
	

	22
	C4-140367
	NWK-PL2IMS-CT
	Update the ULI Timestamp IE format
	29.274
	1430
	1
	F
	Rel-11
	7.20
	

	22
	C4-140368
	NWK-PL2IMS-CT
	Update the ULI Timestamp IE format
	29.274
	1431
	1
	A
	Rel-12
	7.20
	

	22
	C4-140369
	NWK-PL2IMS-CT
	Update the ULI Timestamp IE format
	29.060
	0981
	1
	F
	Rel-11
	7.20
	

	22
	C4-140370
	NWK-PL2IMS-CT
	Update the ULI Timestamp IE format
	29.060
	0982
	1
	A
	Rel-12
	7.20
	

	22
	C4-140384
	NWK-PL2IMS-CT
	Bearer context in Update Bearer Response when DTF is set
	29.274
	1434
	2
	F
	Rel-11
	7.20
	

	22
	C4-140385
	NWK-PL2IMS-CT
	Bearer context in Update Bearer Response when DTF is set
	29.274
	1435
	2
	A
	Rel-12
	7.20
	

	23
	C4-140221
	SaMOG_WLAN- CN
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	29.275
	0294
	1
	F
	Rel-11
	7.15
	

	23
	C4-140222
	SaMOG_WLAN- CN
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	29.275
	0295
	1
	A
	Rel-12
	7.15
	

	23
	C4-140224
	SaMOG_WLAN-CN
	Replacement of IETF WLAN AVPs
	29.273
	0365
	1
	F
	Rel-11
	7.15
	

	23
	C4-140225
	SaMOG_WLAN-CN
	Replacement of IETF WLAN AVPs
	29.273
	0366
	1
	A
	Rel-12
	7.15
	

	23
	C4-140226
	SaMOG_WLAN-CN
	Definition of WLAN-related AVPs
	29.230
	0382
	1
	F
	Rel-11
	7.15
	29.273-365

	23
	C4-140227
	SaMOG_WLAN-CN
	Definition of WLAN-related AVPs
	29.230
	0383
	1
	A
	Rel-12
	7.15
	29.273-366

	24
	C4-140252
	SIMTC-PS_Only
	Call barring services with the SMS in MME option
	23.088
	0007
	1
	F
	Rel-11
	7.13.3
	

	25
	C4-140166
	CVO-CT
	Alignment of IE name for CVO
	23.334
	0040
	
	F
	Rel-12
	6.9
	

	25
	C4-140287
	CVO-CT
	Clarification on CVO handling
	29.238
	0050
	1
	F
	Rel-12
	6.9
	

	26
	C4-140417
	REP_WMD
	eNB Restart Indication
	29.168
	0042
	7
	B
	Rel-12
	6.6
	23.041-0135

	26
	C4-140418
	REP_WMD
	PWS Restart Indication parameters
	23.007
	0275
	1
	B
	Rel-12
	6.6
	23.041-0135

	27
	C4-140103
	TEI12
	Notification of UE SRVCC Capability Update
	29.328
	0483
	
	F
	Rel-12
	6.16.9
	

	27
	C4-140234
	TEI12
	Clarification on Current Location Retrieved
	29.328
	0484
	1
	F
	Rel-12
	6.16.9
	

	27
	C4-140235
	TEI12
	Clarification to Notif-Eff
	29.328
	0485
	1
	F
	Rel-12
	6.16.9
	

	27
	C4-140260
	TEI12
	Multiple notifications due to the Update-Eff feature 
	29.329
	0214
	1
	F
	Rel-12
	6.16.9
	

	27
	C4-140275
	TEI12
	Suppression of Announcement Indication over Sh
	29.328
	0486
	2
	B
	Rel-12
	6.16.9
	

	28
	C4-140264
	TEI12
	OAM sub-domain
	23.003
	0371
	2
	F
	Rel-12
	6.16.6
	

	29
	C4-140097
	TEI12
	MS Info Change Notification
	29.060
	0980
	
	F
	Rel-12
	6.16.5
	

	29
	C4-140202
	TEI12
	Implementation error of "Apply Serving Network on S2a for eHRPD access" C4-131878.
	29.275
	0297
	
	F
	Rel-12
	6.16.5
	

	29
	C4-140294
	TEI12
	F-TEID Interface Type 8
	29.274
	1409
	1
	F
	Rel-12
	6.16.5
	

	29
	C4-140330
	TEI12
	Dummy IMSI in Resume Notification
	29.274
	1418
	1
	F
	Rel-12
	6.16.5
	

	29
	C4-140332
	TEI12
	PLMN ID communicated to the HPLMN in network sharing
	29.274
	1423
	1
	F
	Rel-12
	6.16.5
	

	29
	C4-140377
	TEI12
	S12, S4-U, S1-U F-TEID values
	29.274
	1410
	2
	F
	Rel-12
	6.16.5
	

	29
	C4-140378
	TEI12
	Triggered messages
	29.274
	1411
	2
	F
	Rel-12
	6.16.5
	

	29
	C4-140379
	TEI12
	Sender F-TEID in Delete Session Request message
	29.274
	1419
	2
	F
	Rel-12
	6.16.5
	

	29
	C4-140380
	TEI12
	PLMN ID communicated to the HPLMN in network sharing
	29.060
	0979
	2
	F
	Rel-12
	6.16.5
	

	29
	C4-140382
	TEI12
	Handling of "GTP Resources Unavailable" cause in S4-SGSN
	23.007
	0282
	2
	F
	Rel-12
	6.16.5
	

	29
	C4-140386
	TEI12
	CSG Membership Indication values
	29.060
	0975
	2
	F
	Rel-12
	8.16
	

	29
	C4-140387
	TEI12
	CSG Membership Indication values
	29.274
	
	1
	F
	Rel-12
	8.16
	

	29
	C4-140419
	TEI12
	F-Container definition correction
	29.274
	1413
	2
	F
	Rel-12
	6.16.5
	

	30
	C4-140318
	NETLOC_TWAN-CT
	TWAN location retrieval in Update Bearer Request
	29.274
	1436
	
	B
	Rel-12
	6.16.3
	23.402-1223

	30
	C4-140319
	NETLOC_TWAN-CT
	TWAN-ID reporting extensions for NPLI for TWAN access
	29.274
	1421
	1
	B
	Rel-12
	6.16.3
	

	30
	C4-140320
	NETLOC_TWAN-CT
	TWAN-ID contents extensions for NPLI for TWAN access
	29.274
	1422
	1
	B
	Rel-12
	6.16.3
	23.003-0372

	30
	C4-140321
	NETLOC_TWAN-CT
	TWAN Operator Name
	23.003
	0372
	1
	B
	Rel-12
	6.16.3
	29.274-1422

	30
	C4-140324
	NETLOC_TWAN-CT
	Extension of ANI to convey other types of location information
	29.275
	0291
	1
	B
	Rel-12
	6.16.3
	23.003-0372

	30
	C4-140325
	NETLOC_TWAN-CT
	Providing the NAI in MAG Initiated PDN Connection Deletion procedure
	29.275
	0292
	1
	B
	Rel-12
	6.16.3
	

	30
	C4-140326
	NETLOC_TWAN-CT
	Retrieval of Network Provided Location Information via HSS
	29.273
	0364
	1
	B
	Rel-12
	6.16.3
	

	30
	C4-140327
	NETLOC_TWAN-CT
	Access Network Identifier clarification
	29.275
	0296
	1
	F
	Rel-12
	6.16.3
	

	31
	C4-140304
	eSaMOG_St3
	Clarification on usage of APCO on the S2a PMIP interface
	29.275
	0290
	1
	B
	Rel-12
	6.16.2
	

	31
	C4-140414
	eSaMOG_St3
	Trusted WLAN mode indication
	29.274
	1429
	3
	B
	Rel-12
	6.16.2
	

	31
	C4-140415
	eSaMOG_St3
	Trusted WLAN mode indication
	29.275
	0293
	4
	B
	Rel-12
	6.16.2
	

	31
	C4-140416
	eSaMOG_St3
	Add Trusted WLAN Mode Indication IE
	29.282
	0028
	1
	F
	Rel-12
	6.16.2
	29.275-0293

	32
	C4-140278
	TEI12
	E-SMLC provided Cell info and Cell Portion
	29.172
	0025
	2
	F
	Rel-12
	6.16.13
	

	33
	C4-140116
	TEI12
	Incorrect Diameter commands
	29.273
	0361
	
	F
	Rel-12
	6.16.12
	

	33
	C4-140170
	TEI12
	RAT Type correction
	29.273
	0367
	
	F
	Rel-12
	6.16.12
	

	33
	C4-140223
	TEI12
	Condition for sending APN Information
	29.273
	0363
	1
	F
	Rel-12
	7.15
	

	34
	C4-140243
	TEI12
	Addition of SGSN CAMEL Capability to SupportedFeatures
	29.002
	1174
	1
	F
	Rel-12
	6.16.11
	

	35
	C4-140156
	TEI12
	Call-Barring-Info AVP
	29.272
	0537
	
	F
	Rel-12
	6.16.10
	

	35
	C4-140199
	TEI12
	Missing SGs-MME-Identity AVP in the ULR
	29.272
	0538
	
	F
	Rel-12
	6.16.10
	

	35
	C4-140276
	TEI12
	Clarification on Current-Location-Retrieved and Age-of-Location-Information
	29.272
	0534
	2
	F
	Rel-12
	6.16.10
	

	35
	C4-140310
	TEI12
	New AVP for the support of combined MME/SGSN
	29.230
	0384
	
	F
	Rel-12
	6.16.10
	

	35
	C4-140403
	TEI12
	Mechanism to determine if the UE is served by the MME and SGSN parts of the same combined MME/SGSN
	29.272
	0536
	3
	F
	Rel-12
	6.16.10
	

	36
	C4-140271
	MTCe-SDDTE-CT
	Storage of RAN assistant data in MME
	23.008
	0407
	2
	B
	Rel-12
	6.16.1
	

	36
	C4-140274
	MTCe-SDDTE-CT
	Protocol enhancements for the support of device replace procedure
	29.230
	0381
	2
	B
	Rel-12
	6.16.1
	29.337-0008, 29.368-0010.

	37
	C4-140288
	SIS_CT
	Clarification on SIS handling
	29.238
	0051
	1
	F
	Rel-12
	6.10
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	Decision

	C4-140009
	Reply LS on MO scenarios for the new P-CSCF restoration mechanism
	TSG CT WG1
	C1-134887
	
	Noted

	C4-140010
	ALT-C for indication of IPv4 and IPv6 addresses in SDP
	TSG CT WG1
	C1-135138
	
	Noted

	C4-140011
	LS on Registration of new TS 29.212 AVP codes in TS 29.230
	TSG CT WG3
	C3-131789
	
	Noted

	C4-140012
	Reply LS on support for user location age or timestamp
	TSG CT WG3
	C3-131852
	
	Noted

	C4-140013
	New version of ES 283 035
	ETS NTECH
	NTECH(13)04_014
	
	Noted

	C4-140014
	Reply LS to 3GPP CT4 on FQDNs to support Multi vendor Plug and Play (MvPnP) feature
	GSMA IREG Packet #69
	Packet Doc 69_001
	
	Noted

	C4-140015
	Reply LS on SMS Barring
	TSG SA WG1
	S1-135341
	
	Noted

	C4-140016
	LS on Charging aspects for Network Sharing (MOCN GWCN)
	TSG SA WG2
	S2-134589
	
	Noted

	C4-140017
	LS on End-to-end fixed-mobile interworking
	TSG SA WG4
	S4-131304
	
	Noted

	C4-140018
	Reply LS to CT on Removal of OAM8-Trace from Rel-11
	TSG SA WG5
	S5-132224
	
	Noted
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	Tdoc
	Title
	LS To
	LS Cc
	Attachment

	C4-140256
	LS on Voice centric UE registration requirements
	CT1
	
	

	C4-140373
	LS on Overload Control for WLAN accesses
	SA2
	CT1
	3GPP TR 29.807 v0.4.0

	C4-140381
	Reply LS on Charging aspects for Network Sharing (MOCN GWCN)
	SA5, SA2
	
	C4-140332, C4-140380, C4-132262, C4-132263

	C4-140388
	LS on HRPD to LTE Optimized HO
	SA2
	
	

	C4-140390
	LS on Changing the TCP setup direction for NAT traversal
	CT1
	
	3GPP TR 29.828 v1.1.0

	C4-140420
	IETF Diameter overload solution
	IETF
	
	C4-140400

	C4-140421
	LS on Protocol enhancements for the support of recall of a message
	SA2
	CT3
	C4-140412
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	C4-140209
	CT aspects of Small Data and Device Triggering Enhancements
	Huawei, HiSilicon

	C4-140212
	ICE impacts on IMS H.248 profiles
	NSN

	C4-140404
	Support of ALT-C attribute
	Orange
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	Tdoc
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	C4-140396
	CT aspects of Core Network Overload User Location Information reporting improvements
	Alcatel-Lucent

	C4-140394
	New WID on CT aspects of Proximity-based Services (ProSe)
	Qualcomm Incorporated

	C4-140340
	Support of Web RTC
	China Mobile, Huawei

	C4-140366
	Revised WID on IMS-based Telepresence (Stage 3)
	Huawei

	C4-140397
	Subscriber Trace
	Vodafone
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	C4-140400
	3GPP TR 29.809: v 1.0.0 Study on Diameter overload control mechanisms

	Orange

	C4-140344
	3GPP TR 29.807: v 1.0.0 Study on GTP-C overload control mechanisms
	Cisco
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