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* * * First Change * * * *

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version15 (15)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,

……
……
SupportedFeatures::= BIT STRING {


odb-all-apn (0),

odb-HPLMN-APN (1),


odb-VPLMN-APN (2),


odb-all-og (3),


odb-all-international-og (4),


odb-all-int-og-not-to-HPLMN-country (5),


odb-all-interzonal-og (6),


odb-all-interzonal-og-not-to-HPLMN-country (7),


odb-all-interzonal-og-and-internat-og-not-to-HPLMN-country (8),


regSub (9),


trace (10),


lcs-all-PrivExcep (11),


lcs-universal (12),


lcs-CallSessionRelated (13),


lcs-CallSessionUnrelated (14),


lcs-PLMN-operator (15),


lcs-ServiceType (16),


lcs-all-MOLR-SS (17),


lcs-basicSelfLocation (18),


lcs-autonomousSelfLocation (19),


lcs-transferToThirdParty (20),


sm-mo-pp (21),


barring-OutgoingCalls (22),


baoc (23),


boic (24),


boicExHC (25),


localTimeZoneRetrieval (26),


additionalMsisdn (27),


smsInMME (28),


smsInSGSN (29),


ue-Reachability-Notification (30),


state-Location-Information-Retrieval (31),

partialPurge (32),


gddInSGSN (33),


sgsnCAMELCapability (xx)} (SIZE (26..40))

--
the definition and usage of the above features see the 3GPP TS 29.272 [144].

……
……
* * * End of Change * * * *

