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Abstract of document:

This document specifies the procedures of the Wireless LAN control plane protocol (WLCP) for trusted WLAN access to EPC which is used between User Equipment (UE) and Trusted WLAN Access Gateway (TWAG) for multi-connection mode as specified in 3GPP TS 23.402. 
Generally, WLCP procedures can be performed only if the UE has been authenticated and has successfully negotiated the multi-connection mode for the trusted WLAN access, according to 3GPP TS 24.302.
The WLCP comprises procedures for:

-
Establishment of PDN connections including initial request and handover from a 3GPP access;

-
Requesting the release of a PDN connection by the UE or notifying the UE of the release of a PDN connection; 

-
Transport of parameters related to PDN connections, such as APN, PDN type, PCO, handover indication, user plane MAC address of the TWAG etc.; and

-
IP address allocation.

This document also defines the message format, information elements coding, error handling and system parameters applied by the WLCP protocol.
Changes since last presentation to:

This is the first time of presentation of 3GPP TS 24.244 to CT plenary.
Outstanding Issues:

The followings are the issues to be completed before CT#64 in June 2014.
· The transport layer for WLCP messages
· Handling of unknown, unforeseen, and erroneous protocol data for WLCP
· Handling of APN based congestion control.
· Security
Contentious Issues:

None
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

