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	Reason for change:
	If the UE is attached for emergency bearer services or has a PDN connection for emergency bearer services, the UE shall not activate PSM. The network should set the mobile reachable timer and implicit detach timer accordingly to avoid loss of MT service. However the network behaviour is missing or inaccurate in two cases.

Case 1: How to set mobile reachable timer is missing when the UE is not attached for emergency bearer services and the network has included the T3324 value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message and the UE has a PDN connection for emergency bearer service. This case could happen in the following scenario:

a)  The UE sends the attach request message to the network and includes T3324 value IE to request for use of PSM；

b)  The network accepts use of PSM and sends the attach accept message to the UE including the T3324 value IE;

c)  After receiving the T3324value IE, the UE may request to establish the PDN connection for emergency bearer service and then the UE hasPDN connections for emergency service and non-emergency service.

Considering the UE will not activate PSM in this case, the network should set the mobile reachable timer to the same value as in the case that the PSM is not activated.

Case 2: the set of implicit detach timer is not accurate when the network includes the T3324 value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message. Special set of implicit detach timer is only required when the UE is not attached for emergency bearer services and has no PDN connection for emergency bearer services.



	
	

	Summary of change:
	1. If the UE is not attached for emergency bearer services and the network has included the T3324 value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message and the UE has a PDN connection for emergency bearer service, the mobile reachable timer shall be longer than timer T3312.
2. Special set of implicit detach timer is only required when the MS is not attached for emergency bearer services and has no PDN connection for emergency bearer services.



	
	

	Consequences if not approved:
	Missing or inaccurate set of mobile reachable timer and implicit detach timer.
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5.3.5
Handling of the periodic tracking area update timer and mobile reachable timer (S1 mode only)

Periodic tracking area updating is used to periodically notify the availability of the UE to the network. The procedure is controlled in the UE by timer T3412. The value of timer T3412 is sent by the network to the UE in the ATTACH ACCEPT message and can be sent in the TRACKING AREA UPDATE ACCEPT message. The UE shall apply this value in all tracking areas of the list of tracking areas assigned to the UE, until a new value is received.
If timer T3412 received by the UE in an ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT contains an indication that the timer is deactivated or the timer value is zero, then timer T3412 is deactivated and the UE shall not perform periodic tracking area updating procedure.
Timer T3412 is reset and started with its initial value, when the UE goes from EMM-CONNECTED to EMM-IDLE mode. Timer T3412 is stopped when the UE enters EMM-CONNECTED mode or EMM-DEREGISTERED state.

If the UE is attached for emergency bearer services, and timer T3412 expires, the UE shall not initiate a periodic tracking area updating procedure, but shall locally detach from the network.
When a UE is not attached for emergency bearer services, and timer T3412 expires, the periodic tracking area updating procedure shall be started and the timer shall be set to its initial value for the next start.

If the UE is not attached for emergency bearer services, and is in a state other than EMM-REGISTERED.NORMAL-SERVICE when timer T3412 expires, the periodic tracking area updating procedure is delayed until the UE returns to EMM-REGISTERED.NORMAL-SERVICE.

If ISR is activated, the UE shall keep both timer T3412 and timer T3312. The two separate timers run in the UE for updating MME and SGSN independently. The UE shall start timer T3423, if timer T3412 expires, and timer T3346 is running or the UE is in one of the following states:

-
EMM-REGISTERED.NO-CELL-AVAILABLE;

-
EMM-REGISTERED.PLMN-SEARCH;

-
EMM-REGISTERED.UPDATE-NEEDED; or

-
EMM-REGISTERED.LIMITED-SERVICE.

The UE shall initiate the tracking area updating procedure and stop timer T3423 when it enters state EMM-REGISTERED.NORMAL-SERVICE before timer T3423 expires. After expiry of timer T3423 the UE shall set its TIN to "P-TMSI".

If timer T3423 expires the UE shall memorize that it has to initiate a tracking area updating procedure when it returns to state EMM-REGISTERED.NORMAL-SERVICE.
If the UE is attached to both EPS and non-EPS services, and if timer T3412 expires or timer T3423 expires when the UE is in EMM-REGISTERED.NO-CELL-AVAILABLE state, then the UE shall initiate the combined tracking area updating procedure indicating "combined TA/LA updating with IMSI attach" when the UE returns to EMM-REGISTERED.NORMAL-SERVICE state.

When the network includes T3412 extended value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message, the network uses timer T3412 extended value IE as the value of timer T3412.
The network supervises the periodic tracking area updating procedure of the UE by means of the mobile reachable timer.
If the UE is not attached for emergency bearer services or the network has not included the T3324 value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message, the mobile reachable timer shall be longer than T3412. In this case, by default, the mobile reachable timer is 4 minutes greater than timer T3412.
NOTE:
Timer T3324 is specified in 3GPP TS 24.008 [13].
If the UE has established a PDN connection for emergency services after receiving the timer T3324 value IE in the ATTACH ACCEPT message or the last TRACKING AREA UPDATE ACCEPT message, the mobile reachable timer shall be longer than T3412. In this case, by default, the mobile reachable timer is 4 minutes greater than timer T3412.
If ISR is not activated, the network behaviour upon expiry of the mobile reachable timer is network dependent, but typically the network stops sending paging messages to the UE on the first expiry, and may take other appropriate actions.

If the UE is attached for emergency bearer services, the MME shall set the mobile reachable timer with a value equal to timer T3412. When the mobile reachable timer expires, the MME shall locally detach the UE.

If the network includes the T3324 value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message and if the UE is not attached for emergency bearer services and has no PDN connection for emergency bearer services, the MME shall set the mobile reachable timer with a value equal to the value of timer T3324.

The mobile reachable timer shall be reset and started with the value as indicated above, when the MME releases the NAS signalling connection for the UE. The mobile reachable timer shall be stopped when a NAS signalling connection is established for the UE.
Upon expiry of the mobile reachable timer the network shall start the implicit detach timer. The value of the implicit detach timer is network dependent. If ISR is activated, the default value of the implicit detach timer is 4 minutes greater than timer T3423. If the network includes the T3324 value IE in the ATTACH ACCEPT message or TRACKING AREA UPDATE ACCEPT message and if the UE is not attached for emergency bearer services and has no PDN connection for emergency bearer services, the value of the implicit detach timer should be 4 minutes greater than the value of  timer T3412 and timer T3423. If the implicit detach timer expires before the UE contacts the network, the network shall implicitly detach the UE. If the MME includes timer T3346 in the TRACKING AREA UPDATE REJECT message or the SERVICE REJECT message and timer T3346 is greater than timer T3412, the MME sets the mobile reachable timer and the implicit detach timer such that the sum of the timer values is greater than timer T3346.
The implicit detach timer shall be stopped when a NAS signalling connection is established for the UE.
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