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	Reason for change:
	In the related WI, "IMS impacts on UICC Application Aspects", changes to USAT commands and ISIM Services are being introduced to extend them to support URI and related IMS fields.
In order to indicate that a UICC supports these extensions and due to the fact that there is no specific service currently in the UICC to indicate URI support by USAT Commands and ISIM Services, a new service is added to the IST to indicate that the UICC does support associated changes introduced by the IMS_UApAs WID to its USAT Commands and ISIM Services.

	
	

	Summary of change:
	Added a new service in the IST to indicate support for extended USAT Commands and ISIM Services related to URI use.
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	Not possible to indicate by the UICC support of URI extended USAT Command and ISIM Services for existing services.
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4.2.7
EFIST (ISIM Service Table)

This EF indicates which optional services are available. If a service is not indicated as available in the ISIM, the ME shall not select this service. The presence of this file is mandatory if optional services are provided in the ISIM.

	Identifier: '6F07'
	Structure: transparent
	Optional

	SFI: '07'
	

	File size: X bytes, X >( 1
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
	
	
	

	X
	Services n((8X‑7) to n((8X)
	O
	1 byte


	‑Services
	
	

	   Contents:
	Service n°1:
	P-CSCF address 

	
	Service n°2
	Generic Bootstrapping Architecture (GBA)

	
	Service n°3
	HTTP Digest

	
	Service n°4
	GBA-based Local Key Establishment Mechanism

	
	Service n°5
	Support of P-CSCF discovery for IMS Local Break Out

	
	Service n°6
	Short Message Storage (SMS)

	
	Service n°7
	Short Message Status Reports (SMSR)

	
	Service n°8
	Support for SM-over-IP including data download via SMS-PP as defined in TS 31.111 [31]

	
	Service n°9
	Communication Control for IMS by ISIM

	
	Service n°10
	Support of UICC access to IMS

	
	Service nºXX
	URI support by UICC


The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of the 3GPP.

Coding:

1 bit is used to code each service:
bit = 1: service available;
bit = 0: service not available.

-
Service available means that the ISIM has the capability to support the service and that the service is available for the user of the ISIM.
Service not available means that the service shall not be used by the ISIM user, even if the ISIM has the capability to support the service.
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