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	23.007
	300
	2
	Rel-12
	Correct procedure name for PDN connection deactivation
	F
	12.5.0
	C4-141601
	NEC
	TEI12
	16.1A.2, 17.1A.2
	

	29.060
	0993
	-
	Rel-12
	Dual Address Bearer Flag
	F
	12.5.0
	C4-141336
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	7.3.1, 7.7.48
	

	29.060
	0994
	1
	Rel-12
	Correct procedure name for PDN connection deactivation
	F
	12.5.0
	C4-141552
	NEC
	TEI12
	Annex B
	

	29.274
	1492
	-
	Rel-12
	Handovers between non-3GPP and 3GPP access
	F
	12.5.0
	C4-141254
	NSN
	TEI12
	7.2.1
	

	29.274
	1493
	2
	Rel-12
	Setting Handover Indication flag
	F
	12.5.0
	C4-141643
	NSN
	TEI12
	7.2.1, 7.2.7, 8.12
	

	29.274
	1507
	2
	Rel-12
	Reporting the RAN/NAS cause during  bearer creation/modification failure scenarios
	B
	12.5.0
	C4-141600
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	TEI12
	6.1.1, 7.2.4, 7.2.16
	

	29.274
	1510
	1
	Rel-12
	Correct procedure name for PDN connection deactivation
	F
	12.5.0
	C4-141551
	NEC
	TEI12
	7.2.9.2, 8.4, Annex C
	

	29.274
	1512
	1
	Rel-12
	Repeated procedure description
	F
	12.5.0
	C4-141535
	Huawei
	TEI12
	7.2.1
	

	29.274
	1514
	-
	Rel-12
	Create Session Request received for an existing PDN connection
	F
	12.5.0
	C4-141394
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	TEI12
	7.2.1
	

	29.274
	1515
	2
	Rel-12
	Deferred SN/CSG/Time zone change reporting in GERAN
	F
	12.5.0
	C4-141539
	Ericsson
	TEI12
	7.2.7
	

	29.281
	0065
	-
	Rel-12
	Correct the ambiguous GTP-U PDU
	F
	11.6.0
	C4-141380
	Huawei
	TEI12
	7.3.1
	




