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***** Next change *****
6.8.2.2.4.6
Use of WLAN Selection Information
The UE uses the WLAN selection information provided by ANDSF to determine the selected WLAN and the selected service provider.

The UE first uses WLAN Selection Policy (WLANSP), VPLMNs with preferred WLAN Selection Rules to determine the active WLANSP rule. When roaming, if the UE is configured to prefer WLAN selection rules provided by the HPLMN, WLANSP provided by HPLMN is used. Otherwise, WLANSP provided by VPLMN is used. The UE selects the highest priority and valid WLANSP rule as the active WLANSP rule.
The UE determines the selected WLAN(s) as specified in subclause 5.1.3.2. If there are no selected WLANs according to active WLANSP rule of the VPLMN/HPLMN, then the UE uses the WLANSP policies from the HPLMN/VPLMN as active WLANSP rule.

Preferred Service Provider List (PSPL) can be configured in the ANDSF MO to assist the UE in selecting a service provider over the selected WLAN(s) and constructing an appropriate NAI when attempting authentication with the selected service provider. 
The UE uses the list of selected WLANs and the PSPL from HPLMN to select a WLAN service provider as specified in subclause 5.2.3.2.3. The UE shall ignore a PSPL node configured by the V-ANDSF, if any.  
***** No more changes *****
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