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* * * 1st change * * * 
5.6.3.4
Abnormal cases in the UE
The following abnormal case can be identified:

a)
Timer T3346 is running


The UE shall not send an UPLINK NAS TRANSPORT message unless:

-
the UE is a UE configured to use AC11 – 15 in selected PLMN;

-
the UE has a PDN connection for emergency bearer services established; or

-
the UE is configured for dual priority and has a PDN connection established without low access priority but the timer T3346 was started in response to NAS signalling request with low access priority.

-
The UPLINK NAS TRANSPORT message can be sent, if still necessary, when timer T3346 expires or is stopped.
* * * End of 1st change * * * 
* * * Next change * * * 
5.6.4.4
Abnormal cases in the UE
The following abnormal case can be identified:

a)
Timer T3346 is running


The UE shall not send an UPLINK GENERIC NAS TRANSPORT message unless:


the UE is a UE configured to use AC11 – 15 in selected PLMN;

-
the UE has a PDN connection for emergency bearer services established; or


the UE is configured for dual priority and has a PDN connection established without low access priority but the timer T3346 was started in response to NAS signalling request with low access priority.

-
The UPLINK GENERIC NAS TRANSPORT message can be sent, if still necessary, when timer T3346 expires or is stopped.
* * * End of next change * * * 
