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	Reason for change:
	The WLCP UDP port number has been assigned by IANA (http://www.iana.org/assignments/service-names-port-numbers/service-names-port-numbers.xhtml?search=Wlcp).
The WLCP UDP port in TWAG_CP_ADDRESS shall be removed.
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	Other comments:
	


***** First change *****
8.1.4.13
TWAG_CP_ADDRESS item

When the type field of the item according to subclause 8.1.4.2 indicates the TWAG_CP_ADDRESS, then the value field of the item contains one or two TWAG control plane addresses and is coded according to figure 8.1.4.13-1 and table 8.1.4.13-1.
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Figure 8.1.4.13-1: TWAG_CP_ADDRESS item value
Table 8.1.4.13-1: TWAG_CP_ADDRESS item value

	The value is coded as follows: 

	

	Value of the TWAG CP address type field (octet 1) is coded as follows. All other values are interpreted as "IPv4".
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	IPv6
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	IPv4IPv6

	

	If the TWAG CP address type field indicates IPv4, then the TWAG CP addresses field contains one TWAG control plane address consisting of an IPv4 address in octet 2 to octet 5.

	

	If the TWAG CP address type field indicates IPv6, then the TWAG CP addresses field contains one TWAG control plane address consisting of an IPv6 address in octet 2 to octet 17.

	

	If the TWAG CP address type field indicates IPv4IPv6, then the TWAG CP addresses field contains two TWAG control plane addresses. The first TWAG control plane address consists of an IPv4 address in octet 2 to octet 5, the second TWAG control plane address consists of an IPv6 address in octet 6 to octet 21.


***** End of the change *****
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