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A.6.2
Explicit Communication Transfer using Gm reference point, ICS UE as transfer recipient
Figure A.6.2-1 describes how IMS consultative ECT is performed when ICS UE is playing the role of transfer recipient using Gm reference point. The UE A has a held call with UE C and a held call with ICS UE B before transfer.
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Figure A.6.2-1: IMS Consultative ECT via Gm for ICS UE (transfer recipient)

The details of the signalling flows are as follows:

1.
Session establishment and Communication HOLD
It is assumed that as a result of ICS UE origination procedure defined in subclause A.4.2 , ICS UE B establish a multimedia session with UE A and session between UE A and UE C on HOLD according to the procedure specified in subclause A.6.1.

2.
SIP REFER request (UE A to intermediate IM CN subsystem entities) – see example in table A.6.2-2.

UE A initiates transfer of ICS UE B to UE C by sending a REFER request to ICS UE B as specified in 3GPP TS 24.173 [9]
It contains following parameters.
Request-URI:
contains the public GRUU of ICS UE B.

Refer-To:
contains the GRUU of UE C.

Referred-By:
contains the public user identity of the referring user. As in this example, the referring user UE A has decided to indicate its own identity to the referred user.
Target-Dialog:
contains the dialog parameters of the dialog between UE-A and UE B.

Table A.6.2-2: SIP REFER request (UE A to intermediate IM CN subsystem entities) 

REFER sip:icsueb_public1@home1.net;gr=urn:uuid:2ad8950e-48a5-4a74-8d99-ad76cc7fc74 SIP/2.0

Via:
SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 70

Route: <sip:pcscf1.visited1.net:7531;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: "John Doe" <sip:uea_public1@home1.net>

Privacy: none

From: <sip:uea_public1@home1.net>; tag=171828

To: <sip:icsueb_public1@home1.net>
Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 REFER

Refer-To: <sip:uec_public1@home1.net;gr=urn:uuid:e763c4acb-8-may-12b1-c678-12b1c88c6fa2;method=INVITE>?Replaces=cb03a0s09a2sdfhlij490444;from-tag=165343;to-taq=236717&Require=replaces

Target-Dialog: b03a0s09a2sdfgclkj490333,local-tag=kkaz,remote-tag=6544
Referred-By: <sip:user1_public1@home1.net >

Contact<sip:usea_public1@home1.net;gr=urn:uuid:f81d4fae-7dec-11d0-a765-00a0c91e6bf6>;+ g.3gpp.ics="principal">;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"
Content-Length:0
3.
SIP REFER request (intermediate IM CN subsystem entities to SCC AS) – see example in table A.6.2-3
The intermediate IM CN subsystem entities forward the REFER request to SCC AS via Transferor AS, the Transferor AS will change the Refer-To header field value to ECT Session Identifier that is shown as private-URI in the flow, according to 3GPP TS 24.629 [19].
Table A.6.2-3: SIP REFER request (intermediate IM CN subsystem entities to SCC AS)

REFER sip:icsueb_public1@home1.net;gr=urn:uuid:2ad8950e-48a5-4a74-8d99-ad76cc7fc74  SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9pG4bK392b23.1,SIP/2.0/UDP ectas.home1.net;branch=z9hG3bK382b23.1, SIP/2.0/UDP scscf1.home1.net;branch=z9pG4bK392b25.1,SIP/2.0/UDP pcscf1.home1.net;branch=z9aK4bK292b20.3, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Max-Forwards: 66

Route: <sip:sccas.home1.net;lr>

P-Asserted-Identity: "John Doe" <sip:uea_public1@home1.net>

Privacy: 

From: 

To: <sip:icsueb_public1@home1.net>; tag=26876

Call-ID: 

Cseq: 

Refer-To: <sip:12345@ectas.home1.net>
Target-Dialog:

Referred-By:

Contact:

Content-Length:
4-5.
SIP REFER request
The SCC AS forwards the REFER request to ICS UE B according to normal IMS procedure.
6.
SIP 202 (Accepted) response (ICS UE B to intermediate IM CN subsystem entities) - see example in table A.6.2-6
Table A.6.2-6: SIP 202 (Accepted) response (ICS UE B to intermediate IM CN subsystem entities)
SIP/2.0 202 Accepted

Via: SIP/2.0/UDP pcscf2.home1.net;branch=z9aK4bK292b2x.3,SIP/2.0/UDP scscf1.home1.net;branch=z9pG4bK392b23.1,SIP/2.0/UDP ectas.home1.net;branch=z9hG3bK382b23.1, SIP/2.0/UDP scscf1.home1.net;branch=z9pG4bK392b25.1,SIP/2.0/UDP pcscf1.home1.net;branch=z9aK4bK292b20.3, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]:1357;comp=sigcomp;branch=z9hG4bKnashds7

Privacy:
From: 

To: To: <sip:icsueb_public1@home1.net>; tag=26876
Call-ID: 

CSeq:

Contact:<sip:icsueb_public1@home1.net;gr=urn:uuid:2ad8950e-48a5-4a74-8d99-ad76cc7fc74>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"
Content-Length:0

7-9.
SIP 202 (Accepted) response
The intermediate IM CN subsystem entities forward the SIP 202 (Accepted) response to UE A according to normal IMS procedure 
10.
SIP INVITE request (ICS UE  B to intermediate IM CN subsystem entities) – see example in table A.6.2-10.

The ICS UE B initiates session establishment towards private-URI set in the Refer-To header field by initiating an INVITE request.
Table A.6.2-10: SIP INVITE request (ICS UE B to intermediate IM CN subsystem entities)
INVITE sip:12345@ectas.home1.net SIP/2.0

Via: SIP/2.0/UDP [3333::ccc:ddd:ccc:eee]:1357;comp=sigcomp;branch=z9hG4bKnashds8
Max-Forwards: 70

Route: <sip:pcscf2.home1.net;lr;comp=sigcomp>, <sip:orig@scscf1.home1.net;lr>

P-Preferred-Identity: <tel: +1-212-555-1111>

Privacy: none

From: <sip:icsueb_public1@home1.net>;tag=276589
To: <sip:12345@ectas.home1.net>

Call-ID: cb03a0s09a2sdfgKlkj490334
Cseq: 127 INVITE

Contact:<sip:icsueb_public1@home1.net;gr=urn:uuid:2ad8950e-48a5-4a74-8d99-ad76cc7fc74>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"
Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE

Content-Type: application/sdp

Content-Length: (…)

Editor’s Note:
The SDP in this SIP INVITE request needs to be specified. 
11. SIP 100 (Trying) response (intermediate IM CN subsystem entities to ICS UE B)

The intermediate IM CN subsystem entities respond to the ICS UE B with a SIP 100 (Trying) response 


There is no ICS specific content in this response. 

12-13.
SIP INVITE request / SIP 100 (Trying) response

The intermediate IM CN subsystem entities forward the SIP INVITE request to SCC AS and SCC AS respond with SIP 100 (Trying) response according to normal IMS procedure.

14.
SIP re-INVITE (SCC AS to intermediate IM CN subsystem entities) - see example in table A.6.2-14

SCC AS initiates SIP re-INVITE request containing no SDP and sends it towards the MGCF according to standard 3PCC procedure.

Table A.6.2-14: SIP re-INVITE request (SCC AS to intermediate IM CN subsystem entities)
INVITE sip:mgcf@home1.net SIP/2.0

Via: SIP/2.0/UDP sccas.home1.net;branch=z9hG4bKnashdsb
Max-Forwards: 70

Route: <sip:orig@scscf1.home1.net;lr>

P-Asserted-Identity: <sip:uea@home1.net>

Privacy: none

From: <tel:+1-212-555-1111>;tag=171838

To: <sip:icsueb_public1@home1.net>;tag=184483

Call-ID: cb03a0s09a2sdfgKlkj490334
Cseq: 127 INVITE

Contact:<sip:icsueb_public1@home1.net;gr=urn:uuid:2ad8950e-48a5-4a74-8d99-ad76cc7fc74>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"Content-Length:0

15.
SIP re-INVITE request (intermediate IM CN subsystem entities to MGCF)


Intermediate IM CN subsystem entity forwards the SIP re-INVITE request to MGCF according to normal IM CN subsystem procedure.

16.
SIP 200 (OK) response containing SDP-MGW (MGCF to intermediate IM CN subsystem entities) – see example in table A.6.2-16

Table A.6.2-16: SIP 200 (OK) response (MGCF to intermediate IM CN subsystem entities)

SIP/2.0 200 OK

Via: SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP


 sccas.home1.net;branch=z9hG4bK23d244.1, SIP/2.0/UDP

Privacy: none

From:

To: 

Call-ID: 

Cseq:  

Contact: <sip:mgcf@home1.net>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"
Content-Type:application/sdp

Content-Length:(…)

v=0

o=- 2987933615 2987933615 IN IP6 ffff::adf:333:ccc:ddd

s=-

c=IN IP6 ffff::adf:333:ccc:ddd 

t=0 0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

17.
SIP 200 (OK) response

Intermediate IM CN subsystem entities forward the SIP 200 (OK) response towards SCC AS.

18.
SIP INVITE request (SCC AS to intermediate IM CN subsystem entities) - see example in table A.6.2-18

SCC AS sends a SIP INVITE request containing SDP-MGW as a SDP offer towards the private-URI.

Table A.6.2-18: SIP INVITE request (SCC AS to intermediate IM CN subsystem entities)
INVITE sip:12345@ectas.home1.net SIP/2.0

Via: SIP/2.0/UDP sccas.home1.net;comp=sigcomp;branch=z9hG4bGnashds6

Max-Forwards: 70

Route: <sip:orig@scscf1.home1.net;lr>

P-Asserted-Identity: <tel: +1-212-555-1111>

Privacy: none

From: <sip:icsueb_public1@home1.net>;;tag=171838

To: <sip:12345@ectas.home1.net>
Call-ID: cb03a0s09a2sdfglkj490333

Cseq: 127 INVITE

Contact: <sip:icsueb_public1@home1.net;gr=urn:uuid:2ad8950e-48a5-4a74-8d99-ad76cc7fc74>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel
Allow: INVITE, ACK, CANCEL, BYE, PRACK, UPDATE, REFER, MESSAGE

Content-Type: application/sdp

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 ffff::adf:333:ccc:ddd

s=-

c=IN IP6 ffff::adf:333:ccc:ddd 

t=0 0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

19.
SIP 100 (Trying) response

The intermediate intermediate IM CN subsystem entnties respond to the SCC AS with a SIP 100 (Trying) response 


There is no ICS specific content in this response. 

20-21.
SIP INVITE request / SIP 100 (Trying) response

The intermediate IM CN subsystem entities forward the SIP INVITE request to private-URI, which will arrived at Transferor AS, and Transferor AS will add Replaces header field in the SIP INVITE request and send to UE C according to 3GPP TS 24.629 [19].

22.
SIP 183 (Session Progress) provisional response (UE C to intermediate IM CN subsystem entities) - see example in table A.6.2-22

UE C sends a SIP 183 (Session Progress) provisional response containing SDP-C as a SDP answer towards SCC AS via Transferor AS, according to normal IM CN subsystem procedure.

Table A.6.2-22: 183 (Session Progress) (UE C to intermediate IM CN subsystem entities)

SIP/2.0 183 Session Progress

Via: SIP/2.0/UDP pcscf1.home1.net;branch=z9hG4bK23G36a.0, SIP/2.0/UDP scscf1.home1.net;branch=z9hG4bK23436s.1, SIP/2.0/UDP ectas.home1.net;branch=z9hG3bK382b2a.1, SIP/2.0/UDP scscf1.home1.net;branch=z9pG4bK392b2x.1,SIP/2.0/UDP sccas.home1.net;comp=sigcomp;branch=z9hG4bGnashds6
Privacy: none

From:

To: 

Call-ID: 

Cseq:  

Contact: <sip:uec_public1@home1.net;gr=urn:uuid:e763c4acb-8-may-12b1-c678-12b1c88c6fa2>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"
Content-Type:application/sdp

Content-Length:(…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::adf:bbb:ccc:ddd

s=-

c=IN IP6 5555::adf:bbb:ccc:ddd 

t=0 0

m=audio 3456 RTP/AVP 97 96

b=AS:25.4

a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 telephone-event

23.
SIP 183 (Session Progress) provisional response


The intermediate IM CN subsystem entities forward the SIP 183 (Session Progress) provisional response to SCC AS via Transferor AS, according to normal IMS procedure.

24-25.
SIP ACK request

The SCC AS acknowledges the SIP 200 (OK) response from MGCF with an ACK request containing SDP-C according to standard 3PCC procedure.
26-27.
SIP 200 (OK) response


UE C answers the call and sends a SIP 200 (OK) response towards SCC AS according to normal IMS procedure.

28.
SIP 200 (OK) response (SCC AS to intermediate IM CN subsystem entities)- see example in table A.6.2-28

The SCC AS response to the SIP INVITE request from ICS UE B with a SIP 200 (OK) response according to normal IM CN subsystem procedure.

Table A.6.2 -28: SIP 200 (OK) response (SCC AS to intermediate IM CN subsystem entities) 
SIP/2.0 200 OK

Via: SIP/2.0/UDP sccas.home1.net;branch=z9hG4bGnashds8,SIP/2.0/UDP scscf1.home1.net;branch=z9pG4bK392b3o.1,SIP/2.0/UDP pcscf2.home1.net;branch=z9hG4bK23G36b.0,SIP/2.0/UDP [3333::ccc:ddd:ccc:eee]:1357;comp=sigcomp;branch=z9hG4bKnashds8
Privacy: none

From:

To: 

Call-ID:

Cseq:

Contact: <sip:uec_public1@home1.net;gr=urn:uuid:e763c4acb-8-may-12b1-c678-12b1c88c6fa2>;+g.3gpp.icsi-ref="urn%3Aurn-7%3gpp-service.ims.icsi.mmtel"Content-Type:application/sdp

Content-Length: (…)

Editor’s Note:
The SDP in this SIP 200 (OK) response needs to be specified. 
29.
SIP 200 (OK) response

The intermediate IM CN subsystem entities forward the SIP 200 (OK) response to ICS UE B according to normal IM CN subystem procedure.
30-31.
SIP ACK request

The ICS UE B acknowledges the SIP 200 (OK) from SCC AS with an ACK request according to normal IM CN subsystem procedure.
32-33.
SIP ACK request

The SCC AS acknowledges the SIP 200 (OK) from UE C with an ACK request according to normal IM CN subsystem procedure.
34.
Session establishment

A session is established between ICS UE B and UE C.

35-38.
SIP NOTIFY request / SIP 200 (OK) response
The ICS UE B provides indication that the communication transfer is completed by sending a SIP NOTIFY request as specified in 3GPP TS 24.173 [9].

39.
Session Release
After communication transfer is completed the UE A releases the session with  ICS UE B, and UE C releases the session with UE A according to the Replaces header field value.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" �Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" �3GPP Working Procedures�.





_1280787258.vsd
Intermediate IM CN System


 3. Refer
(B to private-URI)


SCC AS


MGW


ICS UE B


 10. Invite (private-URI)


UE C


MSC


UE A


 1. session between ICS UE B & UE A  on hold, session between UE A & UE C on hold


4. Refer
 (B to private-URI)


39. Session release between A & B, and C & A


 2. Refer (B to C)


 5. Refer (B to private-URI)


12. Invite
 (private-URI)


 29. 200 OK


MGCF


 6. 202 Accepted


 8.202 Accepted


 7. 202 Aepted


 9. 202 Accepted


 11. 100 Trying


 13. 100 Trying


 15. Re-Invite


 27. 200 OK


 23. 183 (SDP-C)


 16. 200 OK (SDP-MGW)


 30. Ack


 CS Bearer


 IP Bearer


 34.Completion of session between ICS UE B & UE C


 14. Re-Invite


 24. Ack (SDP-C)


 31. Ack


 32. Ack


 18. Invite
(private-URI, SDP-MGW)


 17. 200 OK (SDP-MGW)


 33. Ack


 35. Notify/200 OK


 36. Notify/200 OK


 37. Notify/200 OK


 38. Notify/200 OK


 20. Invite (UE C, SDP-MGW)


 22. 183 (SDP-C)


 25. Ack (SDP-C)


 26. 200 OK


 28. 200 OK


 19. 100 Trying


 21. 100 Trying



