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7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	**********part of table not shown for clarity**********


	2500
	SLg-Location-Type
	Enumerated
	29.172 [24]

	2501
	LCS-EPS-Client-Name
	Grouped
	

	2502
	LCS-Requestor-Name
	Grouped
	

	2503
	LCS-Priority
	Unsigned32
	

	2504
	LCS-QoS
	Grouped
	

	2505
	Horizontal-Accuracy
	Unsigned32
	

	2506
	Vertical-Accuracy
	Unsigned32
	

	2507
	Vertical-Requested
	Enumerated
	

	2508
	Velocity-Requested
	Enumerated
	

	2509
	Response-Time
	Enumerated
	

	2510
	Supported-GAD-Shapes
	Unsigned32
	

	2511
	LCS-Codeword
	UTF8String
	

	2512
	LCS-Privacy-Check
	Enumerated
	

	2513
	Accuracy-Fulfilment-Indicator
	Enumerated
	

	2514
	Age-Of-Location-Estimate
	Unsigned32
	

	2515
	Velocity-Estimate
	OctetString
	

	2516
	EUTRAN-Positioning-Data
	OctetString
	

	2517
	ECGI
	OctetString
	

	2518
	Location-Event
	Enumerated
	

	2519
	Pseudonym-Indicator
	Enumerated
	

	2520
	LCS-Service-Type-ID
	Unsigned32
	

	2521
	LCS-Privacy-Check-Non-Session  
	Grouped
	

	2522
	LCS-Privacy-Check-Session  
	Grouped
	

	2523
	LCS-QoS-Class
	Enumerated
	

	Note: The AVP codes from 2524 to 2599 are reserved for TS 29.172

	*******part of table not shown for clarity*********


