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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Access Network Discovery and Selection Function: In this specification, Access Network Discovery and Selection Function (ANDSF) is a network element specified in 3GPP TS 23.402 [6]. Unless otherwise specified, the term ANDSF is used to refer to both Home and Visited ANDSF.

ANDSF rules: In this specification, ANDSF rules refers to the set of ANDSF policies defined in 3GPP TS 24.312 [13] for WLAN access selection and traffic routing between E-UTRAN or UTRAN and WLAN. ANDSF rules can contain RAN validity conditions for RAN-assisted WLAN interworking.
Emergency session: In this specification, an emergency session is an emergency PDN connection established in E-UTRAN and handed over to a S2a based cdma2000® HRPD access network.
Equivalent home service provider: In this specificaition, equivalent home service provider is a service provider that is equivalent to HPLMN in regard to service provider selection over WLAN.

Equivalent visited service provider: In this specificaition, equivalent visited service provider is a service provider that is equivalent to the V-PLMN in regard to service provider selection over WLAN.
Home ANDSF: In this specification, the Home ANDSF (H-ANDSF) is an ANDSF element located in the home PLMN of a UE.

Offload Preference Indicator (OPI): In this specification, Offload Preference Indicator (OPI) is a bitmap (i.e. a one-dimensional bit array) that can be used by UEs in an E-UTRA or UTRA cell to determine when to move certain traffic (e.g. certain IP flows) to WLAN access or to 3GPP access. The meaning of each bit in this bitmap is operator specific and is not defined in 3GPP specifications. 

Offloadable PDN connection: In this specification, an offloadable PDN connection is a PDN connection, established in (or previously handed over to) 3GPP access, such that:

-
the WLAN offload indication information element (see 3GPP TS 24.301 [10] and 3GPP TS 24.008 [46]) last received for the PDN connection has the "offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable" value and the UE is in S1 mode; or

-
the WLAN offload indication information element (see 3GPP TS 24.301 [10] and 3GPP TS 24.008 [46]) last received for the PDN connection has the "offloading the traffic of the PDN connection via a WLAN when in UTRAN Iu mode is acceptable" value and the UE is in UTRAN Iu mode.

Preferred Service Providers List (PSPL): In this specification, the Preferred Service Providers List refers to a prioritized list of service provider realms other than equivalent home service providers preferred by the UE's 3GPP home operator for WLAN.

Set of Access network discovery information: In this specification, a set of Access network discovery information is the access network discovery information from a single ANDSF.

Set of Inter-system mobility policy: In this specification, a set of Inter-system mobility policy is the inter-system policy information received from a single ANDSF.

Visited ANDSF: In this specification, the Visited ANDSF (V-ANDSF) is an ANDSF element located in the visited PLMN of a UE.

RAN Assistance Information: In this specification, RAN Assistance Information  refers to the set of thresholds and parameters that can be provided by E-UTRAN or UTRAN to the UE for assisting WLAN access selection and traffic routing. The RAN assistance information can include 3GPP access thresholds, WLAN access thresholds, an Offload Preference Indicator (OPI) value and WLAN identifiers as defined in 3GPP TS 25.331 [14A] and 3GPP TS 36.331 [16B].

RAN rules: In this specification, RAN rules refers to the set of RAN assistance parameter handling, access network selection and traffic steering procedures defined in 3GPP TS 36.304 [16] and 3GPP TS 25.304 [14] for steering traffic between E-UTRAN or UTRAN and WLAN for RAN-assisted WLAN interworking.
Restrictive non-3GPP access network type I: a non-3GPP access network forwarding IP packets of TCP connections initiated by a served UE, with destination port 443, and with destination address outside of the non-3GPP access network, and discarding IP packets of some or all other TCP connections initiated by the served UE, with destination address outside of the non-3GPP access network.

Restrictive non-3GPP access network type II: a non-3GPP access network discarding IP packets of TCP connections initiated by a served UE, with destination address outside of the non-3GPP access network, where the non-3GPP access network contains HTTP proxy supporting HTTP CONNECT method for URIs with port 443 and with host outside of the non-3GPP access network.

Restrictive non-3GPP access network: restrictive non-3GPP access network type I or restrictive non-3GPP access network type II.

Firewall traversal tunnel (FTT): a TCP connection with TLS connection enabling passing of messages between UE in restrictive non-3GPP access network and ePDG.

Firewall traversal tunnel keep-alive time (FTT KAT): a maximum time between two subsequent messages sent by UE in the firewall traversal tunnel.

WLAN Selection Policy (WLANSP): In this specification, the WLAN Selection Policy is a set of operator-defined rules that determine how the UE selects/reselects a WLAN access network.

WLAN selection information: In this specification, WLAN selection information refers to the information received from ANDSF including WLAN Selection Policy (WLANSP), visited PLMNs with preferred rules, Home Network Preference information and Visited Network Preference information.
Visited PLMNs with preferred rules: In this specification, visited PLMNs with preferred rules refers to a list of identifiers of visited PLMNs provided by HPLMN, so that the UE roaming in such visited PLMN prefers ISMP, ISRP or WLANSP rules provided by the visited PLMN over ISMP, ISRP or WLANSP rules provided the HPLMN. In ANDSF MO, the visited PLMNs with preferred rules correspond to the ANDSF/RuleSelectionInformation/VPLMNswithPreferredRules interior node.

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.122 [4] apply:
EHPLMN
Home PLMN
RPLMN
Visited PLMN
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.402 [6] apply:
IFOM capable UE
Inter-APN routing capable UE

Local Operating Environment Information

MAPCON capable UE

S2a
S2b
S2c
Non-seamless WLAN offload capable UE
Single-connection mode (SCM)
Transparent single-connection mode (TSCM)
Multi-connection mode (MCM)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 29.273 [17] apply:
STa

For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.301 [10] apply:
Evolved packet core network
Evolved packet system
For the purposes of the present document, the following terms and definitions given in WiMAX Forum Network Architecture Release 1.0 version 1.2 – Stage 3 [25] apply:
Network Access Provider

Network Service Provider

For the purposes of the present document, the following terms and definitions given in 3GPP TS 33.402 [15] apply:
External AAA server
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.312 [13] apply:
Active rule

Valid rule

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.003 [3] apply:

Alternative NAI

Decorated NAI

Emergency NAI
Fast-Reauthentication NAI
Pseudonym Identity
Root NAI
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [2A] apply:

3GPP AAA Proxy

3GPP AAA Server
***** Next change *****
5.1.3.2.3.3
Automatic mode WLAN selection
If the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, then the selected WLAN(s) are WLAN(s) that fulfil the selection criteria with the highest priority configured in the active ANDSF WLANSP rule.
If the RAN rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, then the selected WLAN(s) are WLAN(s) matching WLAN identifiers in an entry of the list of the WLAN identifiers received along with the move-traffic-to-WLAN indication as described in subclause 6.10.4.

The UE determines the selected WLAN(s) according to the following steps:

1)
the UE shall construct prioritized list of available WLANs as follows:

a)
if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, the UE shall use the procedures specified in IEEE 802.11-2012 [57] to discover the available WLANs. The UE may perform ANQP procedures as specified in IEEE 802.11-2012 [57] to discover the attributes and capabilities of available WLANs. The UE shall compare the attributes and capabilities of the available WLANs with the selection criteria in the active WLANSP rule, and construct a prioritized list of available WLANs that fulfil the selection criteria. In particular, if:

-
the group of selection criteria include the HomeNetworkIndication and it is set to "1" (see 3GPP TS 24.312 [13]); and

-
the HomeNetworkPreference:

i)
does not include 3GPP_RPLMN_Preferred; or

ii)
includes 3GPP_RPLMN_Preferred and it is set to "0" (see 3GPP TS 24.312 [13]);


then a WLAN is included, if:

-
the other selection criteria in the active WLANSP rule are met; and

-
the domain name list (see IEEE 802.11-2012 [57]) includes:

i)
the home domain name derived from its IMSI; or

ii)
any realm in the EquivalentHomeSPs as specified in 3GPP TS 24.312 [13].


The priority of a WLAN in the list is set to the priority of the matching selection criteria. If a WLAN matches multiple selection criteria, the priority of the WLAN is set to the highest priority among all the matching selection criteria. There may be one or more selected WLANs in the list; and
b)
if the RAN rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, the UE shall use the procedures specified in IEEE 802.11-2012 [57] to discover available WLANs. The UE shall construct a prioritized list of available WLANs and populate it with each discovered WLAN which matches all WLAN identifiers included in an entry of the list of the WLAN identifiers received along with the move-traffic-to-WLAN indication as described in subclause 6.10.4. The priority of a discovered WLAN in the prioritized list of available WLANs is decided by the UE in an implementation specific way;
2)
if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, and if the following conditions are fulfilled:

-
the UE supports the PDN connection establishment over WLAN using the applicable S2a procedures specified in 3GPP TS 23.402 [6];
-
the "S2a connection preference" indicator exists and indicates that PDN connection establishment over WLAN using the applicable S2a procedures specified in 3GPP TS 23.402 [6] is preferred; and

-
one or more WLANs in the list constructed in step 1) support S2a connectivity;

then the UE considers the WLANs that have the highest priority and indicate the HPLMN or RPLMN in the PLMN list with S2a connectivity IE (see annex H) as the selected WLAN(s).

Otherwise, the UE considers the WLAN(s) that has or have the highest priority as the selected WLAN(s). And
NOTE 1:
WLAN advertises PLMN(s) towards which the S2a connectivity is supported using ANQP-element "3GPP Cellular Network" with the PLMN List with S2a Connectivity IE in the payload, according to annex H.

NOTE 2:
Advertising S2a connectivity over a WLAN using EAP signalling is not supported in this version of the specification.
3)
if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, if there are no WLAN(s selected in step 2), the UE may repeat the procedure from step 1) taking into consideration selection criteria with lower priority from the active WLANSP rule.

NOTE 3:
UE implementation can optimize the steps described above, e.g. by combining the ANQP procedures.
***** Next change *****
5.2.3.2.3
Automatic mode service provider selection procedure
The purpose of this procedure is to:

-
select a service provider over WLAN; and

-
construct a NAI for use with authentication signalling with the selected service provider in order for the UE to be authorised to use the WLAN.

A service provider is the highest priority service provider if the service provider is available via a WLAN from the selected WLAN(s) constructed using the WLAN selection procedure described in subclause 5.1.3.2.3 and if:

i)
the service provider is selected in item 3; or

ii)
the conditions in item 3 are not met, and:

-
the service provider is the HPLMN;

-
the service provider is an equivalent home service provider (i.e. the service provider's realm matches a realm in the EquivalentHomeSPs as specified in 3GPP TS 24.312 [13]); or

-
no WLAN of the selected WLAN(s) provides access to a higher priority service provider.
Until the highest priority service provider is found, the UE shall verify if a service provider available over a WLAN of the selected WLAN(s) is the highest priority service provider:

1)
Void
2)
Using the service providers which are available for WLAN as described in subclause 5.2.3.2.1A, the UE uses the PLMN realms as the service provider realms in the remaining steps of this subclause.
3)
If the following conditions are fulfilled:

-
the "3GPP RPLMN preferred" indicator is configured to prioritize 3GPP RPLMN or the RAN rules control the WLAN access selection and traffic routing as described in subclause 6.10.2; and

-
the realm of the RPLMN or the realm of an equivalent visited service provider included in the EquivalentVisitedSPs as specified in 3GPP TS 24.312 [13] is included in the list of realms created in step 2)


then the UE shall select the RPLMN or the equivalent visited service provider. The RPLMN shall be selected with higher priority than the equivalent visited service provider. If the RPLMN is selected, the UE shall convert the RPLMN identity into selected PLMN realm using the rules defined in 3GPP TS 23.003 [3] and use it as the service provider realms in the remaining steps of this subclause.
4)
if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, and if the condition in step 3) is not satisfied, the UE shall select a service provider  in the following order:

i)
HPLMN matching a realm in the list of realms received in step ii) as described in subclause 5.2.3.2.1A;

ii)
realm found both in the list of realms received in step ii) as described in subclause 5.2.3.2.1A and in the EquivalentHomeSPs as specified in 3GPP TS 24.312 [13]; and

iii)
realm found both in the list of realms received in step ii) as described in subclause 5.2.3.2.1A and in the PSPL as specified in 3GPP TS 24.312 [13] with the priority higher than any other service provider's priority indicated as available via the WLAN.


If a UE used the procedures in IETF RFC 4284 [60] (see subclause 5.2.3.2.1A) to obtain a list of service providers, then the UE is only required to select the HPLMN (if available) or an available equivalent home service provider.

NOTE 1:
A UE using procedures in IETF RFC 4284 [60] to obtain a list of service providers is only required to select the HPLMN (if available) or an available equivalent home service provider. If the UE selects another service provider, the UE could be roaming even though the HPLMN or equivalent home service provider is available at the access point.

The UE shall select the WLAN providing access to the highest priority service provider. 

If a highest priority service provider could not be determined, the UE proceeds in implementation-dependent way.

The UE shall construct a NAI for authentication with the highest priority service provider as described in 3GPP TS 23.003 [3]. Specifically,the UE constructs the:

a)
root NAI corresponding to the HPLMN, if the highest priority service provider is the HPLMN advertised using a PLMN identity;
b)
decorated NAI with double decoration including the realm of the highest priority service provider and the realm of the RPLMN, if the highest priority service provider is an equivalent visited service provider; or

c)
decorated NAI including the realm of the highest priority service provider, otherwise.

NOTE 2:
UE implementation can optimize the steps described above, e.g. by combining the ANQP procedures described in subclause 5.2.3.2.1A with the ANQP procedures in subclause 5.1.3.2.3.3. 
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6.8
Communication over the S14

6.8.1
General

In order to assist the UE with performing access network discovery and selection, ANDSF provides a set of information to the UE. This information contains:

-
the access network discovery and selection information to assist the UE with selecting the access network;

-
ISMP to control and assist the UE with performing the inter-system change;

-
ISRP information to control and assist a UE with selecting the access network to be used for routing different IP flows over different access networks, establishing PDN connections and identifying IP flows applicable for non-seamless WLAN offload;

-
IARP information to control and assist a UE with selecting a prioritised APN which is associated with an existing PDN connection for routing different IP flows. The IARP provided by ANDSF can also include information for identifying IP flows applicable for non-seamless WLAN offload.
-
WLAN Selection Policy to assist the UE with selecting the WLAN access network;

-
Home Network Preference information to assists the UE in selecting a WLAN and a service provider for 3GPP-based authentication over WLAN;
-
Visited Network Preference information to assit the UE in selecting a WLAN and a service provider for 3GPP-based authentication over WLAN when the UE is roaming in a V-PLMN; or
-
Visited PLMNs with preferred rules to assist the roaming UE with selecting the active ANDSF rules to be used.
The ANDSF can provide ISRP and IARP to a UE independently of the UE's support for IFOM, MAPCON, NSWO or Inter-APN routing. A UE that does not support any of: IFOM, MAPCON, NSWO and Inter-APN routing, shall not apply the ISRP received from the ANDSF.
This set of information can either be provisioned in the UE by the home operator, or provided to the UE by the ANDSF over the S14 reference point via pull or push mechanisms as defined in 3GPP TS 23.402 [6] by means of the access network discovery and selection procedures as described in subclause 6.8.2. While roaming, the UE can receive a set of information from H-ANDSF or V-ANDSF or both. The V-ANDSF shall not provide any IARP or rule selection information to a roaming UE. If the roaming UE receives any IARP or rule selection information delivered by a V-ANDSF then the roaming UE shall ignore it. The V-ANDSF shall not provide any  visited PLMNs with preferred rules information to a roaming UE. If the roaming UE receives such information delivered by a V-ANDSF then the roaming UE shall ignore it.
The UE, located in the home PLMN, needs to discover the H-ANDSF by means of the discovery procedure as described in subclause 6.8.2.2.1. The UE, located in the visited PLMN, needs to discover the H-ANDSF or V-ANDSF or both by means of the discovery procedure as described in subclause 6.8.2.2.1.
Through push mechanisms the ANDSF can provide assistance information to the UE e.g. if the UE has previously used pull based ANDSF procedure or if OMA-DM bootstrapping is used as described in subclause 6.8.2.2.1A. Through pull mechanisms the UE can send a request to the ANDSF in order to get assistance information for access network discovery and selection.

ANDSF shall comply with local, national and regional requirements regarding the privacy and confidentiality of location information.
NOTE:
The regulation and legislations of the home operator of the ANDSF server determines whether the ANDSF server can store the user's location information.
If the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, then the access stratum layer of the 3GPP access can provide RAN assistance parameters and corresponding (E-)UTRAN measurements which are used in accordance with the ANDSF MO defined in 3GPP TS 24.312 [13].
***** Next change *****
6.8.2.2.4
UE using information provided by ANDSF
6.8.2.2.4.1
General
ANDSF may provide various types of information to the UE, including access network discovery information, WLAN selection information, inter-system mobility policy, the inter-system routing policies and the inter-APN routing policies. The UE may retain and use these information until new or updated information is received.

Network detection and selection shall take into account the access network specific requirements and the UE's local policy, e.g. user preference settings, access history, etc, along with the information provided by the ANDSF when discovering and selecting an access network. The local policy and the information provided by the ANDSF shall be used by the UE in an implementation dependent way to limit the undesired alternating between access systems, e.g. ping-pong type of inter-system changes. However, the use of such information from the ANDSF shall not be in contradiction to functions specified in 3GPP TS 23.122 [4], 3GPP TS 25.304 [14] and 3GPP TS 36.304 [16].
If the UE is roaming in a VPLMN, the UE may receive Inter-system mobility policies or Access network discovery information or ISRP or combinations of these from H-ANDSF or V-ANDSF or both. The UE may also receive the IARP from H-ANDSF. If IARP is received from V-ANDSF, the UE shall ignore it. The UE may also receive WLAN selection information including WLAN Selection Policy (WLANSP) from H-ANDSF or V-ANDSF or both, Visited PLMNs with preferred rules, and Home Network Preference information from H-ANDSF.The UE may receive Visited Network Preference information from V-ANDSF The formats of theabove information are defined in 3GPP TS 24.312 [13].

The maximum number of sets of Inter-system mobility polices or Access network discovery information or ISRP or IARP or combinations of these that the UE may keep is implementation dependent. However, the UE shall retain at least one set of Inter-system mobility policies and one set of Access network discovery information from the same ANDSF. In addition, a UE supporting IFOM, MAPCON, or non-seamless WLAN offload shall retain at least one ISRP rule from the same ANDSF. Additionally, a UE shall retain at least one set of IARP from the same ANDSF.
If a UE supporting IFOM, MAPCON, or non-seamless WLAN offload (or any combination of these featureshas ISMP and ISRP available, and if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, then ISRP shall be used for the routing of IP traffic. The relation between ISRP and user preferences is described in subclause 5.4.2.
For a UE with IFOM, MAPCON or non-seamless WLAN offload (or any combination of these capabilities) enabled, if ISMP, ISRP and IARP are available, and if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, then IARP and ISRP shall be used. In this case, the UE shall first apply IARP followed by ISRP as follows:

-
If non-seamless WLAN offload is selected by IARP then the IP flow is routed to the non-seamless WLAN offload and ISRP shall not be used for the routing of IP traffic.

-
If a certain APN is selected by IARP then the IP flow is routed to the PDN connections corresponding to this APN. If there is a ForFlowBased ISRP rule matching the IP flow after the APN is selected, then the UE shall use the ForFlowBased ISRP rule matching the IP flow to select the access for this IP flow.
-
If neither certain APN nor non-seamless WLAN offload is selected by IARP or one or more APNs are restricted by the IARP for routing the IP flow, then ISRP shall be used for the routing of IP traffic. When one or more APNs are restricted by the IARP, if a rule for NSWO is matched in the active ISRP rule that restricts the use of the selected WLAN (or any WLAN) for routing the IP flow, then the UE selects a not restricted APN to route the IP flow.
The relation between IARP and user preferences is described in subclause 5.4.2.
For a UE not supporting any of IFOM, MAPCON or non-seamless offload capabilities or with all those capabilities disabled, if ISMP and ISRP are available, and if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, the ISMP shall be used.
For a UE not supporting any of IFOM, MAPCON capabilities or with all those capabilities disabled, if ISMP, ISRP and IARP are available, and if the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, the IARP and ISMP shall be used. In this case, the UE shall firstly apply ISMP followed by IARP as follows:

-
If the 3GPP access is selected by ISMP policy, then the UE shall use the active IARP rule to determine if the IP flow is routed to the PDN connection corresponding to a certain APN. The non-seamless WLAN offload policy, defined in the IARP, shall not be used for routing of IP traffic; and
-
If the WLAN access is selected by ISMP policy, then the UE shall use the active IARP rule to determine if the IP flow is routed to the PDN connection corresponding to a certain APN or using the non-seamless WLAN offload.
This information shall be deleted if there is a change of USIM. This information may be deleted when UE is switched off.
If the ANDSF rules control the WLAN access selection and traffic routing as described in subclause 6.10.2, irrespective of whether any rule in ANDSF policies is 'active' or not, the UE shall periodically re-evaluate ANDSF policies. The value of the periodic re-evaluation timer is implementation dependant. The additional trigger for (re‑)evaluating rules is that the 'active' rule becomes invalid (conditions no longer fulfilled), or other manufacturer specific trigger. When the UE receives ANDSF information it shall re-evaluate the available rules along with the new information.

***** Next change *****
6.8.2.2.4.6
Use of WLAN selection information
The UE uses the WLAN selection information provided by ANDSF to determine the selected WLAN and the selected service provider.

The UE first uses WLAN Selection Policy (WLANSP) and the visited PLMNs with preferred rules to determine the active WLANSP rule. When roaming, if the UE is configured to prefer WLAN selection rules provided by the HPLMN, WLANSP provided by HPLMN is used. Otherwise, WLANSP provided by VPLMN is used. The UE selects the highest priority and valid WLANSP rule as the active WLANSP rule.
During power-up, while the UE has not registered to any PLMN, the UE shall use WLANSP provided by the HPLMN as valid.
The UE determines the selected WLAN(s) as specified in subclause 5.1.3.2. If there are no selected WLANs according to active WLANSP rule of the VPLMN/HPLMN, then the UE uses the WLANSP policies from the HPLMN/VPLMN as active WLANSP rule. However, if at least one WLAN that matches one or more groups of selection criteria in the WLANSP rule of the VPLMN or the HPLMN becomes available, the UE should re-use the WLANSP policies from the VPLMN or the HPLMN as active WLANSP rule.
NOTE:
How frequently the UE performs the discovery and reselection procedure depends on the UE implementation.
Home Network Preference information and Visited Network Preference information can be configured in the ANDSF MO to assist the UE in selecting a service provider over the selected WLAN(s) and constructing an appropriate NAI when attempting authentication with the selected service provider.
The UE uses the list of selected WLANs and the Home Network Preference information (or the Visited Network Preference information if available and if the UE is roaming) to select a WLAN service provider as specified in subclause 5.2.3.2.
