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	Subclause 5.6.2 only describes how an IMS-ALG and a UA will assign an instance-number value when adding a "visited-realm" attribute to an SDP offer. 

The instance-number value must be assigned when adding a "secondary-realm" SDP attribute in an SDP offer but the specification currently does not describe how the IMS-ALG or the UA will assign the instance-number value for the "secondary-realm" SDP attribute.
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* * * First Change * * * *

5.6.2
instance-number
When creating a new visited-realm instance for a media line in an SDP offer, the IMS-ALG shall assign an instance-number value for the instance that is "1" higher than the highest existing instance-number value for any visited-realm attribute for any media line in the received SDP offer, starting with the value "1" if there are no such attributes in the SDP offer. If the IMS-ALG adds visited-realm instances for several media lines, the IMS-ALG shall use the same instance-number. If the IMS-ALG adds a "secondary-realm" SDP attribute for a media line in the SDP offer the IMS-ALG shall assign the same instance-number value as assigned to the "visited-realm" SDP attribute.
A UA creating a visited-realm instance for a media line in an SDP offer shall assign an instance-number value "1" for the instance. If the UA adds a "secondary-realm" SDP attribute for a media line in the SDP offer the UA shall assign the instance-number value "1" for a secondary-realm instance.
* * * End of Changes * * * *

