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	Reason for change:
	In the existing architecture model of ProSe PC2, there’s no indication that whether roaming is applicable for ProSe PC2 functionality. An explicit note in 3GPP TS 23.303 subclause 4.2 has specified that “For EPC-level ProSe discovery the roaming architecture is not specified in this release.”. This note should also be added to stage 3 ProSe PC2 specification to indicate the non-applicability of roaming for ProSe PC2 interface. 

	
	

	Summary of change:
	Add a note ” For EPC-level ProSe discovery the roaming architecture is not specified in this release.” in subclause 4.1 PC2 reference model.

	
	

	Consequences if not approved:
	The PC2 reference model is not complete due to the absence of roaming applicability.
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* * * 1st Change * * * 
4.1
PC2 reference model
Proximity Services (ProSe) are services that can be provided by the 3GPP system based on UEs being in proximity to each other. The PC2 reference point is located between the ProSe Application Server and the ProSe Function. It is used to define the interaction between ProSe Application Server and ProSe functionality provided by the 3GPP EPS via ProSe Function (e.g. name translation) for EPC-level ProSe discovery.
The stage 2 level requirements for the PC2 reference point are defined in 3GPP TS 23.303 [2].The relationships between the functional entities are depicted in Figure 4.2-1.
NOTE:
For EPC-level ProSe discovery the roaming architecture is not specified in this release.
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Figure 4.1.1: PC2 reference point in ProSe Architecture
* * * End of Changes * * * 
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