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* * * First Change * * * *

Annex D (normative):
XML schema for the Sh interface user profile

The file ShDataType_Rel8.xsd, attached to this specification, contains the XML schema for the user profile that is sent over the Sh interface. The user profile XML schema defines the data types that are used in the user profile XML. 
The data that is allowed to be sent in the user profile may vary depending on the features supported by the Diameter end points, see 3GPP TS 29.329 [5]. The user profile XML schema file is intended to be used by an XML parser. 
The version of the Sh application sending the user profile XML shall be the same as the version of the sent user profile XML and thus it implies the version of the user profile XML schema to be used to validate it.

Tables D.1 and D.2 describe the data types and the dependencies among them that configure the user profile XML schema.

Table D.1: XML schema for the Sh user profile interface: simple data types

	Data type
	Tag
	Base type
	Comments

	tPriority
	Priority
	integer
	>= 0

	tProfilePartIndicator
	ProfilePartIndicator
	enumerated
	Possible values:

0 (REGISTERED)

1 (UNREGISTERED)

	tGroupID
	Group
	integer
	>= 0

	tRegistrationType
	RegistrationType
	enumerated
	Possible values:

0 (INITIAL_REGISTRATION)

1 (RE-REGISTRATION)

2 (DE-REGISTRATION)

	tDefaultHandling
	DefaultHandling
	enumerated
	Possible values: 

0 (SESSION_CONTINUED)

1 (SESSION_TERMINATED)

	tDirectionOfRequest
	SessionCase
	enumerated
	Possible values: 

0 (ORIGINATING_SESSION)

1 TERMINATING_SESSION 

2 (TERMINATING_UNREGISTERED)

3 (ORIGINATING_UNREGISTERED) 
4 (ORIGINATING_CDIV)

	tIMSUserState
	IMSUserState
	Enumerated
	Possible values:

0 (NOT_REGISTERED)

1 (REGISTERED)

2 (REGISTERED_UNREG_SERVICES)

3 (AUTHENTICATION_PENDING)

	tCSUserState
	CSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (CAMELBusy)

1 (NetworkDeterminedNotReachable)

2 (AssumedIdle)

3 (NotProvidedfromVLR)

	tPSUserState
	PSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (Detached)

1 (AttachedNotReachableForPaging)

2 (AttachedReachableForPaging)

3 (ConnectedNotReachableForPaging)

4 (ConnectedReachableForPaging)

5 (NotProvidedFromSGSN or MME)

6 (NetworkDeterminedNotReachable)

	tLocationNumber
	LocationNumber
	string
	Syntax described in ITU-T Q.763 [9] (Base64 encoded according to IETF RFC 2045 [15]).

Length >=4 and <=16 (multiples of 4).

	tCellGlobalId
	CellGlobalId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 12.

	tServiceAreaId
	ServiceAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 12.

	tLocationAreaId
	LocationAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tRoutingAreaId
	RoutingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tGeographicalInformation
	GeographicalInformation
	string
	Syntax described in 3GPP TS 29.002 (base 64 encoded according to IETF RFC 2045).

Length = 12.

	tGeodeticInformation
	GeodeticInformation
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 16.

	tAgeOfLocationInformation
	AgeOfLocationInformation
	integer
	>=0, <=32767

	tCSGId
	CSGId
	string
	Syntax described in 3GPP TS 29.002 [13] i.e. 5 octets BER encoded value of 27-bit BIT STRING (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tAccessMode
	AccessMode
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 4.

	tTrackingAreaId
	TrackingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tE-UTRANCellGlobalId
	E-UTRANCellGlobalId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 12.

	tAddressString
	AddressString
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length >= 4 and <=28 (multiples of 4).

	tMSISDN
	MSISDN
	string
	Number structure described in 3GPP TS 23.003 [11]. ASCII encoded according to ANSI X3.4 [20].

	tSIP_URL
	IMSPublicIdentity
	anyURI
	Syntax described in IETF RFC 3261 [16]

	tTEL_URL
	IMSPublicIdentity
	anyURI
	Syntax described in IETF RFC 3966 [17]

	tDiameterURI
	DiameterURI
	string
	Syntax of a Diameter URI as described in IETF RFC 3588 [8]

	tIMSPublicIdentity
	IMSPublicIdentity
	(union)
	Union of tSIP_URL and tTEL_URL

	tIdentityType
	IdentityType
	enumerated
	Possible values:

0 (PUBLIC_USER_IDENTITY)

1 (DISTINCT_PSI)

2 (WILDCARDED_PSI)

3 (WILDCARDED_IMPU)

	tWildcardedPSI
	WildcardedPSI
	anyURI
	Syntax described in 3GPP TS 23.003 [11].

	tWildcardedIMPU
	WildcardedIMPU
	anyURI
	Syntax described in 3GPP TS 23.003 [11].

	tServiceInfo
	ServiceInfo
	string
	

	tDSAI-Tag
	DSAI-Tag
	string
	

	tString
	RequestURI, Method, Header, Content, Line, MMEName
	string
	

	tBool
	ConditionTypeCNF, ConditionNegated
	boolean
	Possible values: 

0 (false)

1 (true)

	tSequenceNumber
	SequenceNumber
	integer
	>=0, <=65535

	tPSIActivation
	PSIActivation
	enumerated
	Possible Values:

0 (INACTIVE)

1 (ACTIVE)

	tDSAI-Value
	DSAI-Value
	enumerated
	Possible values are:

0 (ACTIVE)

1 (INACTIVE)

	tServiceLevelTraceInfo
	ServiceLevelTraceInfo
	String
	

	tIPv4Address
	IPv4Address
	String
	Syntax described in IETF RFC 791 [23]
Length = 4

	tIPv6Prefix
	IPv6Prefix
	String
	Syntax described in IETF RFC 4291 [24]
Length >= 0 and <= 16

	tIPv6Address
	IPv6Address
	String
	Syntax described in IETF RFC 4291 [24]
Length >= 0 and <= 16

	tServicePriorityLevel
	ServicePriorityLevel
	enumerated
	Possible values:

0 (Highest priority)

1

2

3

4 (Lowest priority)

	tUEIPReachabilityMME
	UEIPReachabilityMME
	enumerated
	Possible values:

0 (REACHABLE)

	tUEIPReachabilitySGSN
	UEIPReachabilitySGSN
	enumerated
	Possible values:

0 (REACHABLE)

	tIP-SM-GW-Number
	IP-SM-GW-Number
	String
	Syntax described in 3GPP TS 23.008[27]

	tIMSVoiceOverPSSessionSupport
	IMSVoiceOverPSSessionSupport
	enumerated
	Possible Values:

0 (IMS-VOICE-OVER-PS-NOT-SUPPORTED)

1 (IMS-VOICE-OVER-PS-SUPPORTED)

2 (IMS-VOICE-OVER-PS-SUPPORT-UNKNOWN)

	tRATtype
	RATtype
	enumerated
	Possible Values are defined in 3GPP TS 29.212 [28], subclause 5.3.31


Table D.2: XML schema for the Sh user profile interface: complex data types

	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to n

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	
	
	Extension
	tSh-Data-Extension
	0 to 1

	tSh-Data-Extension
	Extension
	RegisteredIdentites
	tPublicIdentity
	0 to 1

	
	
	ImplicitIdentities
	tPublicIdentity
	0 to 1

	
	
	AllIdentities
	tPublicIdentity
	0 to 1

	
	
	AliasIdentities
	tPublicIdentity
	0 to 1

	
	
	Extension
	tSh-Data-Extension2
	0 to 1

	tSh-Data-Extension2
	Extension
	DeletedIdentities
	tPublicIdentity
	0 to 1

	
	
	Extension
	tSh-Data-Extension3
	0 to 1

	tSh-Data-Extension3
	Extension
	TADSinformation
	tTADSinformation
	0 to 1

	
	
	Extension
	tSh-Data-Extension4
	0 to 1

	tSh-Data-Extension4
	Extension
	EPSUserState
	tPSUserState
	0 to 1

	
	
	EPSLocationInformation
	tEPSLocationInformation
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	tServiceData
	0 to 1

	tServiceData
	any
	any
	any
	1

	tIFCs
	IFCs
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	IFCs
	tIFCs
	0 to 1

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	
	
	Extension
	tShIMSDataExtension
	(0 to 1)

	tShIMSDataExtension
	Extension
	PSIActivation
	tPSIActivation
	(0 to 1)

	
	
	Extension
	tShIMSDataExtension2
	0 to 1

	tShIMSDataExtension2
	Extension
	DSAI
	tDSAI
	0 to n

	
	
	Extension
	tShIMSDataExtension3
	(0 to 1)

	tShIMSDataExtension3
	Extension
	ServiceLevelTraceInfo
	tServiceLevelTraceInfo
	(0 to 1)

	
	
	IPv4Address
	tIPv4Address
	0 to 1

	
	
	IPv6Prefix
	tIPv6Prefix
	0 to 1

	
	
	IPv6Address
	tIPv6Address
	0 to 1

	
	
	ServicePriorityLevel
	tServicePriorityLevel
	0 to 1

	
	
	UEReachabilityForIP
	tUEReachabilityForIP
	0 to 1

	
	
	SMSRegistrationInfo
	tSMSRegistrationInfo
	0 to 1

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	Choice of
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	
	
	Extension
	tCSLocationInformation-Extension
	0 to 1

	tCSLocationInformation-Extension
	CSLocationInformation-Extension
	UserCSGInformation
	tUserCSGInformation
	0 to 1

	
	
	Extension
	tCSLocationInformation-Extension2
	0 to 1

	tCSLocationInformation-Extension2
	CSLocationInformation-Extension2
	E-UTRANCellGlobalId
	tE-UTRANCellGlobalId
	0 to 1

	
	
	TrackingAreaId
	tTrackingAreaId
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	Choice of 

	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	
	
	Extension
	tPSLocationInformation-Extension
	0 to 1

	tPSLocationInformation-Extension
	PSLocationInformation-Extension
	UserCSGInformation
	tUserCSGInformation
	0 to 1

	tEPSLocationInformation
	EPSLocationInformation
	E-UTRANCellGlobalId
	tE-UTRANCellGlobalId
	0 to 1

	
	
	TrackingAreaId
	tTrackingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	MMEName
	tString
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	
	
	UserCSGInformation
	tUserCSGInformation
	0 to 1

	tUserCSGInformation
	UserCSGInformation
	CSGId
	tCSGId
	1

	
	
	Extension
	tUserCSGInformation-Extension
	0 to 1

	tUserCSGInformation-Extension
	UserCSGInformation-Extension
	AccessMode
	tAccessMode
	0 to 1

	
	
	CMI
	tBool
	0 to 1

	tTADSinformation
	TADSinformation
	IMSVoiceOverPSSessionSupport
	tIMSVoiceOverPSSessionSupport
	1

	
	
	RATtype
	tRATtype
	0 to 1

	tISDNAddress
	ISDNAddress
	AddressString
	tAddressString
	0 to 9

	tPublicIdentity
	PublicIdentifiers
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	
	
	Extension
	tPublicIdentityExtension
	(0 to 1)

	tPublicIdentityExtension
	Extension
	IdentityType
	tIdentityType
	(0 to 1)

	
	
	WildcardedPSI
	tWildcardedPSI
	(0 to 1)

	
	
	Extension
	tPublicIdentityExtension2
	(0 to 1)

	tPublicIdentityExtension2
	Extension
	WildcardedIMPU
	tWildcardedIMPU
	(0 to 1)

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	
	
	ProfilePartIndicator
	tProfilePartIndicator
	0 to 1

	tTrigger
	TriggerPoint
	ConditionTypeCNF 
	tBool
	1

	
	
	SPT
	tSePoTri 
	1 to n

	tSePoTri
	SPT
	ConditionNegated
	tBool
	0 to 1

	
	
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString
	1

	
	
	
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	
	
	Extension
	tSePoTriExtension
	(0 to 1)

	tSePoTriExtension
	Extension
	RegistrationType
	tRegistrationType
	(0 to 2)

	tHeader
	SIPHeader
	Header
	tString
	1

	
	
	Content
	tString
	0 to 1

	tSessionDescription
	SessionDescription
	Line
	tString
	1

	
	
	Content
	tString
	0 to 1

	tApplicationServer
	ApplicationServer
	ServerName
	tSIP_URL
	1

	
	
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	
	
	Extension
	tApplicationServerExtension
	0 to 1

	tApplicationServerExtension
	Extension
	IncludeRegisterRequest
	tIncludeRegisterRequest
	0 to 1

	
	
	IncludeRegisterResponse
	tIncludeRegisterResponse
	0 to 1

	tIncludeRegisterRequest
	IncludeRegisterRequest
	(NOTE 3)
	(NOTE 3)
	0 to 1

	tIncludeRegisterResponse
	tIncludeRegisterResponse
	(NOTE 3)
	(NOTE 3)
	0 to 1

	tChargingInformation
	ChargingInformation
	PrimaryEventChargingFunctionName
	tDiameterURI
	0 to 1

(note 2)

	
	
	SecondaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

(note 2)

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

	tDSAI
	DSAI
	DSAI-Tag
	tDSAI-Tag
	1

	
	
	DSAI-Value
	tDSAI-Value
	1

	tUEReachabilityForIP
	UEReachabilityForIP
	UEIPReachabilityMME
	tUEIPReachabilityMME
	(0 to 1)

	
	
	Extension
	tUEReachabilityForIPExtension
	(0 to 1)

	tUEReachabilityForIPExtension
	Extension
	UEIPReachabilitySGSN
	tUEIPReachabilitySGSN
	(0 to 1)

	tSMSRegistrationInfo
	SMSRegistrationInfo
	IP-SM-GW-Number
	tIP-SM-GW-Number
	1

	NOTE 1:
“n” shall be interpreted as non-bounded.

NOTE 2:
At least one of these two information elements (PrimaryEventChargingFunctionName or PrimaryChargingCollectionFunctionName) shall be present.
NOTE 3:
empty cells shall be interpreted as complex XML elements without defined content.
NOTE 4:
the “ServiceLevelTraceInfo” XML element shall not be used in this release of the specification.


* * * Change to .xsd file * * * *

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema xmlns:xs="http://www.w3.org/2001/XMLSchema" elementFormDefault="qualified" attributeFormDefault="unqualified">

********text not shown for clarity************



<xs:complexType name="tInitialFilterCriteria">



<xs:sequence>




<xs:element name="Priority" type="tPriority"/>




<xs:element name="TriggerPoint" type="tTrigger" minOccurs="0"/>




<xs:element name="ApplicationServer" type="tApplicationServer"/>



<xs:element name="ProfilePartIndicator" type="tProfilePartIndicator" minOccurs="0"/>



<xs:element name="Extension" type="tExtension" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


<xs:complexType name="tTrigger">



<xs:sequence>




<xs:element name="ConditionTypeCNF" type="tBool"/>




<xs:element name="SPT" type="tSePoTri"  maxOccurs="unbounded"/>




<xs:element name="Extension" type="tExtension" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>


********text not shown for clarity************
* * * End of Change * * * *

