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* * * First Change * * * *

3D.x
ProSe Function Identity 
ProSe Function Identity is specified in 3GPP TS 29.344 [99].
The ProSe Function Identity is temporary subscriber data and is conditionaly stored in the HSS and in the ProSe Application Server. Absence of the ProSe Function identity in HSS indicates that the UE is not registered for ProSe.
* * * Next Change * * * *

 5.8
Proximity Services (ProSe) Data Storage

Table 5.8-1: Overview of data for Proximity Services
	PARAMETER
	Subclause
	HSS
	SLP
	MME
	ProSe Function
	ProSe Application Server
	TYPE

	IMSI
	2.1.1.1
	M
	C
	C
	C
	-
	P

	MSISDN
	2.1.2
	C
	C
	C
	C
	-
	P

	ProSe-Permission
	3D.2.1
	C
	-
	C
	C
	-
	P

	PLMN-Allowed-ProSe
	3D.2.2
	C
	-
	C
	C
	-
	P

	Application layer user ID
	3D.3
	-
	-
	-
	C
	C
	P

	EPC ProSe User ID
	3D.4
	-
	-
	-
	C
	C
	T

	ProSe Application ID
	3D.5
	-
	-
	-
	C
	-
	P

	ProSe Application Code
	3D.6
	-
	-
	-
	C
	-
	T

	Filter ID
	3D.7.1
	-
	-
	-
	C
	-
	P

	ProSe Application Code
	3D.7.2
	-
	-
	-
	C
	-
	P

	ProSe Application Mask
	3D.7.3
	-
	-
	-
	C
	-
	P

	TTLTimer T4002
	3D.7.4
	-
	-
	-
	C
	-
	P

	ProSe Function Identity
	3D.x
	C
	-
	-
	-
	C
	T


* * * End of Changes * * * *

