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* * * First Change * * * *

8.30
ECN Failure Indication
This procedure is used to report ECN related failures (see clause 6.2.13.4).

Table 8.30.1: Procedures between IMS-ALG and IMS-AGW: ECN Failure Indication

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	ECN Failure Indication
	IMS-AGW
	Context
	M
	This information element indicates the context for the bearer termination.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination for which the ECN failure is reported. 

	
	
	ECN Error Indication
	M
	This information element indicates an ECN failure event.

	ECN Failure Indication Ack
	IMS-ALG
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination where the command was executed.


 * * * Next Change * * * *

8.33
ICE Connectivity Check Result Notification
This procedure is used to report ICE connectivity check result for Full ICE (see clause 6.2.17.3).

Table 8.33.1: Procedures between IMS-ALG and IMS-AGW: ICE Connectivity Check Result Notification

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	ICE Connectivity Check Result Notification
	IMS-AGW
	Context
	M
	This information element indicates the context for the bearer termination.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination for which the ICE Connectivity Check Result is reported. 

	
	
	ICE Connectivity Check Result
	M
	This information element indicates an ICE Connectivity Check Result event.

	ICE Connectivity Check Result Notification Ack
	IMS-ALG
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination where the command was executed. 


* * * Next Change * * * *

8.34
ICE New Peer Reflexive Candidate Notification
This procedure is used to report ICE new peer reflexive candidate for Full ICE (see clause 6.2.17.4).

Table 8.34.1: Procedures between IMS-ALG and IMS-AGW: ICE New Peer Reflexive Candidate Notification

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	ICE New Peer Reflexive Candidate Notification
	IMS-AGW
	Context
	M
	This information element indicates the context for the bearer termination.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination for which the ICE New Peer Reflexive Candidate is reported. 

	
	
	ICE New Peer Reflexive Candidate
	M
	This information element indicates an ICE New Peer Reflexive Candidate event.

	ICE New Peer Reflexive Candidate Notification Ack
	IMS-ALG
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination where the command was executed. 


3GPP


