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	Reason for change:
	The Cause IE is specified as a Mandatory IE, with the criticality "ignore", in the Write-Replace Warning Response and in the Stop Warning Response messages. This implies that the CBC shall accept a Response message which would mistakenly not include the Cause IE. But in such case, the CBC could not derive with the rest of the message whether the response is successful or unsuccessful, and therefore whether the warning message has been started/stopped or not. 
4.5.3.5       Missing IE or IE group

The receiving node shall treat the missing IE/IE group according to the criticality information for the missing IE/IE group in the received message specified in the version of the present document used by the receiver:
Reject IE:

-     if a received response message is missing one or more IEs/IE groups with specified criticality "Reject IE, the receiving node shall consider the procedure as unsuccessfully terminated and initiate local error handling.
Ignore IE:

-     if a received response message is missing one or more IEs/IE groups with specified criticality "Ignore IE", the receiving node shall ignore that those IEs/IE groups are missing and continue with the procedure based on the other IEs/IE groups present in the message.



	
	

	Summary of change:
	The criticality of the Cause IE is changed to "reject" in the Write-Replace Warning Response and in the Stop Warning Response. 

	
	

	Consequences if not approved:
	Warning messages may be broadcast when the CBC assumes they are not. 

Warning messages may not be broadcast when the CBC assumes they are.
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* * * First Change * * * *

4.3.4.2.2
WRITE-REPLACE WARNING RESPONSE

This message is sent by the MME to acknowledge the CBC on the start or overwrite request of a warning message. 
Direction: MME ( CBC
Table 4.3.4.2.2-1: WRITE-REPLACE WARNING RESPONSE message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Cause
	M
	
	4.3.4.3.2
	
	YES
	reject

	Criticality Diagnostics
	O
	
	4.3.4.3.3
	
	YES
	ignore

	Unknown Tracking Area List
	O
	
	4.3.4.3.6
	
	YES
	ignore


* * * Next Change * * * *

4.3.4.2.4
STOP WARNING RESPONSE

This message is sent by the MME to acknowledge the CBC on the stop request of a warning message. 
Direction: MME ( CBC
Table 4.3.4.2.2-1: STOP WARNING RESPONSE message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Cause
	M
	
	4.3.4.3.2
	
	YES
	reject

	Criticality Diagnostics
	O
	
	4.3.4.3.3
	
	YES
	ignore

	Unknown Tracking Area List
	O
	
	4.3.4.3.6
	
	YES
	ignore


* * * Next Change * * * *

4.4.4
PDU definitions

Write-Replace-Warning-Response-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Cause



CRITICALITY reject
TYPE Cause




PRESENCE mandatory }
|


{ ID id-Criticality-Diagnostics

CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional } |


{ ID id-Unknown-Tracking-Area-List CRITICALITY ignore
TYPE List-of-TAIs
PRESENCE optional },


...

}

Stop-Warning-Response-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Cause



CRITICALITY reject
TYPE Cause




PRESENCE mandatory }
|


{ ID id-Criticality-Diagnostics

CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional } |


{ ID id-Unknown-Tracking-Area-List CRITICALITY ignore
TYPE List-of-TAIs
PRESENCE optional },


...

}

* * * End of Changes * * * *

