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	23.122
	274
	-
	Rel-13
	Correct Automatic Network Selection Mode Procedure for UE supporting E-UTRA
	F
	13.1.0
	C1-91
	C1-150975
	BlackBerry UK Ltd., Intel corp.
	SAES4
	1.2, 2, 4.4.3.2.1
	 

	24.301
	2083
	3
	Rel-13
	Detach and re-attach required for changes in E-UTRAN capabilities
	F
	13.1.0
	C1-91
	C1-151373
	Intel Corporation
	SAES4
	5.5.3.2.2
	 

	24.368
	17
	1
	Rel-13
	Correcting DDF to be valid XML document
	F
	12.3.0
	C1-91
	C1-151458
	Ericsson
	SAES4
	Annex A
	 

	24.301
	2140
	-
	Rel-13
	Clarifications on Disabling E-UTRA
	F
	13.1.0
	C1-92
	C1-151756
	Samsung Telecommunications
	SAES4
	5.5.1.3.4.2, 5.5.1.3.4.3, 5.5.3.3.4.2, 5.5.3.3.4.3
	 

	24.301
	2141
	1
	Rel-13
	Clarifications on Enabling E-UTRA when UE performs PLMN selection
	F
	13.1.0
	C1-92
	C1-152122
	Samsung Telecommunications
	SAES4
	4.5
	 

	24.301
	2155
	1
	Rel-13
	Clarifications on Enabling E-UTRA after handover
	F
	13.1.0
	C1-92
	C1-152124
	Samsung
	SAES4
	4.5
	 

	24.301
	2127
	-
	Rel-13
	TAU trigger at T3417ext expiry for MO CSFB
	F
	13.1.0
	C1-91
	C1-151148
	Huawei, HiSilicon
	SAES4-CSFB
	5.6.1.6
	 

	24.301
	2122
	2
	Rel-13
	Clarfication for TMSI handling during combined tracking area update procedure
	F
	13.1.0
	C1-91
	C1-151613
	Nokia Networks
	SAES4-CSFB
	5.5.3.3.4.2.
	 

	24.008
	2744
	1
	Rel-13
	Initiating a location update upon receipt of RAU Reject with GMM cause #10
	F
	13.1.0
	C1-92
	C1-151802
	Intel corp.
	SAES4-CSFB
	4.7.5.1.4
	 

	24.301
	2151
	1
	Rel-13
	RRC release with redirection for CSFB or 1x CSFB
	F
	13.1.0
	C1-92
	C1-152129
	Huawei, HiSilicon
	SAES4-CSFB
	5.6.1.6
	 

	24.301
	2167
	1
	Rel-13
	Allow UEs to proceed with CSFB after TAU Reject #9,#10 or #40
	F
	13.1.0
	C1-92
	C1-152130
	MediaTek Inc., Samsung
	SAES4-CSFB
	5.5.3.3.5
	 

	24.302
	414
	1
	Rel-13
	ID Type field of IDr payload carrying APN
	F
	13.1.0
	C1-91
	C1-151312
	Ericsson, Microsoft, Deutsche Telekom, Qualcomm Incorporated, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	SAES4-non3GPP
	7.2.2, 7.4.1
	 

	24.302
	417
	1
	Rel-13
	INITIAL_CONTACT notification when additional PDN connection is established
	F
	13.1.0
	C1-91
	C1-151316
	Ericsson
	SAES4-non3GPP
	6.5.3
	 

	24.302
	416
	3
	Rel-13
	Correction to ePDG selection
	F
	13.1.0
	C1-92
	C1-152128
	Deutsche Telekom, Ericsson, Intel Corporation, Alcatel-Lucent
	SAES4-non3GPP
	7.2.1
	 

	24.302
	449
	2
	Rel-13
	IKEv2 liveness check
	B
	13.1.0
	C1-92
	C1-152441
	Qualcomm Incorporated, Deutsche Telekom
	SAES4-non3GPP
	7.2.2, 7.2.2A (new), 7.4.1, 7.4.1A (new), 8.2.4.x (new), G.y (new), G.y.1 (new), G.y.2 (new)
	 

	24.302
	445
	3
	Rel-13
	Adding a general subclause to clause 5
	F
	13.1.0
	C1-92
	C1-152443
	BlackBerry UK Ltd.
	SAES4-non3GPP
	5.0 (NEW)
	 

	24.302
	422
	3
	Rel-13
	Cause value for EPC forbidden
	F
	13.1.0
	C1-92
	C1-152481
	Huawei, HiSilicon
	SAES4-non3GPP
	6.5.2.1
	 

	24.302
	443
	3
	Rel-13
	Clarify when to use root NAI
	F
	13.1.0
	C1-92
	C1-152482
	BlackBerry UK Ltd.
	SAES4-non3GPP
	5.2.1
	 

	24.302
	450
	4
	Rel-13
	Switch-on and switch-off for non-3GPP access
	F
	13.1.0
	C1-92
	C1-152492
	Qualcomm Incorporated
	SAES4-non3GPP
	5.1.1, 5.2, 5.2.1, 5.2.2, 5.2.2.2, 5.2.2.2.1, 5.2.3.1.2, 5.2.3.1.2.1, 5.2.3.2.1, 6.4.2.6.2
	 


