Page 1



3GPP TSG CT3 Meeting #81
C3-151389
Sanya, PRChina; 25th  – 29th May 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.212
	CR
	1312
	rev
	2
	Current version:
	12.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	QoS change of default bearer

	
	

	Source to WG:
	ZTE, Huawei

	Source to TSG:
	C3

	
	

	Work item code:
	SAES-St3-PCC, TEI12
	
	Date:
	2015-05-29

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	It has been agreed that whenever the PCRF modifies the Authorized Default EPS Bearer QoS, the PCRF shall simultaneously modify the QCI and ARP of all PCC Rules that, according to the operator policy, shall have the same QoS as the default bearer. The PCEF/BBERF shall re-evaluate the bearer binding taking into account the default bearer QoS change and any PCC/QoS Rule operation requested by the PCRF.

	
	

	Summary of change:
	1) Change the statement in subclause B.3.3.6 to align with the SA2 agreement.
2) Remove the NOTE1

	
	

	Consequences if not approved:
	Unspecified PCEF/BBERF behavior in case of PCRF changing the QoS of the default bearer by providing the Authorized Default EPS Bearer QoS parameter. 

Missing requirement for the PCRF to simultaniously modify at least one PCC/QoS rule in the same way the Authorized Default EPS Bearer QoS is modified potentially leading to an IP-CAN session termination.

	
	

	Clauses affected:
	B.3.3.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** 1st Change ***

B.3.3.6
Policy enforcement for authorized QoS of the Default EPS Bearer
The procedures defined in subclause 4.5.5.10 apply.

Whenever the PCRF modifies the Authorized QoS of the default bearer, the PCRF shall simultaneously modify the QCI and/or ARP of all PCC/QoS Rules that, according to the operator policy, shall have the same QoS as the default bearer. The PCEF/BBERF shall re-evaluate the bearer binding procedure defined in subclause 5.4 in the 3GPP TS 29.213 [8] taking into account the default bearer QoS change and any PCC/QoS Rule operation requested by the PCRF.

NOTE 1:
The network configuration can ensure that at least one PCC/QoS Rule is bound to the default bearer by applying either operator policies in the PCRF ensuring that a PCC/QoS Rule with matching QoS will be active or in the PCEF/BBERF ensuring that a predefined PCC/QoS Rule not known to the PCRF is bound to the default bearer.
*** End of Change ***

