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***** First change *****
5.6.2
Procedure description
The TWAG shall initiate the PDN connectivity modification procedure by sending a PDN MODIFICATION REQUEST message to the UE, starting the timer T3586 and enter the state PROCEDURE TRANSACTION PENDING (see example in figure 5.6.2.1).
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Figure 5.6.2.1: TWAG-initiated PDN connectivity modification procedure
***** Next change *****
5.6.6
Abnormal cases in the TWAG
The following abnormal cases can be identified:

a)
Expiry of timer T3586:


On the first expiry of the timer T3586, the TWAG shall resend the PDN MODIFICATION REQUEST and shall reset and restart timer T3586. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3586, the TWAG shall abort the procedure and enter the state PDN CONNECTION ESTABLISHED.

The TWAG may continue to use the previous configuration of the PDN connectivity or initiate PDN disconnection procedure.

b)
Collision of TWAG initiated PDN connectivity modification procedure and UE requested PDN disconnection procedure:


When the TWAG receives a PDN DISCONNECT REQUEST message during a TWAG initiated PDN connectivity modification procedure, the TWAG shall terminate the PDN connectivity modification procedure locally and proceed with the PDN disconnect procedure.

***** Next change *****
5.7.2
Procedure description
The UE shall initiate the PDN connectivity modification procedure by sending a PDN MODIFICATION REQUEST message to the UE, starting the timer T3586, and entering the state PDN MODIFICATION PENDING (see example in figure 5.7.2.1).
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Figure 5.7.2.1: UE-initiatd PDN connectivity modification procedure
***** Next change *****
5.7.5
Abnormal cases in the UE
The following abnormal cases can be identified:

a)
Expiry of timer T3586:


On the first expiry of the timer T3586, the UE shall resend the PDN MODIFICATION REQUEST and shall reset and restart timer T3586. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3586, the UE shall abort the procedure, release the PTI allocated for this activation and enter the state PROCEDURE TRANSACTION INACTIVE.
b)
Unknown PDN connection ID

Upon receipt of the PDN MODIFICATION REJECT message including ESM cause #43 "invalid EPS bearer identity", the UE shall release the existing PDN connection locally without peer-to-peer signalling between the UE and the TWAG.

c)
Collision of a UE requested PDN connectivity modification procedure and a TWAG requested PDN disconnection procedure.


When the UE receives a PDN DISCONNECT REQUEST message during the PDN connectivity modification procedure, and the PDN connection ID indicated in the PDN DISCONNECT REQUEST message is the PDN connection ID the UE indicated in the UE requested PDN connectivity modification procedure, then the UE shall abort the UE requested PDN connectivity modification procedure and proceed with the PDN disconnection procedure.


***** Next change *****
9.1
Timers

Table 9.1.1: WLCP timers – UE side

	TIMER
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3582
	8s
	PROCEDURE TRANSACTION PENDING
	PDN CONNECTIVITY REQUEST sent
	PDN CONNECTIVITY ACCEPT received or PDN CONNECTIVITY REJECT received
	Retransmission of the same message

	T3592
	6s
	PROCEDURE TRANSACTION PENDING
	PDN DISCONNECT REQUEST sent
	PDN DISCONNECT ACCEPT received or PDN DISCONNECT REJECT received
	Retransmission of the same message

	Tw1
	NOTE 2
	PDN CONNECTIVITY PENDING or SCM_RESPONSE (defined in 3GPP TS 24.302 [3]) reception
	PDN CONNECTIVITY REJECT with a timer value for Tw1 received, SCM_RESPONSE (defined in 3GPP TS 24.302 [3]) with a timer value for Tw1 received 
	PDN DISCONNECT REQUEST with cause #39 "reactivation requested"
	None

	T3586
	8s
	PROCEDURE TRANSACTION PENDING
	PDN MODIFICATION REQUEST sent
	PDN MODIFICATION ACCEPT received or PDN MODIFICATION REJECT received
	Retransmission of the same message

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.
NOTE 2:
The value of this timer can be provided by the network operator when a request to activate a PDN connection is rejected by the network with a certain cause or when a request to activate a PDN connection in single-connection mode (defined in 3GPP TS 24.302 [3]) is rejected by the network with a certain cause.


Table 9.1.2: WLCP timers – TWAG side

	TIMER
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3585
	8s
	PDN CONNECTIVITY PENDING

PROCEDURE TRANSACTION PENDING
	PDN CONNECTIVITY ACCEPT sent
	PDN CONNECTIVITY COMPLETE received 
or PDN CONNECTIVITY REJECT received 
	Retransmission of the same message

	T3595
	8s
	PDN DISCONNECT PENDING

PROCEDURE TRANSACTION PENDING
	PDN DISCONNECT REQUEST sent
	PDN DISCONNECT ACCEPT received
	Retransmission of the same message

	T3586
	8s
	PROCEDURE TRANSACTION PENDING
	PDN MODIFICATION REQUEST sent
	PDN MODIFICATION ACCEPT received or PDN MODIFICATION REJECT received
	Retransmission of the same message

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.


***** End of changes *****
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