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	Clauses affected
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	24.301
	2446
	1
	Rel-13
	ACB handling in NB-S1 mode
	F
	13.5.0
	C1-98
	C1-162949
	Huawei, HiSilicon, LG Electronics
	CIoT-CT
	5.5.1.2.6, 5.5.2.2.4, 5.5.3.2.6, 5.6.1.6
	 

	24.008
	2964
	2
	Rel-13
	Addition of APN rate control parameters
	B
	13.5.0
	C1-98
	C1-163095
	Ericsson
	CIoT-CT
	10.5.6.3. 10.5.6.3.1 (new), 10.5.6.3.2 (new)
	TS/TR 23.401 CR 2999 (SA2)

	24.301
	2384
	1
	Rel-13
	Alignement on terminology
	F
	13.5.0
	C1-97
	C1-161987
	Huawei, HiSilicon, ZTE
	CIoT-CT
	9.9.3.12A
	 

	24.301
	2324
	9
	Rel-13
	CIoT ESM Procedure for Transfer of Data via MME
	B
	13.5.0
	CT1 adhoc on IoT
	C1A160119
	Intel, Vodafone, Ericsson, ZTE, CATT, Deutsche Telekom, AT&T, Huawei, HiSilicon
	CIoT-CT
	6.1.2, 6.6.X (new), 6.6.X.1 (new), 6.6.X.2 (new), 6.6.X.3 (new), 6.6.X.4 (new), 6.6.X.5 (new), 8.3.Y (new), 8.3.Y.1 (new), 8.3.Y.2 (new), 9.8, 9.9.4.XX (new), 9.9.4.XY (new)
	 

	24.301
	2395
	11
	Rel-13
	CIoT Updates to Service Request Procedure for Transfer of Data via MME
	B
	13.5.0
	C1-98
	C1-163155
	Intel, Vodafone, ZTE, CATT, Deutsche Telekom, Nokia, Verizon, Alcatel-Lucent Shanghai Bell, AT&T, Huawei, HiSilicon, LG Electronics, InterDigital, Mediatek Inc.
	CIoT-CT
	3.1, 4.2, 4.4.2.1, 4.4.2.3, 4.4.4.1, 4.4.4.3, 4.4.5, 5.3.1.1, 5.3.1.2, 5.3.15, 5.6.1.1, 5.6.1.2, 5.6.1.2.1 (new), 5.6.1.2.2 (new), 5.6.1.3, 5.6.1.4, 5.6.1.5, 5.6.1.6, 5.6.1.7, 5.6.3.1, 5.6.3.2, 5.6.3.3, 8.2.X (new), 8.2.Y (new), 9.3.1, 9.8, 9.9.3.XX (new)
	 

	24.301
	2354
	2
	Rel-13
	Clean up of CIoT terms
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160009
	Ericsson
	CIoT-CT
	3.1, 3.2, 5.3.1.3, 5.3.15, 5.6.2.2.1.1, 5.6.2.4, 9.9.3.0A, 9.9.3.0B, 9.9.3.34
	TS 23.401 CR#3017 (SA2)

	24.301
	2450
	-
	Rel-13
	Clean-up Editorial Notes for CIoT
	F
	13.5.0
	C1-98
	C1-162706
	Huawei, HiSilicon
	CIoT-CT
	6.5.1.3
	 

	24.301
	2379
	1
	Rel-13
	Control-plane CIoT EPS optimization for UEs in NB-S1 mode
	F
	13.5.0
	C1-97
	C1-162152
	Huawei, HiSilicon
	CIoT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4
	 

	24.301
	2394
	-
	Rel-13
	Correction on network behavior negotiation during CIoT attach
	B
	13.5.0
	C1-97
	C1-161931
	Nokia, Verizon
	CIoT-CT
	9.9.3.0A, 9.9.3.0B
	 

	24.301
	2383
	1
	Rel-13
	Correction to description of CIoT EPS optimizations
	F
	13.5.0
	C1-97
	C1-162150
	Huawei, HiSilicon
	CIoT-CT
	5.3.15
	 

	24.301
	2430
	-
	Rel-13
	Correction to the CIoT definitions
	F
	13.5.0
	C1-98
	C1-162634
	Huawei, HiSilicon
	CIoT-CT
	3.1
	 

	24.301
	2372
	3
	Rel-13
	Correction to the coding of the Supported Network Behavior
	F
	13.5.0
	C1-98
	C1-162330
	Qualcomm Incorporated
	CIOT-CT
	9.9.3.0A
	 

	23.122
	293
	2
	Rel-13
	Disabling emergency calls for NB-IoT devices in limited service state
	C
	13.4.0
	CT1 adhoc on IoT
	C1A160105
	Deutsche Telekom
	CIoT-CT
	2, 3.5
	 

	24.301
	2385
	3
	Rel-13
	DRX during attach and TAU when in NB-S1 mode
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160047
	Huawei, HiSilicon, Vodafone
	CIoT-CT
	5.5.1.2.2, 5.5.3.2.2
	 

	24.301
	2410
	2
	Rel-13
	Enabling to switch from CP to UP CIoT EPS optimization
	C
	13.5.0
	CT1 adhoc on IoT
	C1A160122
	Huawei, HiSilicon
	CIoT-CT
	5.5.3.2.2, 5.5.3.3.2
	TS 23.401 CR2995(SA2)

	24.301
	2417
	4
	Rel-13
	Encoding of the Header Compression Configuration IE
	B
	13.5.0
	C1-98
	C1-163156
	Qualcomm Incorporated, Nokia
	CIoT-CT
	8.3.6, 8.3.20.1, 9.9.4.22
	 

	24.301
	2435
	3
	Rel-13
	EPS attach with CIoT EPS Optimisation based on System information
	B
	13.5.0
	C1-98
	C1-163127
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon, Huawei, HiSilicon
	CIoT-CT
	5.5.1.2.2, 5.5.3.2.2
	TS/TR 23.401 CR 3015 (SA2)

	24.301
	2433
	1
	Rel-13
	EPS attached without PDN connectivity Indication
	B
	13.5.0
	C1-98
	C1-162985
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	5.3.15, 9.9.3.34
	 

	24.301
	2380
	1
	Rel-13
	EPS services and "SMS only" for a UE that supports NB-S1 mode only
	F
	13.5.0
	C1-97
	C1-162153
	Huawei, HiSilicon
	CIoT-CT
	5.5.1.2.2, 5.5.1.2.4, 5.5.3.2.4
	 

	23.122
	292
	7
	Rel-13
	Extend search cycle for higher priority PLMN
	C
	13.4.0
	C1-98
	C1-163109
	Deutsche Telekom, Huawei, HiSilicon, Mediatek Inc, Vodafone, Nokia, Intel Corporation
	CIoT-CT
	1.1, 4.4.3.3.1
	TS 22.011 CR 0235(SA1)

	24.301
	2412
	-
	Rel-13
	General subscription update for new ESM procedure for CIoT data transfer
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160064
	Huawei, HiSilicon
	CIoT-CT
	6.1.1
	 

	24.301
	2364
	5
	Rel-13
	Header compression configuration IEI value
	F
	13.5.0
	C1-98
	C1-163108
	Nokia, Alcatel-Lucent Shanghai Bell, Huawei, HiSilicon, InterDigital
	CIoT-CT
	8.3.6.1, 8.3.20.1, 9.9.4.23
	 

	24.301
	2429
	2
	Rel-13
	Header compression configuration status IE handling
	B
	13.5.0
	C1-98
	C1-163125
	Huawei, HiSilicon
	CIoT-CT
	6.2A, 6.4.3.1, 6.4.3.2, 6.4.3.3, 6.5.4.1, 6.5.4.2, 6.5.4.3, 8.3.18.1, (new) 8.3.18.11, 8.3.10.1, (new) 8.3.10.7
	 

	24.301
	2371
	6
	Rel-13
	Header Compression Configuration status in the TAU Accept message
	B
	13.5.0
	CT1 adhoc on IoT
	C1A160129
	Qualcomm Incorporated
	CIOT-CT
	5.5.3.2.4, 8.2.26.1, 8.2.26.x (new), 9.9.4.x (new)
	TS 23.401 CR#2994 (SA2)

	24.301
	2381
	6
	Rel-13
	Indication of support of CIoT EPS optimizations to the UE
	F
	13.5.0
	C1-98
	C1-163133
	Huawei, HiSilicon, Nokia, Alcatel-Lucent Shanghai Bell, Ericsson
	CIoT-CT
	9.9.3.12A
	 

	24.301
	2386
	1
	Rel-13
	Indication of support of emergency bearer services when UE accesses via NB-S1 mode
	F
	13.5.0
	C1-97
	C1-162157
	Huawei, HiSilicon
	CIoT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4
	 

	24.301
	2441
	1
	Rel-13
	Introducing Access Barring (AB) for NB-IoT
	B
	13.5.0
	C1-98
	C1-162967
	LG Electronics
	CIoT-CT
	5.3.10, 5.5.3.2.6, 5.6.1.6
	 

	24.301
	2390
	2
	Rel-13
	Limitation on EPS bearer activation for non-IP PDN  in EPS CP CIoT optimization
	F
	13.5.0
	C1-98
	C1-162309
	Samsung, Huawei, HiSilicon
	CIoT-CT
	6.1.1
	 

	24.008
	2961
	4
	Rel-13
	Link MTU for non-IP connection
	B
	13.5.0
	C1-98
	C1-162793
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon, Ericsson
	CIoT-CT
	10.5.6.3
	TS/TR 23.682 CR 0182 TS/TR 23.060 CR 1999 (SA2)

	24.301
	2374
	7
	Rel-13
	NAS priority configuration for NB-IoT and non-NB-IoT UE
	B
	13.5.0
	C1-98
	C1-163154
	Qualcomm Incorporated, CATT
	CIoT-CT
	D.1
	 

	24.301
	2406
	6
	Rel-13
	NAS signalling connection recovery for CP CIoT Optimization
	F
	13.5.0
	C1-98
	C1-162973
	LG Electronics, Huawei, HiSilicon
	CIoT-CT
	5.5.3.2.2
	 

	24.301
	2400
	1
	Rel-13
	Network features per TAI list
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160098
	ZTE, Vodafone
	CIoT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4
	TS 23.401 CR 3014 (SA2)

	24.301
	2370
	1
	Rel-13
	Optional support for header compression during attach for CIoT EPS optimization
	B
	13.5.0
	C1-97
	C1-162123
	Qualcomm Incorporated
	CIoT-CT
	6.5.1.2, 6.5.1.3, 8.3.6.13, 8.3.20.7
	 

	24.301
	2378
	3
	Rel-13
	Paging handling for the UE using User Plane CIoT optimization
	B
	13.5.0
	CT1 adhoc on IoT
	C1A160115
	Nokia, Verizon, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	5.6.2.1, 5.6.2.2.1.1
	 

	24.301
	2365
	4
	Rel-13
	Paging response for MT CIoT data
	C
	13.5.0
	CT1 adhoc on IoT
	C1A160109
	Huawei, HiSilicon, CATT
	CIoT-CT
	5.6.2.2.1.1
	 

	24.301
	2454
	1
	Rel-13
	Paging timer for resume
	F
	13.5.0
	C1-98
	C1-162930
	ZTE
	CIoT-CT
	5.6.2.2.1.1
	 

	24.301
	2368
	2
	Rel-13
	Partly ciphered CIoT Data via MME for the ECM-IDLE UE
	F
	13.5.0
	C1-98
	C1-162310
	Huawei, HiSilicon
	CIoT-CT
	4.4.3.4
	 

	23.122
	298
	3
	Rel-13
	PLMN selection when the network and UE capabilities for CIoT do not match
	B
	13.4.0
	C1-98
	C1-163137
	Qualcomm Incorporated, CATT, Nokia, Alcatel-Lucent Shanghai Bell, Verizon, , Huawei, HiSilicon
	CIOT-CT
	4.4.3.1.1, 4.4.3.1.2, 4.4.3.2.1
	TS 23.401 CR#3015 (SA2)

	24.301
	2448
	-
	Rel-13
	Principles of address handling for new ESM DATA TRANSPORT message
	F
	13.5.0
	C1-98
	C1-162704
	Huawei, HiSilicon
	CIoT-CT
	6.3.2
	 

	24.301
	2449
	1
	Rel-13
	Principles of address handling for new ESM DUMMY MESSAGE
	F
	13.5.0
	C1-98
	C1-162948
	Huawei, HiSilicon
	CIoT-CT
	6.1.2, 6.3.2
	 

	24.301
	2366
	4
	Rel-13
	Priority handling of NAS signalling vs CIoT data over NAS
	C
	13.5.0
	C1-98
	C1-163146
	Huawei, HiSilicon, Vodafone, Deutsche Telekom, Telecom Italia, ZTE
	CIoT-CT
	6.1.2
	 

	24.301
	2398
	6
	Rel-13
	Procedures for APN Rate Control
	B
	13.5.0
	C1-98
	C1-163138
	Ericsson
	CIoT-CT
	6.3.x (new), 6.4.1.3, 6.4.2.3, 6.4.3.3, 6.5.1.2
	TS 23.060 CR 1999 (SA2)

	24.301
	2367
	3
	Rel-13
	Re-establish DRBs in CP CIoT optimization
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160084
	Huawei, HiSilicon, CATT
	CIoT-CT
	5.5.3.1, 5.5.3.2.4
	 

	24.301
	2397
	7
	Rel-13
	Serving PLMN rate control
	B
	13.5.0
	C1-98
	C1-163139
	Ericsson
	CIoT-CT
	6.3.y (new),6.4.1.3, 8.3.6.1, 8.3.6.x2 (new), 9.9.4.y (new)
	TS 23.401 CR#2999 (SA2)

	24.301
	2408
	2
	Rel-13
	SMS transfer using Control Plane CIoT EPS optimization
	B
	13.5.0
	CT1 adhoc on IoT
	C1A160120
	Nokia, Verizon, Alcatel-Lucent Shanghai Bell, InterDigital
	CIoT-CT
	5.3.15, 5.6.3.1, 5.6.3.2, 5.6.3.3, 8.2.x (yellow highlight part), 9.9.3.xx (yellow highlight part)
	TS/TR 23.401 CR 2997 (SA2)

	24.301
	2342
	11
	Rel-13
	Support of EMM-REGISTERED without PDN connection
	C
	13.5.0
	C1-98
	C1-163097
	Huawei, HiSilicon, Intel, ZTE, Samsung, Nokia, Verizon
	CIoT-CT
	3.1, 4.1, 4.2, 5.1.2, 5.1.3.2.2.4, 5.1.3.2.2.7, 5.1.3.4.3, 5.1.3.4.4, 5.1.4, 5.5.1.1, 5.5.1.2.2, 5.5.1.2.4, 5.5.1.2.5, 5.5.1.2.6, 5.5.1.3.4.2, 5.5.1.3.5,  5.5.3.2.4, 5.6.1.4, 6.1.1, 6.3.2, 6.5.2.4, 8.3.12A (new), 9.8
	 

	24.301
	2382
	2
	Rel-13
	Support of Header compression for control-plane EPS CIoT optimization
	F
	13.5.0
	C1-98
	C1-163132
	Huawei, HiSilicon
	CIoT-CT
	6.2A
	 

	24.301
	2460
	-
	Rel-13
	Support of PCO signaling for SCEF PDN connection
	B
	13.5.0
	C1-98
	C1-162797
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	CIoT-CT
	6.6.1.3
	TS/TR 23.682 CR 0182 TS/TR 23.060 CR 1999 (SA2)

	24.301
	2401
	1
	Rel-13
	Timer table for Data Service Request
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160097
	ZTE,
	CIoT-CT
	10.2
	 

	24.301
	2405
	1
	Rel-13
	Trigger to resume NAS signalling in EMM procedures
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160100
	CATT, Huawei, HiSilicon
	CIoT-CT
	5.3.1.1
	 

	24.368
	22
	6
	Rel-13
	UE configuration for exceptional data reporting
	B
	13.2.0
	C1-98
	C1-162971
	Qualcomm Incorporated, Vodafone
	CIOT-CT
	3.1, 4, 5.3, 5.x (new), Annex A
	TS 24.301 CR#2374 (same pack)

	24.301
	2353
	7
	Rel-13
	Update of User Plane EPS optimization
	F
	13.5.0
	C1-98
	C1-163157
	Ericsson, CATT, ZTE
	CIoT-CT
	5.3.1.3
	 

	24.301
	2393
	1
	Rel-13
	Update to voice domain preference and UE's usage setting conditions
	F
	13.5.0
	C1-97
	C1-162158
	Huawei, HiSilicon
	CIoT-CT
	8.2.4.13, 8.2.29.19
	 

	24.008
	2958
	1
	Rel-13
	Update to voice domain preference and UE's usage setting conditions
	F
	13.5.0
	C1-97
	C1-162160
	Huawei, HiSilicon
	CIoT-CT
	2.1, 2.1.2, 9.4.1.11, 9.4.14.16, 10.5.5.28
	 

	24.301
	2461
	-
	Rel-13
	Updates to the UE network capability IE due to CIoT
	F
	13.5.0
	C1-98
	C1-163134
	Huawei, HiSilicon, Ericsson
	CIoT-CT
	9.9.3.34
	 

	24.301
	2387
	3
	Rel-13
	User-plane EPS optimization and S1-U data transfer
	F
	13.5.0
	CT1 adhoc on IoT
	C1A160099
	Huawei, HiSilicon, Vodafone
	CIoT-CT
	5.3.15
	 

	24.301
	2409
	6
	Rel-13
	Signalling of link MTU during non-IP connection establishment
	B
	13.5.0
	C1-98
	C1-163144
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	CIoT-CT, TEI13
	6.4.1.3
	TS/TR 23.682 CR 0182 TS/TR 23.060 CR 1999 (SA2)

	24.301
	2427
	3
	Rel-13
	Update of NAS timers to support NB-S1 mode
	B
	13.5.0
	C1-98
	C1-163140
	Huawei, HiSilicon
	CIoT-CT
	(new) 4.7,10.2, 10.3
	 


