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	In 23.161, there is the following Stage 2 requirement:-

In the case of SCM/S2a, the UE and the network determine as follows the default access for a PDN Connection during the first procedure of IP flow mobility within a PDN connection:

-
In UE-initiated NBIFOM mode, the UE proposes a default access to the network during the first UE-initiated IP flow mobility procedure via 3GPP. The network may accept the default access if it complies with the subscription. The default access replied by the network may be different than the default access requested by the UE.

The resultant Stage 3 text out of that Stage 2 has missed out the indication of / request of default access is conveyed over the 3GPP access when the corresponding 3GPP session management procedure is triggered.
In addition, the chosen Stage 3 text has introduced ambiguity that somehow the UE has to keep track of the sequences of session management procedures that was triggered.


	
	

	Summary of change:
	Text introduced to ensure that the default access indication is to be provided in the very first IP flow mobility procedure executed over 3GPP access.

	
	

	Consequences if not approved:
	It remains ambigious when the default access indication is to be provided.

	
	

	Clauses affected:
	5.3.1.1, 5.3.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * first change * * * 
5.3.1.1
UE-initiated IP flow mobility over GERAN or UTRAN
If the NBIFOM applies to a PDN connection, the PDN connection is connected simultaneously over GERAN or UTRAN and WLAN, and the UE-initiated NBIFOM mode is the selected NBIFOM mode, then upon request to initiate UE-initiated IP flow mobility over GERAN or UTRAN, the UE shall initiate the PDP context modification procedure according to 3GPP TS 24.008 [3].
In the MODIFY PDP CONTEXT REQUEST message of the PDP context modification procedure, the UE shall include the NBIFOM container IE. In the NBIFOM container IE:

a)
the UE shall include the NBIFOM routing rules parameter with the requested routing rules; and

b)
if the PDN connection is connected simultaneously over GERAN or UTRAN and over trusted WLAN using SCM, the UE shall include the NBIFOM default access parameter when the first time the UE initiates an IP flow mobility procedure over 3GPP access.

Upon receiving a MODIFY PDP CONTEXT ACCEPT message:

a)
the UE shall apply the requested routing rules; and

b)
if the NBIFOM container IE contains the NBIFOM default access parameter, the UE shall consider the NBIFOM default access parameter as the NBIFOM default access.

* * * next change * * * 
5.3.1.2
UE-initiated IP flow mobility over E-UTRAN

If the NBIFOM applies to a PDN connection, the PDN connection is connected simultaneously over E-UTRAN and WLAN, and the UE-initiated NBIFOM mode is the selected NBIFOM mode, then upon request to initiate UE-initiated IP flow mobility over E-UTRAN, the UE shall initiate the UE requested bearer resource modification procedure or the UE requested bearer resource allocation procedure according to 3GPP TS 24.301 [4].
In:

a)
the BEARER RESOURCE MODIFICATION REQUEST message of the UE requested bearer resource modification procedure; or

b)
the BEARER RESOURCE ALLOCATION REQUEST message of the UE requested bearer resource allocation procedure;
the UE shall include the NBIFOM container IE. In the NBIFOM container IE:

a)
the UE shall include the NBIFOM routing rules parameter with the requested routing rules; and

b)
if the PDN connection is connected simultaneously over E-UTRAN and over trusted WLAN using SCM, the UE shall include the NBIFOM default access parameter when the first time the UE initiates an IP flow mobility procedure over 3GPP access.

Upon receiving:

a)
an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message of the dedicated EPS bearer context activation procedure, such that:
1)
the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message is related to the UE requested bearer resource modification procedure or the UE requested bearer resource allocation procedure; and
2)
the IEs of the ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message are acceptable;

b)
a MODIFY EPS BEARER CONTEXT REQUEST message of the EPS bearer context modification procedure such that:
1)
the MODIFY EPS BEARER CONTEXT REQUEST message is related to the UE requested bearer resource modification procedure or the UE requested bearer resource allocation procedure; and

2)
the IEs of the MODIFY EPS BEARER CONTEXT REQUEST message are acceptable; or

c)
a DEACTIVATE EPS BEARER CONTEXT REQUEST message of the EPS bearer context deactivation procedure such that:
1)
the DEACTIVATE EPS BEARER CONTEXT REQUEST message is related to the UE requested bearer resource modification procedure or the UE requested bearer resource allocation procedure; and
2)
the EPS bearer identity IE of the DEACTIVATE EPS BEARER CONTEXT REQUEST message indicates identity of a dedicated EPS bearer context;
then:

a)
the UE shall send the ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message, the MODIFY EPS BEARER CONTEXT ACCEPT message or the DEACTIVATE EPS BEARER CONTEXT ACCEPT message; and
b)
the UE shall apply the requested routing rules; and

c)
if the NBIFOM container IE contains the NBIFOM default access parameter, the UE shall consider the NBIFOM default access parameter as the NBIFOM default access.
Upon receiving a BEARER RESOURCE MODIFICATION REJECT message or a BEARER RESOURCE ALLOCATION REJECT message, the UE shall consider the NBIFOM status parameter of the NBIFOM container IE of the BEARER RESOURCE MODIFICATION REJECT message or a BEARER RESOURCE ALLOCATION REJECT message as the cause of failure.
* * * end of change * * * 
