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***** Next change *****
5.3.2.10
Network-initiated IP flow mobility over untrusted WLAN

If the ePDG receives a Delete Bearer Request message, or an Update Bearer Request message, or a Create Bearer Request message including NBIFOM container IE from the PGW as specified in 3GPP TS 29.274 [7],

a)
the ePDG shall construct the NBIFOM_GENERIC_CONTAINER Notify payload as specified in 3GPP TS 24.302 [5] and copy the NBIFOM container contents from the NBIFOM container IE into the NBIFOM container contents field of the NBIFOM_GENERIC_CONTAINER Notify payload ; and

b)
the ePDG shall include the NBIFOM_GENERIC_CONTAINER Notify payload in the INFORMATIONAL request message to the UE.
***** Next change *****
5.7.2.5
RAN rule indication via untrusted WLAN

Once the ePDG receives an INFORMATIONAL request message including NBIFOM container IE from the UE, the ePDG shall send the INFORMATIONAL response message to the UE as specified in subclause 6.7.2 of 3GPP TS 23.161 [2].
If the ePDG receives an Update Bearer Request message, or a Create Bearer Request message, or a Bearer Resource Failure Indication message including NBIFOM container IE from the PDN GW as specified in 3GPP TS 29.274 [7]:

a)
the ePDG shall construct the NBIFOM_GENERIC_CONTAINER Notify payload as specified in 3GPP TS 24.302 [5] and copy the NBIFOM container contents from the NBIFOM container IE into the NBIFOM container contents field of the NBIFOM_GENERIC_CONTAINER Notify payload;

b)
the ePDG shall include the NBIFOM_GENERIC_CONTAINER Notify payload in the INFORMATIONAL request message to the UE;

c)
the ePDG shall include a PTI notify payload as specified in subclause 7.4.2.1 of 3GPP TS 24.302 [5] in the INFORMATIONAL request message to the UE; and

d)
if receiving the Bearer Resource Failure Indication message, the ePDG shall also include a Notify payload indicating an error in the INFORMATIONAL request message to the UE.
