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	Reason for change:
	In the Network-initiated IP flow mobility procedure, the delete bearer request message has been removed from the GERAN/UTRAN case, E-UTRAN case, and trusted WLAN using MCM cases, see the agreed C1-161989 in the last CT1 meeting.  
In order to keep the consistent behavior on the PGW side, it is proposed to remove the delete bearer request message from the Network-initiated IP flow mobility over untrusted WLAN case too. 
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	Remove the delete bearer request message from the Network-initiated IP flow mobility over untrusted WLAN case.

	
	

	Consequences if not approved:
	Unnecessary information element in the message leading to incompatibility issues. 

	
	

	Clauses affected:
	5.3.2.10

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS 24.161 CR 0007 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** Next change *****
5.3.2.10
Network-initiated IP flow mobility over untrusted WLAN
If the ePDG receives an Update Bearer Request message, or a Create Bearer Request message including NBIFOM container IE from the PGW as specified in 3GPP TS 29.274 [7],

a)
the ePDG shall construct the NBIFOM_GENERIC_CONTAINER attribute as specified in 3GPP TS 24.302 [5] and copy the NBIFOM container contents from the NBIFOM container IE into the NBIFOM container contents field of the NBIFOM_GENERIC_CONTAINER attribute; and

b)
the ePDG shall include the NBIFOM_GENERIC_CONTAINER attribute in the CFG_REPLY configuration payload of the INFORMATIONAL request message to the UE.
***** End of change *****
