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	Reason for change:
	The UE may initiate the IP flow mobility in the secondary PDP context Activation Procedure. For example, in the establishment of new IP flow via 3GPP access, the UE sends the ACTIVATE SECONDARY PDP CONTEXT REQUEST message including the requested routing rule simultaneously, and then the network provides the feedback in the ACTIVATE SECONDARY PDP CONTEXT ACCEPT or REJECT message. All these messages have been extended to include the NBIFOM container IE in the TS 24.008.  However, the secondary PDP context Activation Procedure is not defined in the TS 24.161 for the UE-initiated IP flow mobility. 
Additionally, for the SGSN behaviour in the UE-initiated IP flow mobility procedures defined in subcaluse 5.3.2.1, the SGSN shall send MODIFY PDP CONTEXT ACCEPT message to the UE when it receives a Delete Bearer Request message, or an Update Bearer Request message or a Create Bearer Request message from PGW. However, it is not supported by the TS 23.060 and TS 23.161 that the SGSN could send MODIFY PDP CONTEXT ACCEPT when it received Create Bearer Request message or Delete Bearer Request message.

	
	

	Summary of change:
	Add the secondary PDP context Activation Procedure to the UE-initiated IP flow mobility over GERAN or UTRAN.
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	The UE-initiated IP flow mobility cannot be supported in the secondary PDP context Activation Procedure. 
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***** Next change *****
5.3.1.1
UE-initiated IP flow mobility over GERAN or UTRAN
If the NBIFOM applies to a PDN connection, the PDN connection is connected simultaneously over GERAN or UTRAN and WLAN, and the UE-initiated NBIFOM mode is the selected NBIFOM mode, then upon request to initiate UE-initiated IP flow mobility over GERAN or UTRAN, the UE shall initiate the PDP context modification procedure or the secondary PDP context activation procedure according to 3GPP TS 24.008 [3].
In:

a) the MODIFY PDP CONTEXT REQUEST message of the PDP context modification procedure; or
b) the ACTIVATE SECONDARY PDP CONTEXT REQUEST message of the secondary PDP context Activation Procedure; 
the UE shall include the NBIFOM container IE. In the NBIFOM container IE:

a)
the UE shall include the NBIFOM routing rules parameter with the requested routing rules; and

b)
if the PDN connection is connected simultaneously over GERAN or UTRAN and over trusted WLAN using SCM, the UE shall include the NBIFOM default access parameter in the first IP flow mobility procedure.

Upon receiving a MODIFY PDP CONTEXT ACCEPT message or ACTIVATE SECONDARY PDP CONTEXT ACCEPT message:

a)
the UE shall apply the requested routing rules; and

b)
if the NBIFOM container IE contains the NBIFOM default access parameter, the UE shall consider the NBIFOM default access parameter as the NBIFOM default access.
***** Next change *****
5.3.2.1
UE-initiated IP flow mobility over GERAN or UTRAN

If the SGSN receives an NBIFOM container IE in an Update Bearer Request message or a Create Bearer Request message as specified in 3GPP TS 29.274 [7] including NBIFOM container IE from the SGW, the SGSN shall include the received NBIFOM container IE in the MODIFY PDP CONTEXT ACCEPT message or the ACTIVATE SECONDARY PDP CONTEXT ACCEPT message to the UE as specified in 3GPP TS 24.008 [3].
If the SGSN receives a Bearer Resource Failure Indication message including NBIFOM container IE from the SGW as specified in 3GPP TS 29.274 [7], the SGSN shall include the received NBIFOM container IE in the MODIFY PDP CONTEXT REJECT message or the ACTIVATE SECONDARY PDP CONTEXT REJECT message to the UE as specified in 3GPP TS 24.008 [3].
***** End of change *****
