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***** First change *****
8.3.19
PDN connectivity reject

8.3.19.1
Message definition
This message is sent by the network to the UE to reject establishment of a PDN connection. See table 8.3.19.1.

Message type:
PDN CONNECTIVITY REJECT

Significance:

dual

Direction:


network to UE

Table 8.3.19.1: PDN CONNECTIVITY REJECT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity

9.4
	M
	V
	1

	
	PDN connectivity reject message identity
	Message type

9.8
	M
	V
	1

	
	ESM cause
	ESM cause

9.9.4.4
	M
	V
	1

	27
	Protocol configuration options
	Protocol configuration options

9.9.4.11
	O
	TLV
	3-253

	37
	Back-off timer value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	6B
	Re-attempt indicator
	Re-attempt indicator

9.9.4.13A
	O
	TLV
	3

	33
	NBIFOM container
	NBIFOM container
9.9.4.19
	O
	TLV
	3-257


***** End of changes *****
