Page 1



3GPP TSG-CT WG6 Meeting #80 
C6-160278
Osaka, Japan, 23 - 26 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	31.124
	CR
	0438
	rev
	2
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	X
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Essential correction of test case 27.22.4.14 for E-UTRAN

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	C6

	
	

	Work item code:
	TEI13
	
	Date:
	2016-05-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The UICC presence detection mechanism was modified in document C6-140109 to take into account the cases where the terminal has an active PDP context or EPS bearer context, but does not exchange data with the network. The corresponding test cases in TS 31.121 were updated in document C6-150206.
Anyway, the test case for proactive polling in TS 31.124 was not modified to reflect these changes.

	
	

	Summary of change:
	Added text in test case for POLLING OFF proactive command to indicate that data might need to be exchanged with the network for Rel.12 or later terminals.

	
	

	Consequences if not approved:
	Terminal might unfairly fail the test case.

	
	

	Clauses affected:
	27.22.4.14.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


27.22.4.14
POLLING OFF

[...]

27.22.4.14.4.2
Procedure

[...]

Expected Sequence 1.2 (POLLING OFF, E-UTRAN)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	ME ( E-USS 
	The UE successfully performs  EPS bearer context activation
	

	2
	UICC ( ME
	PROACTIVE COMMAND PENDING: POLL INTERVAL 1.1.1
	

	3
	ME ( UICC
	FETCH
	

	4
	UICC ( ME
	PROACTIVE COMMAND: POLL INTERVAL 1.1.1
	Interval = 1 min

	5
	ME ( UICC
	TERMINAL RESPONSE: POLL INTERVAL 1.1.1 A or
TERMINAL RESPONSE: POLL INTERVAL 1.1.1B
	[command performed successfully, duration depends on the ME’s capabilities]

	6
	UICC ( ME
	PROACTIVE COMMAND PENDING: POLLING OFF 1.1.2
	

	7
	ME ( UICC
	FETCH
	

	8
	UICC ( ME
	PROACTIVE COMMAND: POLLING OFF 1.1.2
	

	9
	ME ( UICC
	TERMINAL RESPONSE: POLLING OFF 1.1.2
	[command performed successfully]

	10
	ME  UICC
	Periods of inactivity on the UICC-ME interface shall not exceed 30 seconds
	For a terminal that supports Rel-12 or later, exchange of data with the network is required to guarantee the correct result of the test.


