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***** Next change *****
8.3.23.1
Message definition

This message is sent by the UE to the network to report connection or disconnection of remote UE(s). See table 8.3.23.1.

Message type:
REMOTE UE REPORT
Significance:

dual

Direction:


UE to network

Table 8.3.23.1: REMOTE UE REPORT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity

9.4
	M
	V
	1

	
	Remote UE report message identity
	Message type

9.8
	M
	V
	1

	79
	Remote UE Context Connected
	Remote UE context list IE

9.9.4.20
	O
	TLV-E
	3-65538

	7A
	Remote UE Context Disconnected
	Remote UE context list IE

9.9.4.20
	O
	TLV-E
	3-65538

	6F
	ProSe Key Management Function address
	PKMF address IE

9.9.4.21
	O
	TLV
	3-19


***** Next change *****
8.3.24.1
Message definition

This message is sent by the network to the UE to acknowledge receipt of a Remote UE report message. See table 8.3.24.1.

Message type:
REMOTE UE REPORT RESPONSE

Significance:

dual

Direction:


network to UE
Table 8.3.24.1: REMOTE UE REPORT RESPONSE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity

9.4
	M
	V
	1

	
	Remote UE report response message identity
	Message type

9.8
	M
	V
	1


***** End of changes *****
