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	Reason for change:
	1) When an SDP offer/answer created by/to an originating/terminating user traverses the participating MCPTT function (PF), the PF should replace the IP address and port number to the values used by itself for the media stream, the same way it replaces the IP address and port number for media control. However, if the functions provided by the PF for a media stream is not needed then the CF can exchange the media packets directly with the MCPTT client. In this case as a consequence that the PF is not in the media stream transmission path, services like MBMS distribution, lawful interception, recording etc. will not be available. The meaning of having or not having the PF in the path for the media stream should be included in the specifications.
2) If the PF and the controlling MCPTT function (CF) are co-located and share the same IP address and port number for media or for media stream, then he PF does not need to replace the IP address received in the SDP offer or in the SDP answer.

3) In subclause 6.3.2.2.2.1 the reference should be to subclause 6.3.2.1.2.1

	
	

	Summary of change:
	1) The meaning of the conditioning based on the requirement is explained with a NOTE
2) NOTE is added which explains that IP address and port number replacement is omitted in case the PF and the CF are co-located and the PF does not have its own IP address or port number.

3) ".1" is added to the reference subclause in the subclause 6.3.2.2.2.1
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	Other comments:
	


***** 1st change *****
6.3.2.1.1.1
On-demand session

This subclause is referenced from other subclauses.

The SDP offer is generated based on the received SDP offer. The SDP offer generated by the participating MCPTT function:

1)
shall contain only one SDP media-level section for MCPTT speech as contained in the received SDP offer; and

2)
shall contain an SDP media-level section for one media-floor control entity, if present in the received SDP offer.
When composing the SDP offer according to 3GPP TS 24.229 [4], the participating MCPTT function:

1)
shall replace the IP address and port number for the offered media stream in the received SDP offer with the IP address and port number of the participating MCPTT function if required;
NOTE 1:
Requirements can exist for the participating MCPTT function to be always included in the path of the offered media stream, for example: for the support of features such as MBMS, lawful interception and recording. Other examples can exist.
2)
shall replace the IP address and port number for the offered media floor control entity, if any, in the received SDP offer with the IP address and port number of the participating MCPTT function; and
NOTE 2:
If the participating MCPTT function and the controlling MCPTT function or the participating MCPTT function and the non-controlling MCPTT function are in the same MCPTT server, and the participating MCPTT function does not have a dedicated IP address or a dedicated port number for media floor control or media stream, the replacement of the IP address or the port number is omitted.
3)
shall contain an "a=key-mgmt" attribute field with a "mikey" attribute value, if present in the received SDP offer.

***** 2nd change *****
6.3.2.1.2.1
On-demand session

When composing the SDP answer according to 3GPP TS 24.229 [4], the participating MCPTT function:

1)
shall replace the IP address and port number in the received SDP answer with the IP address and port number of the participating MCPTT function, for the accepted media stream in the received SDP offer if required; and

NOTE 1:
Requirements can exist for the participating MCPTT function to be always included in the path of the offered media stream, for example: for the support of features such as MBMS, lawful interception and recording. Other examples can exist.
2)
shall replace the IP address and port number in the received SDP answer with the IP address and port number of the participating MCPTT function, for the accepted media-floor control entity, if present in the received SDP offer.
NOTE 2:
If the participating MCPTT function and the controlling MCPTT function or the participating MCPTT function and the non-controlling MCPTT function are in the same MCPTT server, and the participating MCPTT function does not have a dedicated IP address or a dedicated port number for media floor control or media stream, the replacement of the IP address or the port number is omitted.
***** 3rd change *****
6.3.2.2.2.1
On-demand session

The participating MCPTT function shall follow the procedures in subclause 6.3.2.1.2.1
***** End of change *****

