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	Stage-2 requirements for selection of IP-CAN for an IMS emergency call are in TS 23.167 and are different from selection of IP-CAN for non-emergency calls.

E.g. for usage of WLAN for IMS emergency call, TS 23.167 states:

-
Since emergency sessions over WLAN access to EPC support a limited set of features then the UE shall issue an Emergency session over WLAN access to EPC only when it has failed or has not been able to use 3GPP access to set up an emergency sesssion,
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***** Next change *****
6A.2.1
Operator policy enforcement

The SC UE may receive the operator policy via OMA Device Management, see 3GPP TS 24.216 [5]. When the SC UE receives the operator policy, for each non-emergency session to be transferred, it shall take the operator policy into account when deciding to perform the following:

-
selecting the access for initiating the transfer;

-
determining whether to transfer full or partial media during PS-PS transfer; or

-
determining whether to add or remove media during the PS-PS transfer.
If the SC UE is configured with the operator policy (e.g. via OMA Device Management as described in 3GPP TS 24.216 [5]) then, for each media or group of media contained in the MediaorGroup node, the SC UE shall:

1)
restrict originating non-emergency sessions and session transfer of non-emergency sessions towards the access networks contained in the RestrictedAccessNetworkType node;

2)
consider the list of access networks contained in the PreferredAccessNetworks node in the order of priority from the access networks such that, when available, the highest priority access network can be used for originating non-emergency sessions and session transfer of non-emergency sessions;

3)
if a new access network gets available- transfer media components to a higher priority target network than the current access network based on the value contained in the SC_media_transfer node value. If the SC_media_transfer node value is:

-
"shall" the UE shall start a session transfer of non-emergency sessions according to the home operator' s list of preferred access networks contained in the PreferredAccessNetworks node;

-
"should" the UE is recommended to start session transfer of non-emergency sessions according to the home operator's list of preferred access networks contained in the PreferredAccessNetworks node. The UE can evaluate if session transfer of non-emergency sessions is possible and desirable after having taken into account the Local Operating Environment Information; and

-
"may" the UE can decide whether or not to start session transfer of non-emergency sessions in accordance with user preferences if configured in the UE. The UE can evaluate if session transfer of non-emergency sessions is possible and desirable after having taken into account the Local Operating Environment Information. If user preferences are not configured, the UE can evaluate the home operator's list of preferred access networks contained in the PreferredAccessNetworks node; and
4)
decide whether to keep or drop non transferable media components in the case of partial session transfer of non-emergency sessions based on the SC_non_transferrable_media node value.

