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Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	TS 31.111 §5.2
	R99
	M
	
	PD_Pro_Dvnl

	2
	1.2
	SMS-PP data download
	TS 31.111 §5.2
	R99
	C279
	
	PD_SMS_PP

	3
	1.3
	Cell Broadcast data download
	TS 31.111 §5.2
	R99
	C279
	
	PD_CB

	[...]
	[...]
	[...]
	[...]
	[...]
	[...]
	[...]
	[...]

	102
	13.6
	Number of channels supported by ME
	TS 31.111 §5.2
	R99
	C257
	
	PD_Nb_Channel

	103
	13.7
	Number of channels supported by ME
	TS 31.111 §5.2
	R99
	C257
	
	PD_Nb_Channel

	104
	13.8
	Number of channels supported by ME
	TS 31.111 §5.2
	R99
	C257
	
	PD_Nb_Channel

	[...]
	[...]
	[...]
	[...]
	[...]
	[...]
	[...]
	[...]

	135
	17.7
	E- UTRAN (i.e. if class "e" is supported)
	TS 31.111 §5.2
	Rel-8
	C275
	
	PD_E_UTRAN

	[...]
	[...]
	[...]
	[...]
	[...]
	[...]
	[...]
	[...]

	270
	34.6
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-13
	O
	
	PD_Reserved

	271
	34.7
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-13
	O
	
	PD_Reserved

	272
	34.8
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-13
	O
	
	PD_Reserved


	C201
	[void]
	-- [void]

	C202
	[void]
	-- [void]

	C203
	IF A.1/3 THEN M ELSE O.1
	-- O_Ucs2_Entry

	C204
	IF A.1/15 THEN M ELSE O.1
	-- O_Ucs2_Disp

	C205
	[void]
	-- [void]

	C206
	IF A.1/7 THEN M ELSE O
	-- O_Dual_Slot

	C207
	IF A.1/12 THEN M ELSE O.1
	-- O_BIP_CSD

	C208
	IF (A.1/7 AND A.1/8) THEN M ELSE O.1
	-- O_Dual_Slot AND O_Detach_Rdr

	C209
	IF A.1/9 THEN M ELSE O.1
	-- O_Run_At

	C210
	[void]
	-- [void]

	C211
	[void]
	-- [void]

	C212
	IF A.1/10 THEN M ELSE O
	-- O_LB

	C213
	IF (A.1/11 AND A.1/85) THEN M for at least one of the bits 1 - 2 of byte 10
	-- O_Softkey AND O_No_Type_NK

	C214
	IF C213 THEN M for at least one, but not for all of the bits 1 - 8 of byte 11
	-- O_Softkey AND O_No_Type_NK (parameters)

	C215
	Void
	-- Void

	C216
	IF (A.1/13 AND A.1/84) THEN M ELSE O.1
	-- O_Scr_Siz AND O_No_Type_ND

	C217
	Void
	-- Void

	C218
	IF (A.1/14 AND A.1/84) THEN M ELSE O.1
	-- O_Scr_Resiz AND O_No_Type_ND

	C219
	Void
	-- Void

	C220
	IF A.1/18 THEN M ELSE O.1
	-- O_TCP

	C221
	IF A.1/17 THEN M ELSE O.1
	-- O_UDP

	C222
	IF A.1/21 THEN M ELSE O.1
	-- O_BIP_GPRS

	C223
	IF (A.1/12 OR A.1/21 OR A.1/148 OR (A1.26 AND (A.1/27 OR A.1/28 OR A.1/29 OR A.1/30))) THEN M ELSE O
	-- O_BIP_CSD OR O_BIP_GPRS OR O_UICC_ACCESS_IMS OR (O_BIP_Local AND (BIP_BT OR BIP_IrDA OR BIP_RS232 OR BIP_USB))

	C224
	IF (A1.26 AND (A.1/27 OR A.1/28 OR A.1/29 OR A.1/30)) THEN M ELSE O
	-- O_BIP_Local AND (BIP_BT OR BIP_IrDA OR BIP_RS232 OR BIP_USB))

	C225
	IF (A.1/26 AND A1.27) THEN M ELSE O.1
	-- O_BIP_Local  AND O_BIP_BT

	C226
	IF (A.1/26 AND A1.28) THEN M ELSE O.1
	-- O_BIP_Local  AND O_BIP_IrDA

	C227
	IF (A.1/26 AND A1.29) THEN M ELSE O.1
	-- O_BIP_Local  AND O_BIP_RS232

	C228
	IF ((A1./50 OR A.1/51 OR A.1/52 OR A.1/53 OR A.1/54 OR A.1/55 OR A.1/56 OR A.1/57 OR A.1/58 OR A.1/59 OR A.1/60 OR A.1/61 OR A.1/62) AND A.1/84) THEN M ELSE O.1
	--  (O_TAT_AL OR O_TAT_AC OR O_TAT_AR OR O_TAT_FSN OR O_TAT_FSL OR O_TAT_FSS OR O_TAT_SN OR O_TAT_SB OR O_TAT_SI OR O_TAT_SU OR O_TAT_SS OR O_TAT_STFC OR O_TAT_STFB) AND O_No_Type_ND

	C229
	IF (A.1/24 AND A.1/84) THEN M ELSE O.1
	-- O_Duration AND O_No_Type_ND

	C230
	Void
	-- Void

	C231
	IF (C229 OR (A.1/23 AND A.1/85)) AND A1.5 THEN M ELSE O.1
	-- O_Help AND ((O_Duration AND O_No_Type_ND) OR (O_Imm_Resp AND O_No_Type_NK))

	C232
	IF (A.1/26 AND A.1/30) THEN M ELSE O.1
	-- O_BIP_Local  AND O_USB

	C233
	IF A.1/31 THEN M ELSE O.1
	-- O_WML

	C234
	IF A.1/32 THEN M ELSE O.1
	-- O_XHTML

	C235
	IF A.1/33 THEN M ELSE O.1
	-- O_HTML

	C236
	IF A.1/34 THEN M ELSE O.1
	-- O_CHTML

	C237
	IF (A.1/37 AND A.1/84) THEN M ELSE O.1
	-- O_Frames AND O_No_Type_ND

	C238
	IF A.1/38 THEN M ELSE O
	-- O_MMS

	C239
	IF A.1/35 THEN M ELSE O.1
	-- O_Batt

	C240
	IF (A.1/36 AND A.1/84 AND A.1/85 AND A.1/87) THEN M ELSE O.1
	-- O_Xmedia Call AND O_No_Type_ND AND O_No_Type_NK AND O_No_Type_NS

	C241
	IF (A.1/82 AND A.1/86) THEN M ELSE O.1
	-- O_M_T_Tones AND O_No_Type_NA

	C242
	IF (A.1/16 AND A.1/84) THEN M ELSE O.1
	-- O_CC_GPRS AND O_No_Type_ND

	C243
	IF (A.1/50 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_AL AND O_No_Type_ND 

	C244
	IF (A.1/51 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_AC AND O_No_Type_ND 

	C245
	IF (A.1/52 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_AR AND O_No_Type_ND 

	C246
	IF (A.1/53 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_FSN AND O_No_Type_ND 

	C247
	IF (A.1/54 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_FSL AND O_No_Type_ND 

	C248
	IF (A.1/55 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_FSS AND O_No_Type_ND 

	C249
	IF (A.1/56 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_SN AND O_No_Type_ND 

	C250
	IF (A.1/57 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_SB AND O_No_Type_ND 

	C251
	IF (A.1/58 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_SI AND O_No_Type_ND 

	C252
	IF (A.1/59 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_SU AND O_No_Type_ND 

	C253
	IF (A.1/60 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_SS AND O_No_Type_ND 

	C254
	IF (A.1/61 AND A.1/84) THEN M ELSE O.1
	-- O_TAT_STFC AND O_No_Type_ND

	C255
	IF (A.1/62 AND A.1/84) THEN M ELSE O.1
	-- OR O_TAT_STFB AND O_No_Type_ND

	C256
	IF C237 THEN M for at least one of the bits 1 - 4 of byte 24
	-- O_Frames AND O_No_Type_ND

	C257
	IF (A.1/12 OR A.1/21 OR A.1/132 OR A.1/133 OR A.1/148 OR (A1.26 AND (A.1/27 OR A.1/28 OR A.1/29 OR A.1/30))) THEN M for at least one of the bits 6 - 8 of byte 13
	-- O_BIP_CSD OR O_BIP_GPRS OR pc_BIP_eFDD OR pc_BIP_eTDD OR O_UICC_ACCESS_IMS OR (O_BIP_Local AND (BIP_BT OR BIP_IrDA OR BIP_RS232 OR BIP_USB))

	C258
	IF A.1/66 THEN M ELSE O.1
	-- O_HSDPA

	C259
	IF A.1/67 THEN M ELSE O.1
	-- O_UTRAN_PS_Ext_Param

	C260
	IF A.1/70 THEN M ELSE O
	-- O_I-WLAN

	C261
	IF A.1/71 THEN M ELSE O.1
	-- O_Terminal_Applications

	C262
	IF A.1/72 THEN M ELSE O.1
	-- O_TCP_UICC_ServerMode

	C263
	IF A.1/73 THEN M ELSE O.1
	-- O_TCP_Terminal_ServerMode

	C264
	IF A.1/74 THEN M ELSE O.1
	-- O_UDP_Terminal_ServerMode

	C265
	IF A.1/81 THEN M ELSE O.1
	-- O_Geo_Location_Discovery

	C266
	IF A.1/83 THEN M ELSE O.1
	-- O_Toolkit_GBA

	C267
	IF A.1/84 THEN M ELSE O.1
	-- O_No_Type_ND

	C268
	IF A.1/85 THEN M ELSE O.1
	-- O_No_Type_NK

	C269
	IF A.1/86 THEN M ELSE O.1
	-- O_No_Type_NA

	C270
	IF A.1/87 THEN M ELSE O.1
	-- O_No_Type_NS

	C271
	IF (A.1/88 AND A.1/161) THEN M ELSE O.1
	-- O_No_Type_NL AND O_Lang_Select

	C272
	IF A.1/89  THEN M ELSE O.1
	-- O_USSD_Data_DL

	C273
	IF A.1/84 THEN O ELSE O.1
	-- O_No_Type_ND

	C274
	IF A.1/84 THEN bit values "0" / "1" allowed ELSE O.1
	-- O_No_Type_ND

	C275
	IF A.1/132 OR A.1/133 THEN M ELSE O.1
	-- pc_BIP_eFDD OR pc_BIP_eTDD

	C276
	IF A.1/84 THEN O.1 ELSE M
	-- O_No_Type_ND

	C277
	IF A.1/85 THEN O.1 ELSE M
	-- O_No_Type_NK

	C278
	IF (A.1/134 OR A.1/139 OR A.1/140) THEN M ELSE O.1
	-- O_UTRAN OR pc_eFDD OR pc_eTDD

	C279
	IF NOT A.1/135 THEN M ELSE O
	-- O_EUTRAN_NO_UTRAN_ NO_GERAN

	C280
	IF A.1/64 THEN M ELSE O
	-- O_GERAN

	C281
	IF A.1/136 THEN M ELSE O.1
	-- O_Event_CSG_Cell_Selection

	C282
	IF A.1/137 THEN M ELSE O.1
	-- O_CSG_Cell_Discovery

	C283
	IF (A.1/139 OR A.1/140) THEN M ELSE O.1
	-- pc_eFDD OR pc_eTDD

	C284
	IF A.1/143 THEN M ELSE O.1
	-- O_Direct_Com_Channel

	C285
	IF (A.1/73 AND A.1/84 AND A.1/85) THEN M ELSE O.1
	-- O_TCP_Terminal_ServerMode AND O_No_Type_ND AND O_No_Type_NK

	C286
	IF A.1/144 THEN M ELSE O.1
	-- O_CC_IMS

	C287
	IF A.1/145 THEN M ELSE O.1
	-- O_CAT_Modem_Interface

	C288
	IF A.1/146 THEN M ELSE O.1
	-- O_Event_Incoming_IMS_Data

	C289
	IF A.1/147 THEN M ELSE O.1
	-- O_Event_IMS_Registration

	C290
	IF A.1/148 THEN M ELSE O.1
	-- O_UICC_ACCESS_IMS

	C291
	IF A.1/84 AND A.1/85 AND A.1/87 AND NOT A.1/135 THEN M ELSE O
	-- O_SetUp_Call

	C292
	IF A.1/162 THEN M ELSE O.1
	-- O_Provide_Local_LS

	C293
	IF (A.1/88 AND A.1/163) THEN M ELSE O.1
	-- O_No_Type_NL AND O_Lang_Notif

	C294
	IF (A.1/84 AND A.1/164) THEN M ELSE O.1
	-- O_No_Type_ND AND O_Refresh_AlphaIdentifier

	C295
	IF (A.1/165) THEN M ELSE O.1
	-- O_ProSE

	C296
	IF (A.1/166) THEN M ELSE O.1
	-- O_WLAN_Access_Status

	C297
	IF (A.1/167) THEN M ELSE O.1
	-- O_WLAN_Bearer

	C298
	IF (A.1/168) THEN M ELSE O.1
	-- O_I-WLAN_OR_WLAN

	C299
	IF (A.1/150) THEN M ELSE O.1
	-- O_IMS

	C300
	IF (A.1/150 AND A.1/84 AND A.1/85 AND A.1/87) THEN M ELSE O.1
	-- O_IMS AND O_No_Type_ND AND O_No_Type_NK AND O_No_Type_NS

	C301
	IF (A.1/169) THEN M ELSE O.1
	-- O_Media_Type_Voice 

	C302
	IF (A.1/170) THEN M ELSE O.1
	-- O_Media_Type_Video 

	C303
	IF (A.1/139 OR A.1/140) THEN M ELSE O.1
	-- pc_eFDD OR pc_eTDD

	O.1
	Allowed: Bit value ="0" or bit not present
	


