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3.3
Table of optional features

Support of USIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all functions of that release, as stated in table B.1, with the exception of the functions:

-
"Alpha identifier in REFRESH command supported by terminal";

-
"Event Language Selection";

-
"Proactive UICC: PROVIDE LOCAL INFORMATION (language)"; and

-
"Proactive UICC: LANGUAGE NOTIFICATION".

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

a) Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	
	
	
	
	

	
	[…………..]
	
	
	

	87
	Terminal supports  speech call
	C002
	
	O_No_Type_NS

	
	[…..]


	
	
	

	134
	Terminal supports UTRAN
	O
	
	O_UTRAN

	135
	Terminal supports E-UTRAN but neither UTRAN nor GERAN
	C003
	
	O_EUTRAN_NO_UTRAN_NO_GERAN

	
	[….]


	
	
	

	139
	Terminal supports eFDD
	O
	
	pc_eFDD

	140
	Terminal supports eTDD
	O
	
	pc_eTDD

	
	[…..]


	
	
	

	164
	Terminal supports Alpha Identifier in REFRESH command
	O
	
	O_Refresh_AlphaIdentifier

	C001
If terminal is implemented according to Rel-6 or later then M, else O

	C002   If feature is implemented according to Rel-8 or later then O, else M. It is possible to implement the related features according to Rel-8 or later even if the generic toolkit implementation is according to a release earlier then Rel-8.

	C003
If terminal is implemented according to Rel-8 or later AND ((A.1/132 OR  A.1/133) AND (NOT A.1/64) AND (NOT A.1/134)) THEN M ELSE N/A

	C004
If feature is implemented according to Rel-11 or later then M, else N/A

	C005
If feature is implemented according to Rel-12 or later then O, else N/A

	NOTE:
Items 161, 162, 163 and 164 were made optional as a consequence of the approval of CR 0429 against TS 31.111 and CR 0419 against TS 31.124


3.4
Applicability table

b) Table B.1: Applicability of tests

	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	[………………..]


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	17
	POLLING OFF
27.22.4.14
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	POLLING OFF
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C183
	C183
	E.1/23
	UMTS System Simulator or System Simulator only
	
	

	
	POLLING OFF, E-UTRAN
	Rel-8
	1.2
	
	
	
	
	
	C190
	C190
	C190
	C190
	C190
	C190
	E.1/23
	E-USS only 
	
	

	
	[……………………….]


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	C180
	IF A.1/87 THEN M ELSE N/A
	-- O_No_Type_NS

	C181
	IF A.1/88 THEN M ELSE N/A
	-- O_No_Type_NL

	C182
	IF A.1/18 AND (A.1/132 OR A.1/133) THEN M ELSE N/A
	-- O_TCP AND (pc_BIP_eFDD OR pc_BIP_eTDD)

	C183
	IF (NOT A.1/135) AND (A.1/64 OR A.1/134) THEN M ELSE N/A
	-- (NOT O_EUTRAN_NO_UTRAN_NO_GERAN) AND (O_GERAN OR O_UTRAN)

	
	[……………]


	

	C190
	IF (A.1/139 OR A.1/140) THEN M ELSE N/A
	-- pc_eTDD OR pc_eFDD


[…………]

27.22.4.14
POLLING OFF

27.22.4.14.1
Definition and applicability

See clause 3.2.2.

27.22.4.14.2
Conformance requirement

The ME shall support the POLLING OFF as defined in:

-
TS 31.111 [15] clause 5.2, clause 6.4.14, clause 6.6.14, clause 6.8, clause 6.11, clause 8.6 and clause 8.7.
27.22.4.14.3
Test purpose

To verify that the ME cancels the effect of any previous POLL INTERVAL commands and does not effect UICC presence detection.

27.22.4.14.4
Method of test

27.22.4.14.4.1
Initial conditions

For sequence 1.1:

· The elementary files are coded as Toolkit default.

· The ME is connected to the USIM Simulator and to the USS.

For sequence 1.2:

· The default E-UTRAN/EPC UICC, the default E-UTRAN parameters are used.

· The ME is connected to the USIM Simulator and to the E-USS.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

27.22.4.14.4.2
Procedure

Expected Sequence 1.1 (POLLING OFF)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: POLL INTERVAL 1.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: POLL INTERVAL 1.1.1
	Interval = 1 min

	4
	ME ( UICC
	TERMINAL RESPONSE: POLL INTERVAL 1.1.1 A or
TERMINAL RESPONSE: POLL INTERVAL 1.1.1B
	[command performed successfully, duration depends on the ME’s capabilities]

	5
	UICC ( ME
	PROACTIVE COMMAND PENDING: POLLING OFF 1.1.2
	

	6
	ME ( UICC
	FETCH
	

	7
	UICC ( ME
	PROACTIVE COMMAND: POLLING OFF 1.1.2
	

	8
	ME ( UICC
	TERMINAL RESPONSE: POLLING OFF 1.1.2
	[command performed successfully]

	9
	USER  ME
	Call to be set up 
	A call shall be set up using the generic call setup for circuit switched call or to activate a PDP context. 



	10
	ME  UICC
	Periods of inactivity on the UICC-ME interfaceshall not exceed 30 seconds
	In case of PDP context for a terminal that supports Rel-12 or later, exchange of data with the network may be required to guarantee the correct result of the test.



	11
	USER  ME
	Call to be terminated 3 minutes after call setup
	


