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*** 1st Change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications ".
[3]
IETF RFC 3588: "Diameter Base Protocol".
[4]
3GPP TS 29.217: "Congestion reporting over Np reference point".
[5]
IETF RFC 7683: "Diameter Overload Indication Conveyance".
[6]
3GPP TS 29.229: "Cx and Dx interfaces based on Diameter protocol; Protocol details".
[7]
3GPP TS 29.336: "Home Subscriber Server (HSS) diameter interfaces for interworking with packet data networks and applications Diameter Base Protocol".

[8]
3GPP TS 29.154: "Service Capability Exposure Functionality over Nt reference point".

[9]
3GPP TS 29.274: "3GPP Evolved Packet System. Evolved GPRS Tunnelling Protocol for EPS (GTPv2)".
[10]
IETF RFC 5719: "Updated IANA Considerations for Diameter Command Code Allocations".
[11]
IETF RFC 2234: "Augmented BNF for syntax specifications". 
[12]
3GPP TS 29.213: "Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping".
[13]
IETF draft-ietf-dime-drmp-02: "Diameter Routing Message Priority".

Editor's note:
The above document cannot be formally referenced until it is published as an RFC.

[xx]
IETF draft-ietf-dime-load-03: "Diameter Load Information Conveyance".
Editor's note:
The above document cannot be formally referenced until it is published as an RFC. 
*** 2nd Change ***

4.0
Overview
The Ns reference point is located between the RCAF and SCEF. The Ns reference point is used for network status reporting. 

The stage 2 level requirements for the Ns reference point are defined in 3GPP TS 23.682 [2].

Refer to Annex G of 3GPP TS 29.213 [12] for Diameter overload control procedures over the Ns reference point.
Refer to Annex J of 3GPP TS 29.213 [12] for Diameter message priority mechanism procedures over the Ns interface.
Refer to Annex X of 3GPP TS 29.213 [12] for Diameter load control procedures over the Ns reference point.
*** 3rd Change ***

5.4.1
General
Table 5.4.1.1 lists the Diameter AVPs re-used by the Ns reference point from other existing Diameter Applications, reference to their respective specifications, short description of their usage within the Ns reference point and which supported features the AVP is applicable to. AVPs from existing Diameter Applications, except for the AVPs from Diameter base protocol, do not need to be supported. Unless otherwise stated, re-used AVPs shall maintain their 'M', 'P' and 'V' flag settings.

Table 5.4.1.1: Ns re-used Diameter AVPs
	Attribute Name
	Reference
	Description
	Applicablity
(NOTE )

	Congestion-Level-Range
	3GPP TS 29.217 [4]
	It indicates the list of congestion level(s).
	

	Congestion-Level-Value
	3GPP TS 29.217 [4]
	Indicates the congestion level of a location.
	

	DRMP
	IETF draft-ietf-dime-drmp [13]
	Allows Diameter endpoints to indicate the relative priority of Diameter transactions.
	

	Load
	IETF draft-ietf-dime-load [xx]
	The AVP used to convey load information between Diameter nodes.

This AVP and all AVPs within this grouped AVP shall have the 'M' bit cleared.
	

	Monitoring-Duration
	3GPP TS 29.336 [7]
	It shall contain the number of seconds for which network status reporting shall be performed.
	

	Network-Area-Info-List
	3GPP TS 29.154 [8]
	It contains the network area information which is coded as specified in 3GPP TS 29.274 [9] in Presence Reporting Area Action IE, starting from octet 9.
	

	OC-OLR
	IETF RFC 7683 [5]
	Contains the necessary information to convey an overload report.
	

	OC-Supported-Features
	IETF RFC 7683 [5]
	Defines the support for the Diameter overload indication conveyence by the sending node.
	

	SCEF-ID
	3GPP TS 29.336 [7]
	It shall contain the identity of the SCEF which has requested the network status reporting.
	

	SCEF-Reference-ID
	3GPP TS 29.336 [7]
	It contains the identifier provided by the SCEF.
	

	Supported-Features
	3GPP TS 29.229 [6]
	If present, this AVP informs the destination host about the features that the origin host requires to successfully complete this command exchange.
	

	NOTE:
AVPs marked with a supported feature are applicable as described in subclause 5.4.2.


*** 4th Change ***

5.6.3
Network-Status-Answer (NSA) command

The NSA command, indicated by the Command-Code field set to 8388724 and the 'R' bit cleared in the Command Flags field, is sent by the RCAF to the SCEF as part of the one time or continuous network status reporting request procedure and as part of the cancellation of continuous reporting of network status procedure.

Message Format:

<NS-Answer> ::=  < Diameter Header: 8388724, PXY >

                 < Session-Id >
                 [ DRMP ]
                 { Vendor-Specific-Application-Id }

                 { Auth-Session-State }

                 { Origin-Host }

                 { Origin-Realm }

                 [ Result-Code ]

                 [ Experimental-Result ]

                 [ Error-Message ]

                 [ Error-Reporting-Host ]

                *[ Failed-AVP ]
                 [ OC-Supported-Features ]

                 [ OC-OLR ]
                 [ SCEF-Reference-ID]
                 [ Origin-State-Id ]

                *[ Network-Congestion-Area-Report ] 
                *[ Redirect-Host ]

                 [ Redirect-Host-Usage ]

                 [ Redirect-Max-Cache-Time ]

                *[ Proxy-Info ]

                *[ Supported-Features ]
                *[ Load ]
                *[ AVP ]

*** End of Changes ***

