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Table A.1.3-1: SIP INVITE request (MCPTT client A1 to participating MCPTT function A1)

INVITE sip: pf-A1.ims-op.net SIP/2.0

Accept-Contact: *;+g.3gpp.mcptt;require;explicit,+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt;require;explicit

P-Preferred-Service:urn:urn-7:3gpp-service.ims.icsi.mcptt

Supported: timer
Session-Expires: 3600;refresher=uac

Contact: <sip:[5555::aaa:bbb:ccc:eee]>;g.3gpp.mcptt;g.3gpp.icsi-ref=urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt
P-Preferred-Identity:<sip:userA1@ims-op.net>

Content-Type: multipart/mixed;boundary="boundary1"

--boundary1

Content-Type: application/sdp 

Content-Length: (…)

c=IN IP6 5555::aaa:bbb:ccc:eee

m=audio 3456 RTP/AVP 97

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; mode-change-period=2

a=maxptime:20

i=speech

m=application 3457 udp mcptt
a=fmtp:MCPTT mc_queueing;mc_implicit_request
--boundary1

Content-Type: application/vnd.3gpp.mcptt-info+xml

Content-Length: (…)

<?xml version="1.0"?>

<mcpttinfo>

  <mcptt-Params>

    <session-type>prearranged</>

    <mcptt-request-uri>mcptt-group-T@mcptt-op.gov</>

  </mcptt-Params>

</mcpttinfo>

--boundary1—

***** Next change *****
Table A.1.3-7: SIP INVITE request (controlling MCPTT function A to participating MCPTT function A2)

INVITE sip: pf-A2.ims-op.net SIP/2.0

Accept-Contact: *;+g.3gpp.mcptt;require;explicit,+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt;require;explicit
P-Asserted-Service: urn:urn-7:3gpp-service.ims.icsi.mcptt
Supported:timer
Session-Expires:3600

Contact: <sip:session@cf-A@ims-op.net:66350>;g.3gpp.mcptt;isfocus;g.3gpp.icsi-ref=urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt
P-Asserted-Identity:<sip:cf-a@ims-op.net>
Content-Type: multipart/mixed;boundary="boundary1"
--boundary1
Content-Type: application/sdp 

Content-Length: (…)

c=IN IP6 5555::aaa:bbb:ddd:aaa

m=audio 23124 RTP/AVP 97

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; mode-change-period=2

a=maxptime:20

i=speech

m=application 23125 udp mcptt
a=fmtp:MCPTT mc_queueing;

--boundary1

Content-Type: application/vnd.3gpp.mcptt-info+xml

Content-Length: (…)

<?xml version="1.0"?>

<mcpttinfo>

  <mcptt-Params>

    <session-type>prearranged</>

    <mcptt-request-uri>mcptt-id-A2@mcptt-op.gov</>


<mcptt-calling-group-id>mcptt-group-T@mcptt-op.gov</> 

    <mcptt-calling-user-id>userA1@mcptt-op.gov</>

  </mcptt-Params>

</mcpttinfo>
--boundary1--
***** Next change *****
Table A.1.3-12: SIP 200 (OK) response (controlling MCPTT function A to participating MCPTT function A1)

SIP/2.0 200 OK

Session-Expires:3600;refresher=uac

Require: timer

P-Asserted-Identity:<sip:cf-A.ims-op.net>

Contact: <sip:[5555::aaa:bbb:ddd:bbbb]>; +g.3gpp.mcptt;+g.3gpp.icsi-ref; isfocus

Supported: tdialog, norefersub, explicitsub, nosub

Content-Type: application/sdp

Content-Length: (…)

c=IN IP6 5555::aaa:bbb:ddd:bbbb

m=audio 23124 RTP/AVP 97

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; mode-change-period=2

a=maxptime:20

i=speech

m=application 23125 udp mcptt
a=fmtp:MCPTT mc_queueing;mc_implicit_request
***** Next change *****
Table A.1.3-16: SIP INVITE request (controlling MCPTT function A to non-Controlling MCPTT function B)

INVITE sip:cf-B.ims-op.net SIP/2.0

Accept-Contact: *;+g.3gpp.mcptt;require;explicit,+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt;require;explicit
P-Asserted-Service:urn:urn-7:3gpp-service.ims.icsi.mcptt
Supported:timer
Session-Expires:3600
Contact: <sip:session@cf-A@ims-op.net:66350>;g.3gpp.mcptt;isfocus;g.3gpp.icsi-ref=urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt
P-Asserted-Identity:<sip:cf-a@ims-op.net>

Content-Type: multipart/mixed;boundary="boundary1"
--boundary1
Content-Type: application/sdp 

Content-Length: (…)

c=IN IP6 5555::aaa:bbb:ddd:aaa

m=audio 23124 RTP/AVP 97

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; mode-change-period=2

a=maxptime:20

i=speech

m=application 23125 udp mcptt
a=fmtp:MCPTT mc_queueing
--boundary1

Content-Type: application/vnd.3gpp.mcptt-info+xml

Content-Length: (…)

<?xml version="1.0"?>

<mcpttinfo>

  <mcptt-Params>

    <session-type>prearranged</>

    <mcptt-request-uri>mcptt-group-B@mcptt-city1.net</>

    <mcptt-calling-user-id>userA1@mcptt-op.gov</>
    <mcptt-calling-group-id>mcptt-group-T@mcptt-op.gov</>
  </mcptt-Params>

</mcpttinfo>

--boundary1--
***** Next change *****
Table A.1.3-28: SIP INVITE request (controlling MCPTT function A to non-Controlling MCPTT function A)

INVITE sip: cf-A2.ims-op.net SIP/2.0

Accept-Contact: *;+g.3gpp.mcptt;require;explicit,+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt;require;explicit
P-Asserted-Service:urn:urn-7:3gpp-service.ims.icsi.mcptt
Supported:timer
Session-Expires:3600

Contact: <sip:session@cf-A@ims-op.net:66350>;g.3gpp.mcptt;isfocus;g.3gpp.icsi-ref=urn%3Aurn-7%3A3gpp-service.ims.icsi.mcptt
P-Asserted-Identity:<sipcf-a@ims-op.net>
Content-Type: multipart/mixed;boundary="boundary1"
--boundary1
Content-Type: application/sdp 

Content-Length: (…)

c=IN IP6 5555::aaa:bbb:ddd:aaa

m=audio 23124 RTP/AVP 97

a=rtpmap:97 AMR

a=fmtp:97 mode-set=0,2,5,7; mode-change-period=2

a=maxptime:20

i=speech

m=application 23125 udp mcptt
a=fmtp:MCPTT mc_queueing

--boundary1

Content-Type: application/vnd.3gpp.mcptt-info+xml

Content-Length: (…)

<?xml version="1.0"?>

<mcpttinfo>

  <mcptt-Params>

    <session-type>prearranged</>

    <mcptt-request-uri>mcptt-group-A2@mcptt-op.gov</>

    <mcptt-calling-user-id>userA1@mcptt-op.gov</>

    <mcptt-calling-group-id>mcptt-group-T@mcptt-op.gov</>

  </mcptt-Params>

</mcpttinfo>
--boundary1--
***** End of changes *****
