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	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.301
	2674
	2
	Rel-14
	Introduction ofV2X capability in ATTACH REQUEST and TRACKING AREA UPDATE REQUEST messages
	B
	14.1.0
	C1-164752
	Huawei, HiSilicon
	V2X-CT
	3.2, 5.5.1.2.2, 5.5.3.2.2, 9.9.3.34
	 

	24.301
	2659
	-
	Rel-14
	New QCI values for V2X services
	F
	14.1.0
	C1-164408
	Huawei, HiSilicon
	V2X-CT
	9.9.4.3
	 

	27.007
	499
	1
	Rel-14
	New QCI values for V2X services
	F
	14.1.0
	C1-164501
	Huawei, HiSilicon
	V2X-CT
	10.1.26, 10.1.27
	 

	24.301
	2675
	4
	Rel-14
	New trigger conditions for service request and tracking area updating procedures due to V2X
	B
	14.1.0
	C1-165331
	Huawei, HiSilicon
	V2X-CT
	2, 5.5.3.2.2, 5.6.1.1, D.1
	 

	24.334
	294
	2
	Rel-14
	Non-IP Support
	B
	13.5.0
	C1-164865
	Qualcomm Incorporated, LG Electronics
	V2X-CT
	10.X (New), 10.X.1(New), 10.X.2 (New), 10.X.3 (New), 11.X (New)
	 

	23.122
	310
	1
	Rel-14
	V2X communication over PC5 is used for UEs in limited service state
	F
	14.0.0
	C1-165330
	LG Electronics
	V2X-CT
	1.1, 3.5
	 


