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Abstract of document:
The present document specifies the Packet Forwarding Control Protocol (PFCP) used on the interface between the control plane and the user plane function in a split SGW, PGW and TDF architecture in EPC. 
The architecture reference model and stage 2 information are specified in 3GPP TS 23.214 .
PFCP shall be used over the Sxa, Sxb, Sxc and the combined Sxa/Sxb reference points.
PFCP shall also be used over the Sxa' and Sxb' reference points specified in 3GPP TS 33.107 . In the rest of this specification, no difference is made between Sxa and Sxa', or between Sxb and Sxb'. The Sxa' and Sxb' reference points reuse the protocol specified for the Sxa and Sxb reference points, but comply in addition with the security requirements specified in clause 8 of 3GPP 33.107 .
Changes since last presentation:
-	charging support support is added
-	legal interception is added in line with SA3 repli
-	enhancements for restoration are incorporated
-	user plane selection procedure are described in an Annex.
-	the handling and signalling of MBR and max MBR taking into account resource sharing is described.
-	Pre-defined rules in CP and UP described  and added
-	messages, the definition of parameters and their definition and naming in stage 2 are align and completed.
-	all editor's note are covered.
Outstanding Issues:
- 	Confirmation from SA5 on envelop reporting and credit pooling can be covered with the defined procedures is outstanding.
Contentious Issues:
None
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