Page 1



3GPP TSG-CT WG1 Meeting #103
C1-171320
Spokane (WS), USA, 3-7 April 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.379
	CR
	0276
	rev
	-
	Current version:
	13.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Missing chat session release procedures and corrected release policy

	
	

	Source to WG:
	Motorola Solutions, Inc., Airwave

	Source to TSG:
	C1

	
	

	Work item code:
	MCPTT-CT
	
	Date:
	2017-03-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
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***** Next change *****
6.3.8.1
Session release policy for group call

If:
1)
the call is a pre-arranged group call and if the controlling MCPTT function receives an indication from the media plane that the T4 (Inactivity) timer specified in 3GPP TS 24.380 [5] expired;

2)
there are only one or no participants in the MCPTT session;

3)
if the call is a pre-arranged group call and if it is according to local policy, the initiator of the group call leaves the MCPTT session;

4)
the minimum number of affiliated MCPTT group members is not present; or
5)
timer TNG3 (group call timer) expires;
the controlling MCPTT function shall release the MCPTT session for the group call.
***** Next change *****
10.1.2.2.3
End chat session
10.1.2.2.3.1
Client originating procedures on-demand

When an MCPTT client wants to leave the MCPTT session that has been established using on-demand session, the MCPTT client shall follow the procedures as specified in subclause 6.2.4.1.

10.1.2.2.3.2
Client originating procedures using pre-established session

When an MCPTT client wants to leave the MCPTT session within a pre-established session, the MCPTT client shall follow the procedures as specified in subclause 6.2.4.2.

10.1.2.2.3.3
Client terminating procedures

Upon receiving a SIP BYE request for releasing the MCPTT chat session, the MCPTT client shall follow the procedures as specified in subclause 6.2.6.

***** Next change *****
10.1.2.3.3
End group call at the originating participating MCPTT function

10.1.2.3.3.1
Receipt of SIP BYE request for ending on-demand chat session
Upon receiving from the MCPTT client a SIP BYE request the participating MCPTT function shall follow the procedures as specified in subclause 6.3.2.1.6.

10.1.2.3.3.2
Receipt of SIP REFER "BYE" request for ending chat session using pre-established session

Upon receiving from the MCPTT client a SIP REFER request when using a pre-established session with the method SIP-URI parameter set to value "BYE" in the URI in the Refer-To header field the participating MCPTT function shall follow the procedures as specified in subclause 6.3.2.1.7.

***** Next change *****
10.1.2.3.4
End group call at the terminating participating MCPTT function

10.1.2.3.4.1
Receipt of SIP BYE request for on-demand chat session
Upon receiving a SIP BYE request from the controlling MCPTT function, the participating MCPTT function shall follow the procedures as specified in subclause 6.3.2.2.8.1.

10.1.2.3.4.2
Receipt of SIP BYE request for ongoing pre-established session

Upon receiving a SIP BYE request from the controlling MCPTT function and if the MCPTT session id refers to an MCPTT user that has a pre-established session with the participating MCPTT function, the participating MCPTT function shall follow the procedures as specified in subclause 6.3.2.2.8.2.

***** Next change *****
10.1.2.4.2
End group call at the terminating controlling MCPTT function

Upon receiving a SIP BYE request the controlling MCPTT function shall follow the procedures as specified in subclause 6.3.3.2.4.

***** Next change *****
10.1.2.4.3
End group call initiated by the controlling MCPTT function

10.1.2.4.3.1
General

This subclause describes the procedures of each functional entity for ending the group call initiated by the controlling MCPTT function.
10.1.2.4.3.2
SIP BYE request for releasing MCPTT session for a group call

When the MCPTT session for group call needs to be released as specified in subclause 6.3.8.1, the controlling MCPTT function shall follow the procedures in subclause 6.3.3.1.5.

10.1.2.4.3.3
SIP BYE request toward a MCPTT client

When an MCPTT client needs to be removed from the MCPTT session (e.g. due to de-affiliation or admitting a higher priority user), the controlling MCPTT function shall follow the procedures in subclause 6.3.3.1.5.

After successful removing the MCPTT client from the MCPTT session, the controlling MCPTT function may generate a notification to the MCPTT clients, which have subscribed to the conference state event package that an MCPTT user has been removed from the MCPTT session, as specified in subclause 6.3.3.4 and send the SIP NOTIFY request to the MCPTT client according to 3GPP TS 24.229 [4].

