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Proposed changes:
*** 1st Change ***

9.2.1
3gpp-Optional-Features
This header is used by the Content Provider to advertise the optional features that are supported by the Content Provider.

The encoding of the header follows the ABNF as defined in IETF RFC 7231 [6]. 

3gpp-Optional-Features = "3gpp-Optional-Features" ":" 1#token

n example is: 3gpp-Optional-Features: feature1, feature2

*** 2nd Change ***
9.2.2
3gpp-Required-Features

This header is used by the Content Provider to announce the mandatory features that must be supported in BM-SC.

This header is also used by the BM-SC to indicate the missing features that must be supported in Content Provider.

The encoding of the header follows the ABNF as defined in IETF RFC 7231 [6]. 

3gpp-Required-Features = "3gpp-Required-Features" ":" 1#token

An example is: 3gpp-Required-Features: feature1, feature2

*** 3rd Change ***

9.2.3
3gpp-Accepted-Features
The header is used by the BM-SC to confirm the commonly supported set of features with the Content Provider.
The encoding of the header follows the ABNF as defined in IETF RFC 7231 [6]. 

3gpp-Accepted-Features = "3gpp-Accepted-Features" ":" 1#token

An example is: 3gpp-Accepted-Features: feature1, feature2
*** End of Changes ***

