3GPP TSG CT Meeting #77
CP-172123
Sapporo, Japan; 11th – 12th September 2017

Source:
CT1

Title:
CR pack on VoWLAN-CT
Agenda item:
15.9
Document for:
Approval

	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.244
	46
	1
	Rel-15
	WLCP bearer setup procedure for QoS differentiation
	B
	14.1.0
	C1-173539
	Nokia, Alcatel-Lucent Shanghai Bell, ZTE
	VoWLAN-CT
	5.x (new), 5.x.1 (new), 5.x.2 (new), 5.x.2.1 (new), 5.x.2.2 (new), 5.x.2.3 (new), 5.x.3 (new), 5.x.4 (new), 7.xx (new), 7.xx.1 (new), 7.xx.2 (new), 7.xy (new), 7.xy.1 (new), 7.xy.2 (new), 7.xz (new), 7.xz.1 (new), 7.xz.2 (new), 8.2, 8.yx (new), 8.yy (new), 8.yz (new), 9.1, Annex A, Annex A.1(new), Annex A.2(new), Annex B, Annex C (new)
	 

	24.244
	48
	1
	Rel-15
	WLCP bearer release procedure for Qos differentiation
	B
	14.1.0
	C1-173540
	Nokia, Alcatel-Lucent Shanghai Bell, ZTE
	VoWLAN-CT
	5.z (new), 5.z.1 (new), 5.z.2 (new), 5.z.2.1 (new), 5.z.2.2 (new), 5.z.2.3 (new), 5.z.3 (new), 5.z.4 (new), 7.zx (new), 7.zx.1 (new), 7.zx.2 (new), 7.zy (new), 7.zy.1 (new), 7.zy.2 (new), 7.zz (new), 7.zz.1 (new), 7.zz.2 (new), 8.2, 9.1
	 

	24.302
	632
	1
	Rel-15
	Support of QoS differentiation for trusted non-3GPP access
	B
	14.4.0
	C1-173542
	Nokia, Alcatel-Lucent Shanghai Bell
	VoWLAN-CT
	4.x (new), 4.x.1 (new), 4.x.2 (new), 4.x.2.1 (new), 4.x.2.2 (new), 4.x.2.3 (new)
	 

	24.244
	47
	1
	Rel-15
	WLCP bearer modification procedure for QoS differentiation
	B
	14.1.0
	C1-173543
	Nokia, Alcatel-Lucent Shanghai Bell, ZTE
	VoWLAN-CT
	5.y (new), 5.y.1 (new), 5.y.2 (new), 5.y.2.1 (new), 5.y.2.2 (new), 5.y.2.3 (new), 5.y.3 (new), 5.y.4 (new), 7.yx (new), 7.yx.1 (new), 7.yx.2 (new), 7.yx.3 (new), 7.yy (new), 7.yy.1 (new), 7.yy.2 (new), 7.yz (new), 7.yz.1 (new), 7.yz.2 (new), 8.2, 9.1
	 

	24.302
	624
	2
	Rel-15
	IKEv2 multiple bearer PDN connectivity
	B
	14.4.0
	C1-173724
	Ericsson
	VoWLAN-CT
	3.2, 7.2.4.1, 7.2.x (new), 7.2.x.1 (new), 7.2.x.2 (new), 7.2.x.3 (new), 7.2.x.3.1 (new), 7.2.x.3.2 (new), 7.2.x.3.3 (new), 7.2.x.3.4 (new), 7.2.x.3.5 (new), 7.2.x.3.6 (new), 7.2.x.3.7 (new), 7.2.x.4 (new), 7.2.x.4.1 (new), 7.2.x.4.2 (new), 7.4.3.1, 7.4.x (new), 7.4.x.1 (new), 7.4.x.2 (new), 7.4.x.3 (new), 7.4.x.3.1 (new), 7.4.x.3.2 (new), 7.4.x.3.3 (new), 7.4.x.3.4 (new), 7.4.x.3.5 (new), 7.4.x.3.6 (new), 7.4.x.3.7 (new), 7.4.x.4 (new), 7.4.x.4.1 (new), 7.4.x.4.2 (new), 8.1.2.2, 8.1.2.3, 8.2.9.a (new), 8.2.9.b (new), 8.2.9.c (new), 8.2.9.d (new)
	 

	24.244
	41
	2
	Rel-15
	Support multiple WLCP bearers
	B
	14.1.0
	C1-173770
	ZTE, Nokia, Alcatel-Lucent Shanghai Bell
	VoWLAN-CT
	3.1, 3.2, 5.2.1, 5.2.2, 5.2.3, 7.1.1, 7.1.x, 7.2.1, 7.2.y, 8.x, 8.y
	 

	24.244
	44
	2
	Rel-15
	WLCP sublayer states for multiple bearer PDN connectivity
	B
	14.1.0
	C1-173783
	Nokia, Alcatel-Lucent Shanghai Bell, ZTE
	VoWLAN-CT
	3.1, 4.1, 4.3, 4.3.1, 4.3A(new), 4.3A.1(new), 4.3A.2(new), 4.3A.2.1(new), 4.3A.2.2(new), 4.3A.3(new), 4.3A.3.1(new), 4.3A.3.2(new), 4.3A.3.3(new), 4.3A.3.4(new), 4.3A.3.5(new)
	 


