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* * * First Change * * * *

7.3.3
Forward Relocation Complete Notification

A Forward Relocation Complete Notification message shall be sent to the source MME/SGSN/AMF to indicate the handover has been successfully finished.

Table 7.3.3-1 specifies the presence requirements and conditions of the IEs in the message.

Table 7.3.3-1: Information Elements in a Forward Relocation Complete Notification

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Indication Flags
	C
	 This IE shall be included if any of the flags are set to 1.
· Idle mode Signalling Reduction Activation Indication: This flag shall be set to 1 if the message is used for inter-RAT handover and the UE has ISR capability. This flag is set to indicate to the source MME/SGSN whether it shall maintain the UE's context and whether it shall activate ISR.
	Indication
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * Next Change * * * *

7.3.4
Forward Relocation Complete Acknowledge

A Forward Relocation Complete Acknowledge message shall be sent as a response to Forward Relocation Complete Notification.

Table 7.3.4-1 specifies the presence requirements and conditions of the IEs in the message.

Possible Cause values are specified in Table 8.4-1.
Table 7.3.4-1: Information Elements in a Forward Relocation Complete Acknowledge

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Recovery
	O
	
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * End of Changes * * * *

