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	Reason for change:
	The UE support of CE Mode B is indicated by the lower layers to the MME typically during the Attach procedure and therefore the MME needs to store it at that time. This information can be used by MME to set the extended NAS timer and send such information to eNB in several use cases including early data transmission (EDT).

	
	

	Summary of change:
	Added a requirement for the MME to store the information about UE support of CE Mode B that is received from lower layers
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	The MME and eNB might not have information about UE support of CE mode B in cases when extended NAS timers need to be determined, including some connection requests from that UE.
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4.8
EPS mobility management and EPS session management in WB-S1 mode for IoT
In WB-S1 mode, a UE operating in category CE can operate in either CE mode A or CE mode B (see 3GPP TS 36.306 [44]). A UE that supports CE mode B and operates in WB-S1 mode in either CE mode A or CE mode B shall apply the value of the applicable NAS timer indicated in tables 10.2.1 and indicated in table 10.3.1 for WB-S1/CE mode.

The NAS timer value obtained is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure, and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.

The support of CE mode B by a UE is indicated to the MME by lower layers and shall be stored by the MME. When an MME that supports WB-S1 mode performs NAS signaling with a UE, which supports CE mode B and operates in WB-S1 mode in either CE mode A or CE mode B, the MME shall calculate the value of the applicable NAS timer indicated in tables 10.2.2 and indicated in table 10.3.2 for WB-S1/CE mode.

The NAS timer value obtained is used as described in the appropriate procedure subclause of this specification. The NAS timer value shall be calculated at start of a NAS procedure and shall not be re-calculated until the NAS procedure is completed, restarted or aborted.
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