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***** Next change *****
8.2.2
Floor control messages
8.2.2.1
General
The table 8.2.2.1-1 provides a list of floor control messages.

Table 8.2.2.1-1: Floor control specific messages

	Message name
	Subtype
	Reference
	Direction

	Floor Request
	00000
	Subclause 8.2.4
	Client ( server

	Floor Granted
	x0001
	Subclause 8.2.5
	Server ( client

	Floor Deny
	x0011
	Subclause 8.2.6
	Server ( client

	Floor Release
	x0100
	Subclause 8.2.7
	Client ( server

	Floor Idle
	x0101
	Subclause 8.2.8
	Server ( client

	Floor Taken
	x0010
	Subclause 8.2.9
	Server ( client

	Floor Revoke
	00110
	Subclause 8.2.10
	Server ( client

	Floor Queue Position Request
	01000
	Subclause 8.2.11
	Client ( server

	Floor Queue Position Info
	x1001
	Subclause 8.2.12
	Server ( client

	Floor Ack
	01010
	Subclause 8.2.13
	Server ( client

Client ( server

	Floor Release Multi Talker
	01111
	Subclause 8.2.15
	Server ( client

	NOTE:
The floor control server is the server and the floor participant is the client.


For some messages the first bit (marked as x in the subtype) can be used to indicate if the sender wants to have an acknowledgment. The x is coded as follows:

'0'
Acknowledgment is not required

'1'
Acknowledgment is required

NOTE:
Whether a message needs to be acknowledged or not is described in clauses 6.

If an acknowledgment is required the Floor Ack message is used to acknowledge the message.
***** Next change *****
8.2.15
Floor Release Multi Talker message

The Floor Release Multi-talker message is sent from the floor control server to the floor control participants to indicate that the indicated user has completed media transfer and floor is released.
Editor’s Note (WI: MONASTERY, CR#0182): Usage of MBMS subchannel for Floor Release Multi Talker needs to be studied.
Table 8.2.15-1 shows the content of the Floor Release message.

Table 8.2.15-1: Floor Release Multi Talker message

0                   1                   2                   3

0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P| Subtype |   PT=APP=204  |          length               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                         SSRC                                  |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name=MCPT                            |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                       User ID field                           |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                       Track Info field                        |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                    Floor Indicator field                      |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

With the exception of the three first 32-bit words the order of the fields are irrelevant.

Subtype:

The subtype is coded according to table 8.2.2-1.

Length:

The length is coded as specified in subclause 8.1.2.

SSRC:

The SSRC field carries the SSRC of the floor control server for on-network and floor arbitrator for off-network..

The content of the SSRC field is coded as specified in IETF RFC 3550 [3].

User ID:

The User ID carries the MCPTT ID of the floor participant releasing the floor.

The User ID field is coded as specified in subclause 8.2.3.8.
Floor Indicator:

The Floor Indicator field is coded as described in subclause 8.2.3.15.

