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	Reason for change:
	It was decided in previous meeting CT6#88 to provide the same clarification to TS 31.102 eDRX clause as for PSM.

TS 31.102 specifies the interactions between the ME and the UICC when UE is entering and leaving eDRX.

It is unclear how the ME behaves towards the UICC application (with regards to USIM deactivation and/or UICC suspension) when there is an ongoing BIP session.

	
	

	Summary of change:
	It is proposed to clarify that the BIP session has to be successfully closed by the UICC application when the ME is in eDRX and wants to deactivate the USIM.
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	If not approved, the ME may deactivate the UICC when the UICC application is performing backgound computations.

	
	

	Clauses affected:
	5.1.11

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** Next change *****
5.1.11
UICC interface during eDRX

In order to reduce power consumption when the UE uses extended idle mode DRX cycle, as defined in 3GPP TS 24.301 [51], in case the UICC supports the UICC suspension mechanism (SUSPEND UICC command), the ME may suspend the UICC during the extended idle mode DRX cycle. In this case, the ME shall resume the UICC successfully before the end of the extended idle mode DRX cycle or before any other transmission to the network.
In case the UICC does not support the UICC suspension mechanism, the PIN of the USIM is disabled and deactivation of UICC is authorized in EFAD, the UE may optionally deactivate the UICC (as specified in clause 6A.1 of 3GPP TS 31.101 [11]) during the extended idle mode DRX cycle. In this case, the UE shall re-activate the UICC (as specified in clause 6A.1 of 3GPP TS 31.101 [11]), re-initialize the USIM (as specified in clause 5.1.1) and take appropriate steps to verify that the same USIM is used, before the end of the extended idle mode DRX cycle or before any other transmission to the network. 

Verification shall include at least the check of the content of the following EFs: EFICCID, EFIMSI, EFLOCI, EFPSLOCI and EFEPSLOCI.

When the UE is in extended idle mode DRX cycle and in case the ME wants to deactivate the UICC, it shall wait until the current proactive UICC session, if any, is terminated and/or any currently open BIP session is closed.
***** End change *****
