Page 1



3GPP TSG-CT WG3 Meeting #98
C3-185176
West Palm Beach, Florida(US), 20-24 August 2018                                       (revision of)
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	29.222
	CR
	0033
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correct cardinality for securityNotificationDestination

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C3

	
	

	Work item code:
	CAPIF-CT
	
	Date:
	2018-07-18

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The securityNotificationDestination attribute is declared as conditional in ServiceSecurity data type (mandatory to be provided only in POST request).
When the resource is created (201 Created), the notification destination address (which is contained in securityNotificationDestination data type) should be part of the resource.

In the subsequent operations like GET response, the notification destination address should be provided as well.

Therefore, the cardinality for securityNotificationDestination attribute in ServiceSecurity data type should be mandatory.

	
	

	Summary of change:
	Change cardinality for securityNotificationDestination attribute from O to M.
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	Incorrect data model for Authenticiation Authorization API. 
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*** 1st Change ***
8.5.4.2.2
Type: ServiceSecurity

Table 8.5.4.2.2-1: Definition of type ServiceSecurity

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	securityPreference
	SecurityMethod
	C
	1..N
	API invoker's preference of the security method for a service API interface.

Shall be present in the HTTP POST request from the API invoker to the CAPIF core function to negotiate the security mechanism.

Shall not be present in any other HTTP request or HTTP response.
	

	selectedSecurity
	SecurityMethod
	C
	1..N
	Security method for each service API interface selected by the CAPIF core function. Shall be present in the HTTP POST response from the CAPIF core function to the API invoker.

Shall not be present in any other HTTP request or HTTP response.
	

	apiInvokerSecurity
	SecurityMethod
	O
	0..N
	Security method for each service API interface selected for the API invoker by the CAPIF core function. May be present only in the HTTP GET response from the CAPIF core function to the API exposing function.

Shall not be present in any other HTTP request or HTTP response.
	

	securityNotificationDestination
	SecurityNotificationDestination
	M
	1
	Security notification destination information provided by the API invoker. 

	


*** End of Changes ***

